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 without a screen with no loss of original 

 colours to their natural colours even when 
lackboards and partitions.  p.51

h the projector, such as lamp blowing 
an notify you of the error via e-mail.

e EasyMP, refer to EasyMP Network Setup 
n Guide.
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tures of the Projector

s can be projected regardless of the location.

keystone distortion that occurs 
result of the projector being 
d using the front adjustable 
 can be corrected.
tomatic keystone correction 
p.46) 

keystone distortion that occurs 
n projecting from the side of 
creen can also be corrected. 
tical correction and horizontal 
ection  p.47)

rtical keystone correction causes the 
ht of  projected images to be too 
t, the height of the projection area can 
 be adjusted. (Height correction 
p.48)

 Quick Corner function can be used 
rrect the four corners of the 

ection area to make the images fit the 
en exactly. 
p.49

Images can be projected in places
colour.
This automatically adjusts image
projecting onto surfaces such as b

When something goes wrong wit
during projection, the projector c

In addition, if you are 
using EMP-7950, EasyMP 
allows you to;

• Make easy network 
connection with a 
computer via a wireless 
LAN.

• Project a computer's 
image over a network.

  For instructions on how to us
Guide and EasyMP Operatio

on adjustment function for a variety of projection screens Wall Shot

Network Support
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Large

Vers
es of the Projector

-7950 only) 

ll as a USB-compatible digital camera, you can use a USB-compatible 
isk and a USB-compatible memory device. This allows you to use 

presentation files.  p.32, "Showing the Presentation (Using the 
layer)" in the EasyMP Operation Guide

 range of devices can be connected to the projector.
epts both digital and analogue signals from a computer. And it offers 
s types of connectors that meet your devices (such as component 
g) and your cables.  p.20

-volume USB Storage is Available to Use

atile interface
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filter (Air intake vent) 
.140, p.146

ents dust and other foreign particles from being 
n into the projector. Clean the air filters 
dically.

dle
his handle when lifting and transporting the 
ctor.

peration) indicator  p.116
es or lights in different colours to indicate the 
ting status of the projector.

amp) indicator  p.116
es or lights in different colours to indicate 

lems with the projection lamp.

emperature) indicator  p.116
es or lights in different colours to indicate 

lems with the internal temperature of the 
ctor.

o
c

trol panel  p.8

i

e
o

o

s cover
h when not using the projector in order to 
nt the lens from becoming dirty or damaged.

s

u
s

•••• Fro
Exte
angle
such

•••• Foo
Pull 
retra

•••• Rem
 p

Rece

•••• Air 
D
im
pr
be

•••• Zoo
Adju

•••• Foc
Adju
t Names and Functions

stration below shows the projector with a standard lens fitted.

/Top/Side

t adjustable foot  p.44
d and retract to adjust the projection 
 when the projector is placed on a surface 
as a shelf.

•••• Air 
 p

Prev
draw
perio

•••• Han
Use t
proje

••••  (O
Flash
opera

••••  (L
Flash
prob

••••  (T
Flash
prob
proje

t adjust lever  p.44
ut the foot adjust lever to extend and 
t the front foot.

•••• Con
ote control light-receiving area 
.13
ves signals from the remote control.

xhaust vent
 not touch during or 
mediately after 
jection, as it can 

come hot.

•••• Len
Attac
preve

m ring  p.42
ts the image size.

s ring  p.42
ts the image focus.
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Base

•••• Air f
 p

Preve
foreig
being
projec
filters

•••• Air in
  p
Clean
period

ote 

wer inlet  p.35
nnect the power cable here.

.10

54

•••• Rear adjustable foot

•••• Air intake vents
  p.140
Clean the air intake vent 
periodically.
ames and Functions

Rear

•••• Suspension bracket fixing points 
(4 points)  p.15, p.151
Connect an optional ceiling mount here when 
suspending the projector from the ceiling.

ilter 
.140, p.146
nt dust and other 
n particles from 
 drawn into the 
tor. Clean the air 
 periodically.

•••• Lamp cover  p.142
Open this cover when 
replacing the lamp inside the 
projector.

take vent
.140

 the air intake vent 
ically.

•••• Air intake vents
  p.140
Clean the air intake vent 
periodically.

•••• Feet for storage
Used when standing 
the projector 
vertically for 
storage.

•••• Remote control light-
receiving area  p.13
Receives signals from the rem
control.

•••• Po
Co

•••• Input/output ports  p

•••• Speaker

•••• Security lock ( )  p.1

•••• Rear adjustable foot
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Cont

But or details.

•••• [Au
Ope
Whe button on the remote control.

•••• [ ]
Use 
If yo .
Whe  down) buttons for selecting items in the menu.

•••• [ ] 
Use 
If yo ges.
Whe d right) buttons for adjusting the setting value.

•••• [Me

•••• [Shift] button  p.54, p.55, p.73
This button is used when adjusting the sync 
and tracking and when using the resize 
function.

•••• [Resize] button  p.71

•••• [Volume] button  p.57

•••• [A/V Mute] button  p.63

•••• [ESC] button  p.97, p.114

•••• [Po

•••• [Wa

•••• [So
[Com
Swit
[Com
Easy
each
[Vid
Swit
[S-V
[BN
butto

•••• [Help] button  p.114
ames and Functions

rol Panel

tons with no description are the same as the remote control buttons. Refer to the remote control descriptions f

to/Enter] button  p.53, p.96, p.114
rates in the same way as the [Auto] button on the remote control.
n pressed while a configuration menu or help menu is being displayed, it operates in the same way as the [Enter] 
 and [ ] buttons  p.47, p.49, p.55, p.96, p.114
these buttons for vertical keystone correction and correction using Quick Corner.
u press one of these buttons while holding down the [Shift] button, you can adjust the syncg of computer images
n pressed while a configuration menu or help menu is being displayed, these buttons function as [ ] and [ ] (up and
and [ ] buttons  p.47, p.49, p.54, p.97, p.114
these buttons for horizontal keystone correction and correction using Quick Corner.
u press one of these buttons while holding down the [Shift] button, you can adjust the trackingg of computer ima
n pressed while a configuration menu or help menu is being displayed, these buttons function as [ ] and [ ] (left an

nu] button  p.96

wer] button  p.36, p.40

ll Shot] button  p.51

urce] buttons  p.37
puter/DVI] button: 

ches the input source between the 
puter] port, the [DVI] port and 

MP (EMP-7950 only) in that order 
 time the button is pressed.
eo/BNC] button: 
ches the input source between the 
ideo] port, [Video] port and the 
C] ports in that order each time the 
n is pressed.
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Remo

If yo

wer] button  p.36, p.40

] switch  p.13

] button  p.24, p.96, p.114

ect] button  p.67

C( )] button  p.24, p.97, p.114

lp] button  p.114

eric buttons  p.75, p.102

 button  p.75

mote] port  p.14, p.151

to] button  p.53

urce] buttons  p.37

 Mute] button  p.63

size] button  p.71

eze] button  p.64
ames and Functions

te Control

u position the  over the button icon or button name, a description of that button will appear.

•••• Remote control light-emitting area  p.14

•••• Indicator

•••• [Page] buttons  p.23

•••• [E-Zoom] buttons  p.64

•••• [Po

•••• [R/C

•••• [

•••• [Enter( )] button  p.24, p.96, p.114

•••• [Menu] button  p.96

•••• [Eff•••• [ ] (illumination) button

•••• [Volume] buttons  p.57

•••• [ES

•••• [He

•••• Num

•••• [ID]

•••• [Num] button  p.58, p.102 •••• [Re

•••• [Preview] button  p.38

•••• [Preset] button  p.69

•••• [Au

•••• [Wall Shot] button  p.51

•••• [So

•••• [PinP] button  p.65

•••• [A/V

•••• [Re

•••• [Fre•••• [Color Mode] button  p.56
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Input

•••• [USB] port  p.23, p.157
Connects the projector to a computer via the USB 
cable when using the wireless mouse function.

•••• [Vid
Input
video

•••• [Aud
 p

Input
conne

•••• [Aud
Outpu
select

•••• [Rem
Conn
set to

•••• [Mon
Outpu
signa
moni
RGB
from 

•••• [Computer] port   p.21, p.28
Input analogue RGB video signals from a 
computer and RGB video signals and 
component videog signals from other 
video sources.

•••• [DVI] port  p.22
Inputs digital RGB computer video signals.

•••• [Audio] port (for [Computer], 
[DVI] port)  p.29
Inputs audio signals from the equipment 
connected to the [Computer] port or the 
[DVI] port.

•••• [BNC] ports
Inputs analogue-RGB signals from a 
computer and RGB-video signals and 
component videog signals from video 
equipment.

•••• [Audio] ports (for [BNC] port) 
 p.29

Input audio signals from the source that is 
connected to the [BNC] ports.

•••• [Control (RS-232C)] port  p.157
Connects the projector to a computer using 
an RS-232C cable. This port is for control 
use and should not be used by the customer.

•••• Netw
Use t
ames and Functions

/Output Ports (EMP-7900)

eo] port  p.26
s composite videog signals from a 
 source.
io] ports (for [Video] port) 
.29

 audio signals from the source that is 
cted to the [Video] port.

io Out] port  p.31
ts the audio signals from the 
ed video source to external speakers.

ote] port  p.14, p.151
ect the optional remote control cable 
 input signals from the remote control.

itor Out] port  p.25
ts currently-projected analogue-RGB 

ls from a computer to an external 
tor. It is not compatible with digital-
 signals from computers and signals 
video equipment.

•••• [S-Video] port  p.27
Inputs S-Videog signals from a video source.

•••• [Audio] ports (for [S-Video] port) 
 p.29

Input audio signals from the source that is 
connected to the [S-Video] port.

ork port  p.101
o connect the projector to a network.
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Input

•••• [USB TypeB] port  p.23 , p.157
When the projector is connected to a computer 
with a computer cable, use this port to connect a 
USB cable to the computer to use the wireless 
mouse function.

•••• [Aud
Outpu
select

•••• [Rem
  
Conn
contr
from 

•••• [Mon
Outpu
comp
comp
not co
from 
image

•••• [Computer] port  p.22
Input analogue RGB video signals from a 
computer and RGB video signals and 
component videog signals from other 
video sources.

•••• [DVI] port  p.22
Inputs digital RGB computer video signals.

•••• [Audio] port (for [Computer], 
[DVI] port)  p.29
Inputs audio signals from the equipment 
connected to the [Computer] port or the 
[DVI] port.

•••• [BNC] ports
Inputs analogue-RGB signals from a 
computer and RGB-video signals and 
component videog signals from video 
equipment.

•••• [Audio] ports (for [BNC] port) 
 p.29

Input audio signals from the source that is 
connected to the [BNC] ports.

•••• [Control (RS-232C)] port  p.157
Connects the projector to a computer using 
an RS-232C cable. This port is for control 
use and should not be used by the customer.

 

•••• Card
Insert
slot w

•••• Acc
The a
in the
lights

•••• Ejec
Press
has b
ames and Functions

/Output Ports (EMP-7950)

•••• [Video] port  p.26
Inputs composite videog signals 
from a video source.

•••• [Audio] ports 
(for [Video] port)  p.29
Input audio signals from the source 
that is connected to the [Video] port.

io Out] port  p.31
ts the audio signals from the 
ed video source to external speakers.

ote] port 
p.14, p.151
ect the optional remote 
ol cable set to input signals 
the remote control.

itor Out] port  p.25
ts analogue-RGB signals from a 

uter connected to the projector by a 
uter cable, to an external monitor. It is 
mpatible with digital-RGB signals 

computers, video images and EasyMP 
s.

•••• [S-Video] port  p.27
Inputs S-Videog signals from a video 
source.

•••• [Audio] ports (for [S-Video] port)
 p.29

Input audio signals from the source that is 
connected to the [S-Video] port.

•••• [USB TypeA] port  p.17
Connects a digital camera to the projector 
when projecting digital camera image 
files with EasyMP.

 Slot  p.17
 a PC card into the 
hen using EasyMP.

ess Lamp  p.19
ccess status of a memory card inserted 
 PC card slot is indicated by coloured 
 that may be on or off.

t button  p.18
 this button to eject a PC card when it 
een inserted into the card slot.
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Bef

Inser

The
proj

v

s.
of the (+) and (–) marks inside the battery 
 the batteries are inserted the correct way.

ry cover.
er in until the tab clicks into place.

ss of the remote control occur or if it does 
 used for some time, it probably means 
ing flat. If this happens, replace the 
lkali batteries.
pro

PRO

Be su
befor

1

ore Using the Remote Control

ting the Batteries

 batteries are not already inserted into the remote control at the time the 
ector is purchased. You will need to insert the batteries that are 
ided with the projector before the remote control can be used.

CEDURE

Remove the battery cover.
While pushing down on the rib of the battery cover, slide the 
battery cover in the direction of the arrow. 

Insert the batterie
Check the positions 
holder to ensure that

Replace the batte
Slide the battery cov

CAUTION

re to read the Safety Instructions/World-Wide Warranty Terms 
e handling the batteries.

Rib

2

3

TIP

If delays in the responsivene
not operate after it has been
that the batteries are becom
batteries with two new AA a



13Before

User’s Guide

Using
Rang

The

PRO

Usin

1

2

Remote control 
light-receiving 
area (rear)

emote control 
ight-emitting area

ght from fluorescent lamps to shine 
s remote control light-receiving areas, 

ith the reception of signals from the 

e control, set the [R/C] switch on the 
If you leave the [R/C] switch at "ON", it 
.
ontrol is pressed down for more than 1 
tch is at "ON", the signal for that button 
ansmitted (the remote control will change 
e of this is to prevent the batteries from 
ething being placed on top of the remote 

d, normal remote control operation will 
 Using the Remote Control

 the Remote Control and Remote Operating 
e

 remote control is used in the following way.

CEDURE

Set the [R/C] switch of the remote control to "ON".

Point the remote control light-emitting area towards 
one of the remote control light-receiving areas on the 
projector and operate the remote control buttons.

g the Remote Control

Remote control 
light-receiving 
area (front)

R
l

TIP

• Do not allow sunlight or li
directly onto the projector'
otherwise it may interfere w
remote control.

• When not using the remot
remote control to "OFF". 
will consume battery power

• If a button on the remote c
minute while the [R/C] swi
operation will stop being tr
to sleep mode). The purpos
being consumed due to som
control. 
When the button is release
resume.
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Use
ang
area
wor

Rem

Ope

Ope
dista
10 m

ce 
 ft.)

Approx. 15°

Approx. 15°

Operating distance 
approx. 10 m (30 ft.)

e ceiling

ce 
0 ft.)

Operating distance 
approx. 10 m (30 ft.)

Approx. 15°

hat remote control operations work 
e the optional remote control cable set to 
f the remote control to the projector's 

Accessories and Consumables"  p.151
 Using the Remote Control

 the remote control within the ranges indicated below. If the distance or 
le between the remote control and the remote control light-receiving 
 is outside the normal operating range, the remote control may not 
k.

ote Operating Range

Operating distance Operating angle

Approx. 10 m (30 ft.) Approx. ±30° horizontally
Approx. ±15° vertically

Remote control 
light-receiving areas

rating angle (horizontal)

Approx. 30° Approx. 30°

Remote control 
light-emitting area

Approx. 30° Approx. 30°

rating 
nce approx. 
 (30 ft.)

Operating angle (vertical)
Operating distan
approx. 10 m (30

Approx. 15°

Approx. 15°

When suspended from th

Operating distan
approx. 10 m (3

Approx. 15°

TIP

If you would like to ensure t
properly from a distance, us
connect the [Remote] port o
[Remote] port.
See "Appendices: Optional 
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Ins

Settin

The
allo

on is required for suspending the projector 
ct your supplier if you would like to use 
optional ceiling mount is required when 
 ceiling. 

o
e

j

r ng a translucent screen

tion using a translucent screen, set the 
mmands in the "Advanced1" menu to 
  p.90
• Bef
Saf

• The
pro

• F

• R
tallation

g Up the Projector

 projector supports the following four different projection methods, 
wing you to choose the best method for displaying your images.

* A special method of installati
from the ceiling. Please conta
this installation method. The 
installing the projector on the
  p.151

CAUTION

re setting up the projector, be sure to first read the separate 
ty Instructions/World-Wide Warranty Terms.
 projector has feet on its side for storage. Do not set up the 
ector vertically with the feet for projection.  p.7

ont projection

ear projection using a translucent screen

• Front/ceiling projection

• Rear/ceiling projection usi

TIP

When using rear/ceiling projec
"Ceiling" and "Rear Proj." co
match the installation method.
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Scree

The
The
for w
zoo
doc

Wh
ima
shou
will

ll, leave a space of 20 cm (7.9 in.) or more 
e wall.

R

2
3

Screen

90º Centre of lens

jection distance

ional wide zoom lens allows a zoom ratio 
ge size at the maximum zoom setting is 
 the image size at the minimum zoom 
ation

n Size and Projection Distance

 distance from the lens to the screen determines the actual image size. 
 recommended distance and projection distance values given below are 

hen the projector is fitted with a standard lens or an optional wide 
m lens. If the projector has been fitted with an optional lens, refer to the 
umentation provided with the lens.

ile referring to the following table, position the projector so that the 
ges are projected onto the screen at the optimum size. The values 
ld be used as a guide for setting up the projector. The actual values 

 vary depending on projection conditions and the zoom setting.

* When installing against a wa
between the projector and th

ecommended distance 77–1113 cm (2.5–36.5 ft.)

4:3 screen size (cm (in.)) Projection distance (cm (ft.))
30" (61 × 46 (24.0 × 18.1)) 77−107 (2.5–3.5)
40" (81 × 61 (31.9 × 24.0)) 105−144 (3.5–4.7)

50" (100 × 76 (39.4 × 30.0)) 133−181 (4.4–6.0)
60" (120 × 90 (47.2 × 35.4)) 161−219 (5.3–7.2)

80" (160 × 120 (63.0 × 47.2)) 216−293 (7.1–9.6)
100" (200 × 150 (78.7 × 59.1)) 272−368 (8.9–12.1)
00" (410 × 300 (161.4 × 118.1)) 550−740 (18.0–24.3)
00" (610 × 460 (240.2 × 181.1)) 827−1113 (27.1–36.5)

*

Pro

TIP

The standard lens or the opt
of up to about 1.35. The ima
about 1.35 times bigger than
setting.



17

User’s Guide

Ins

You can
EMP-7
The EM
or inser

e

 the slot so that it is facing to the 

until it is secure.

f

m

he right way. Installing the device back to 
ause failure or damage.
 before transporting the projector.
docum

The 
• Wir
• Me
erting and Removing Cards (EMP-7950 only)

 use PC cards such as wireless LAN cards and memory cards with the 
950.
P-7950 is supplied with  wireless LAN card. When using other cards, 

ting or removing a card in a PC card slot on a computer, refer to the 
ntation included with the card.

Installation

PROCEDURE

Insert the PC card into
left.
Insert firmly into the slot 

TIP

ollowing PC cards can be inserted into the projector's card slot.
eless LAN card (the card supplied with the EMP-7950)

ory card. See "Appendices: Specifications"  p.161

CAUTION

• Insert the PC card facing t
front or upside down may c

• Be sure to remove the card

Rear
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Remo

tton to the right of the card slot. 
 pop out. 

tton again. 
rd will be ejected so that you can grasp the 
 pull it straight out of the slot.

• Do 
wire
wire

• Do 
proj
Doin

• The
Han
avoi

• Whe
sure
malf
Card
Ope

ject button

tton back in to prevent it from being 
ng and Removing Cards (EMP-7950 only)

val
PROCEDURE

Press the eject bu
The eject button will

Press the eject bu
Enough of the PC ca
edge of the card and

CAUTION

not remove the wireless LAN card while the access lamp of the 
less LAN card is flashing green, otherwise it may damage the 
less LAN card.
not remove a memory card while the access lamp of the 
ector's card slot is flashing green, or while projecting a scenario. 
g so may damage the memory card itself or data in the card.

 PC card gets hot during and immediately after projector use. 
dle the card carefully when removing it from the card slot to 
d personal injury or burns. 
n you wish to remove a memory card while using CardPlayer, be 
 to close CardPlayer before removal. CardPlayer may 
unction if a memory card is removed without closing 
Player first.  "Closing CardPlayer" in the EasyMP 

ration Guide

1

E

Access lamp

2

CAUTION

Be sure to press the eject bu
broken or damaged.
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Acce

Wh
you
acce

es not light when a wireless LAN card has 
tor.
communication status by observing the status 
lamps as described below.

Car

S

Gre

Off

Red

cess Lamp Status

Lit    flashing

Communication status

The projector is connected to the network and 
communication is possible.

Connection to a valid network is in progress.

Data is being transmitted or received.
ng and Removing Cards (EMP-7950 only)

ss Lamp Statuses

en a memory card has been inserted into the card slot of the projector, 
 can check the access status for the memory card by noting whether the 
ss lamp is lit and what colour it is, as described below.

The card slot access lamp do
been inserted into the projec
You can check the network 
of the wireless LAN access 

d Slot Access Lamp Status

Lit    Off

tatus Access status

en  Data is being read from the memory card.

 The memory card is in standby state.

An error occurred while data was being read from the memory 
card.

Wireless LAN Card Ac

Lamp Status

LINK Green 

Green 
ACT Green 

LINK

ACT
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t
e

 resolution and frequency of the computer 
t of Supported Monitor Displays". 
f Supported Monitor Displays"  p.159
 to change the output resolution, so if 

lution to one that matches a setting in the "List 
lays". Refer to the documentation provided 

When
follow

n
n

t

 
p
r

 a commercially-available adapter 
the computer's port. Refer to the 
ith the computer for further details.
ctor are too far away from each other for 
le to reach, use the optional VGA-HD15 
: Optional Accessories and 
Eligi

The
pro
pos
con

• C
C
or
If
m
al
R
"C

• Tur
con
con

• Che
mak
por
dam

• Do
the 
inte
necting to a Computer

le Computers

 projector cannot be connected to some types of computer, or 
ection of images may not be possible even if actual connection is 
ible. Make sure that the computer you intend to use satisfies the 

ditions given below.

ndition 1: The computer must have an image signal output port.
eck that the computer has a port such as an "RGB port", "monitor port" 

 "CRT port" which can output image signals.
the computer has a built-in monitor, or if using a laptop computer, it 
y not be possible to connect the computer to the projector, or 
ernatively you may need to purchase a separate external output port. 
fer to the documentation for your computer under a heading such as 
onnecting an external monitor" or similar for further details.

• Condition 2: The display
must be listed in the "Lis
See "Appendices: List o
Some computers allow you
necessary, change the reso
of Supported Monitor Disp
with the computer.

CAUTION

 connecting the projector to a computer, be sure to check the 
ing.

n the power off for both the projector and the computer before 
ecting them. If the power for either device is on at the time of 
ection, damage may result.

ck the shapes of the cable connectors and the device ports before 
ing the connections. If you try to force a connector to fit a device 
 with a different shape or number of terminals, a malfunction or 
age to the connector or port may result.
not bind the power cable and the connecting cable together. If 
ower cable and the connecting cable are bound together, image 
ference or errors in operation may result.

TIP

• You may need to purchase
depending on the shape of 
documentation provided w

•  If the computer and proje
the accessory computer cab
PC cable. See "Appendices
Consumables"  p.151
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Proje

The
wha
of p

Use
If th

tected according to the input signals. 
gnal of a computer, the image may be 
urs. In such case, set the "Computer 
 menu to "RGB".   p.86
n one device to the projector, use the 
te control, or the [Computer/DVI] button 
anel to switch between devices after 
cting to a Computer

cting Images from the Computer

 shape and specifications of the computer's monitor port will determine 
t type of cable should be used. Check the following to see which type 
ort your computer has.

 the accessory computer cable to make the connections.
e Monitor Port is a Mini D-Sub 15-pin Port (Example)

Computer cable 
(accessory)

To monitor port

To [Computer] port (blue)

TIP

• Image sources are auto-de
Depending on an output si
projected in unnatural colo
Input" in the configuration

• When connecting more tha
[Comp] button on the remo
on the projector's control p
starting projection.  p.37
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Use
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• Use
DFP
See 

• Wh
[DV
on t
start
cting to a Computer

 the optional DVI-Dg/DVI-D digital video cable or DVI-D/DFP digital 
o cable to make the connection.

e Monitor Port is a Digital RGB Port

DVI-D/DVI-D digital video cable or 
DVI-D/DFP digital video cable 

(optional)

To monitor port

To [DVI] port

TIP

 whichever optional DVI-D/DVI-D digital video cable or DVI-D/
 digital video cable matches the monitor port of the computer. 

"Appendices: Optional Accessories and Consumables"  p.151
en connecting more than one device to the projector, use the 
I] button on the remote control, or the [Computer/DVI] button 
he projector's control panel to switch between devices after 
ing projection.   p.37
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Using
Point

You
poin
USB

* W
[P
fo

Wi
XP
XP
Ma
(OS

To

e connected to computers with a standard 
omputer which is running Windows, the 
 full version of Windows 98/2000/Me/XP 
onal installed. If the computer is running 
00/Me/XP Home Edition/XP 

 upgraded from an earlier version of 
 cannot be guaranteed. 

e the wireless mouse function under some 
ws and Macintosh operating systems.
ay have to be changed in order for the 
 Consult the documentation for the 
s.
cting to a Computer

 the Remote Control to Operate the Mouse 
er (Wireless Mouse Function)

 can use the remote control as a wireless mouse to control the mouse 
ter on the screen by using the accessory USBg cable to connect the 
 port of the computer to the [USB] port at the rear of the projector.

hen using the remote control as a wireless mouse, the [Page ] and 
age ] buttons on the remote control can be used to scroll back and 
rth through slides when projecting a PowerPoint presentation.

Computer Mouse used Applicable cable
ndows 98/2000/Me/
 Home Edition/
 Professional

USB mouse USB cable (accessory)

cintosh 
 8.6–9.2/10.0–10.3) USB mouse USB cable (accessory)

USB cable 
(accessory)

To [USB] port
*For the EMP-7950
To [USB TypeB] port

 USB port

TIP

• The USB cable can only b
USB interface. If using a c
computer must have had a
Home Edition/XP Professi
a version of Windows 98/20
Professional that has been
Windows, correct operation

• It may not be possible to us
versions of both the Windo

• Some computer settings m
mouse function to be used.
computer for further detail
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Onc
follo

Mo
Tilt
con
the

Rig
Pre

s have been reversed at the computer, the 
trol buttons will also be reversed.

on of the remote control cannot be used 
ns are being used.
enu is being displayed 
ng displayed
 is being used 
een set using the P in P function

ion is being used 
tting has been made
 displayed in real mode using the resize 

on is being used 
ing captured
ed
is being set
cting to a Computer

e the connection has been made, the mouse pointer can be operated as 
ws.

ving the mouse pointer
 the [ ] button on the remote 
trol to move the mouse pointer in 
 direction of tilt. 

Left click
Press the [Enter ( )] button.
If you press the [Enter ( )] button twice 
in rapid succession, it has the effect of 
a double-click.

ht click
ss the [ESC ( )] button.

Drag and drop
When you hold down the [Enter ( )] 
button for approximately 1.5 seconds, 
the button will light and drag and drop 
mode will be enabled. In this mode, 
you can carry out drag operations by 
tilting the [ ] button.
Press the [Enter ( )] button at the 
desired position to drop the items being 
dragged. 

Drag and drop mode can also be 
enabled in the same way by pressing 
the [ESC ( )] button for approximately 
1.5 seconds. This operation allows 
right click dragging and dropping.

TIP

• If the mouse button setting
operation of the remote con

• The wireless mouse functi
while the following functio
· While a configuration m
· While a help menu is bei
· While the Effect function
· While a sub-screen has b
· While the E-Zoom funct
· While a Quick Corner se
· While a window is being

function
· While the Preview functi
· While a user's logo is be
· While Wall Shot is enabl
· While Password Protect 
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Conn
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Monit

• Dig
outp

• The
men
cting to a Computer

ecting an External Monitor

en analogue RGB signals from a computer are being projected, you can 
nect an external monitor to the projector in order to view the images on 
external monitor at times such as when giving presentations.
nect the external monitor using the cable that is provided with the 
itor.

Cable provided with monitor
To [Monitor Out] port (black)

or port

TIP

ital RGB images from a computer and video images cannot be 
ut to an external monitor.
 setting gauge for keystone correction and the configuration 
us and help menus are not output to the external monitor.



26

User’s Guide

Con

 Videog Images

le A/V cable to make the connection.When
follow

n
n

t
n
 
p
r

To [Video] port (yellow)

vailable)
To [Audio] port  p.29

 one device to the projector, use the 
e control, or the [Video/BNC] button on 
l to switch between devices after starting 
• Tur
con
con

• Che
mak
por
con

• Do
the 
inte
necting to a Video Source

Projecting Composite

Use a commercially- availab

CAUTION

 connecting the projector to other video sources, take the 
ing precautions.

n the power off for both the projector and the video source before 
ecting them. If the power for either device is on at the time of 
ection, damage may result.

ck the shapes of the cable connectors and the device ports before 
ing the connections. If you try to force a connector to fit a device 
 with a different shape or number of terminals, damage to the 
ector or port may result.

not bind the power cable and the connecting cable together. If 
ower cable and the connecting cable are bound together, image 
ference or errors in operation may result. 

To video output port (yellow)

To audio output 
ports  p.29

A/V cable
(commercially-a

TIP

When connecting more than
[Video] button on the remot
the projector's control pane
projection.  p.37 
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Proje

Use

t Video Images

 videog cable to make the connection.
ssories and Consumables"  p.151

To

When
Video
proje
proje

nt video cable 
tional)

To [Computer] port

tected according to the input signals. 
gnal of a computer, the image may be 
urs. In such case, set the "Computer 
 menu to "Component Video".   p.86
n one device to the projector, use the 
te control, or the [Computer/DVI] button 
anel to switch between devices after 
 

cting to a Video Source

cting S-Video Images

 a commercially-available S-Videog cable to make the connections.

Projecting Componen

Use the optional component
"Appendices: Optional Acce

S-Video cable 
(commercially-available)

To [S-Video] port

 S-Video output port

TIP

 connecting more than one device to the projector, use the [S-
] button on the remote control, or the [Video/BNC] button on the 
ctor's control panel to switch between devices after starting 
ction.   p.37

Compone
(op

To component 
video output ports

TIP

• Image sources are auto-de
Depending on an output si
projected in unnatural colo
Input" in the configuration

• When connecting more tha
[Comp] button on the remo
on the projector's control p
starting projection.  p.37
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Proje

RGB
than
two
the 

Use
If th

To 

tected according to the input signals. 
gnal of a computer, the image may be 
urs. In such case, set the "Computer 
 menu to "RGB".   p.86
n one device to the projector, use the 
te control, or the [Computer/DVI] button 
anel to switch between devices after 
cting to a Video Source

cting RGB Video Images

 video is used when projecting RGB signals from a video source other 
 a computer that is connected to the projector. Either of the following 
 connection methods can be used. Use whichever method is suitable for 
video equipment's port.

 the accessory computer cable to make the connections.
e RGB Output Port is a Mini D-Sub 15-pin Port (Example)

RGB output port

To [Computer] port (blue)
Computer cable 

(accessory)

TIP

• Image sources are auto-de
Depending on an output si
projected in unnatural colo
Input" in the configuration

• When connecting more tha
[Comp] button on the remo
on the projector's control p
starting projection.  p.37
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a

t

u
 

To [Audio] port

red

white

audio cable 
available)

eing input to 

eing input 
 port

udio] ports

lable)
In the c
port th
For oth
used to

Select 
depend
• If con

comp
make

• If con
port o
the co
ying Sound from the Video Equipment

jector has a built-in speaker with a maximum output of 5 W. You can 
ound from the connected video equipment (such as a computer or 
eck) through the projector's built-in speaker if the video equipment has 
o output port.
ase of the [DVI] and [Computer] ports, the [Audio] port to use is the 
t is in the same box as the port being used to input the video signals. 
er ports, the [Audio] port matches the port in the same box that is being 
 input the video signals.

he audio cable that is used for this connection from the following, 
ing on the shape of the other equipment's port.
necting to a stereo mini jack (such as the audio output port of a 
ter): Use a commercially-available stereo mini jack audio cable to 

the connection.
necting to an RCA pin jack ×2 (red/white) (such as the audio output 
f video equipment): Use a commercially-available A/V cable to make 
nnection.

To audio output ports

To audio output port

Stereo mini jack 
(commercially-

If the image signals are b
the [Video] port

When video signals are b
to the [DVI] or [Computer]

To [A

A/V cable
(commercially-avai
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• You
• If th
used
sign
that
DVI
"Co

• If u
audi
g Sound from the Video Equipment

TIP

 can adjust the volume after projection has started.  p.57
e audio signal source is connected to the audio ports that are 
 in common with the [DVI] or [Computer] ports, the audio 
als that are being input are output regardless of the image signal 
 is selected. The audio signals to be output using the "Computer/
 Audio Input" setting in the "Audio" menu can only be set to 
mputer" or "DVI".
sing a commercially-available 2RCA (L/R)/stereo mini-jack 
o cable, use one that is marked as "No resistance".
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You can
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Use a c
(3.5 mm

 

n
 
u

Use an
equipm

To exte

Whe
port,
outp
ying Sound from External Speakers

 connect speakers with built-in amplifiers to the projector's [Audio 
rt in order to enjoy a fuller quality of sound.
ommercially-available audio cable with pin jack ⇔ stereo mini jack 
) plugs or similar.

audio cable with a plugs that match the ports for the external audio 
ent.

rnal audio equipment

To [Audio Out] port
Audio cable 

(commercially-available)

TIP

 a stereo mini-jack audio cable is inserted into the [Audio Out] 
the sound will be output to external speakers. No sound will be 
t from the projector's built-in speaker at this time.
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Conn ces) (EMP-7950 only)

USB1.1
c

s
t

i
n

d
e
j

To [USB Type A] port

connection may not operate correctly. 
eras and USB storage devices should be 

directly.
tible hard disk, be sure to connect the AC 
ard disk.
can be 
camera
device
Presen

Conn

The
dig
Co
or s

• Use
Car

• Ch
pro
ecting USB Devices (Digital Camera, Hard Disk Drive or Memory Devi

-compatible digital cameras, hard disk drives and USB storage devices 
onnected to the projector. Image files that are stored inside the digital 

 and scenarios, images and movies that are stored inside USB storage 
 can be played back with EasyMP CardPlayer.   "Showing the 
ation (Using the CardPlayer)" in the EasyMP Operation Guide

ecting USB Devices

 following procedure describes how to connect USB devices, using a 
tal camera as an example.
nect a digital camera to the projector using a USB cable provided with, 
pecified for use with your digital camera.

TIP

 a USB cable less than 3m in length. If the cable exceeds 3m, 
Player may not function correctly.
ck that there is no wireless LAN card or memory card in the 
ector's card slot before connecting any USB device.

USB cable

To USB port of digital camera

CAUTION

• If you use a USB hub, the 
Devices such as digital cam
connected to the projector 

• When using a USB-compa
adaptor supplied with the h
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Disco

Afte
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1

Be su
cable
down
may n

2

When
hard 
turni
probl
cting USB Devices (Digital Camera, Hard Disk Drive or Memory Devices) (EMP-7950 only)

nnecting a USB Device from the Projector

r projection is finished, disconnect the USB device from the projector 
g the following procedure.

CEDURE

Position the cursor with the "EJECT" button on the 
CardPlayer screen and press the [Enter] button on 
the remote control to close CardPlayer.  "Showing 
the Presentation (Using the CardPlayer)" in the 
EasyMP Operation Guide

Disconnect the USB cable or USB storage device 
from the projector's [USB Type A] port.

CAUTION

re to shut down CardPlayer first before disconnecting a USB 
 or a USB storage device from the projector. If you do not shut 
 CardPlayer before disconnecting the USB device, CardPlayer 
o longer operate correctly.

CAUTION

 a USB-compatible hard disk drive is connected, disconnect the 
disk drive or turn the power for the hard disk drive off before 
ng the power for the projector off. If this is not done, it may cause 
ems with the projector.
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Tur

Turn th ssory power cable to the projector.
r connector is facing the same way as the 
ojector, and then insert the power cable 

nto the projector.

r end of the power cable to an 
 outlet.
cator lights orange.

Be su

o
 
r

projector's control panel buttons will not 
tor is flashing orange.
Conn

PRO

befor

 If yo
"Adv
proje
wall 
First
the p

1

2

3

ning the Projector On

e power on to start projecting images.

ecting the Power Cable

CEDURE

Check that the power is turned off for the projector 
and all components connected to the projector.

Connect the computer or other video source to the 
projector.  p.20, p.26

Remove the lens cover.

Connect the acce
Check that the powe
power inlet on the pr
connector securely i

Connect the othe
earthed electrical
Wait until the  indi

CAUTION

re to read the Safety Instructions/World-Wide Warranty Terms 
e projecting images.

TIP

u change the setting for the "Direct Power ON" command in the 
anced2" menu to "ON", the projector's power will turn on and 
ction will start at once when you insert the power plug into the 
utlet.  p.93
turn on the power for other components that are connected to 
ojector.

4

5

Lit orange

TIP

The remote control and the 
function while the  indica
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Turni

PRO

tton on either the remote control 
ntrol panel to turn the power on 

 green. After a short period it stops 
ily, and projection starts.

or lights green (it normally takes about 
• If P
scre
Type

• If th
"ON
exce
Use 

1

2

3

Changes from flashing to lit green

ctor's control panel buttons will not 
 is flashing green.
on menu settings, the message "No 
tting" - "No-Signal Msg."  p.86
g the Projector On

ng the Power On and Projecting Images

CEDURE

Check that the  indicator has stopped flashing and 
is lit orange.

If using the remote control, set the [R/C] switch on the 
remote control to "ON".

Turn the power on for all equipment connected to the 
projector.
For a video source, press the [Play] button at the video source to 
start playback if necessary.

Press the [Power] bu
or the projector's co
for the projector.
The  indicator flashes
flashing and lights stead
Wait until the  indicat
30 seconds to change).

TIP

assword Protect has been enabled, the Password Protect Release 
en will be displayed when the power is turned on.
 in the password.  p.58
e "Advanced2" - "Operation Lock" menu setting is set to 
", none of the buttons on the projector's control panel will work 
pt for the [Power] button.  p.76
the remote control buttons at such times.

4

Remote control

TIP

• The remote control and proje
function while the  indicator

• Depending on the configurati
Signal." may appear. See "Se
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g the EMP-7950.
uide and the EasyMP Network Setup Guide 
MP.
ressed once, the signal name that is currently 
n menus appears on the screen.

 change to the next signal source unless the 
is pressed while the current signal name is still 
creen.
e [DVI] or [Computer] port or EasyMP is 
, the name of this current input signal will be 
hen the [Computer/DVI] button is pressed 

the "Computer Input" command in the 
ar. 
 change to the next signal unless the [Video/
hile the current signal name is still being 

ither of the [BNC], [S-Video] or [Video] ports 
ed, the name of this current input signal will 
n when the [Video/BNC] button is pressed 

the "BNC Input" command in the "Setting" 

P

Eas

Com

DV

BN

S-V
Vid

5

g the Projector On

If more than one external device is connected to the 
projector, use the remote control or projector control 
panel buttons to select the image source to be 
projected while referring to the following table.
You can also use the preview function to select the signal 
source.  p.38

*1 Only changes when usin
EasyMP Operation G

for details on using Easy
*2 When these buttons are p

set using the configuratio
*3 The input signal will not

[Computer/DVI] button 
being displayed on the s
If an input signal from th
currently being projected
displayed on the screen w
once.

*4 The item selected using 
"Setting" menu will appe

*5 The input signal will not
BNC] button is pressed w
displayed on the screen. 
If an input signal from e
is currently being display
be displayed on the scree
once.

*6 The item selected using 
menu will appear. 

ort
Button to press

On-screen displayRemote 
control Projector

yMP*1 [EasyMP]

The image source changes 
each time [Computer/DVI] 
is pressed.*3

EasyMP

puter [Comp]*2
Computer (Auto)*4

Computer (RGB)*4

Computer 
(Component Video)*4

Ig [DVI] DVI

C [BNC]*2
The image source changes 
each time [Video/BNC] is 
pressed.*5

BNC (Auto)*6

BNC (RGB)*6

BNC 
(Component Video)*6

ideo [S-Video] S-Video
eo [Video] Video

Remote control
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ource While Viewing Projected 
tion)

u project the images from the currently-
iew them in a preview screen while selecting 

rry out all preview function operations.

w] button on the remote control.
 preview screen such as the one shown in 
 will appear on the screen.
reen is being displayed, the frames for 
age signal being input or which have a 
at is not supported will be solid blue.
ttons on the remote control to select the 
rojected in order to change the image.

• If o
sour
butt

• If th
conn

• If a
conn
awa
up t
The
For 
your
"Co

• If th
proj
shou

NE

[Fn]+[

Video S-Video

DVI

Computer

Computer (Auto)

Easy MP

re 
d.

Images from the 
[Computer] port

Images from the [DVI] port

Images from the 
[S-Video] port

es from 
Video] port

EasyMP images
g the Projector On

Selecting an Image S
Images (Preview Func

The preview function lets yo
selected image source and v
the signal source.
Use the remote control to ca

PROCEDURE

Press the [Previe
After a short while, a
the illustration below
When the preview sc
ports that have no im
signal being input th
Press the [Source] bu
image source to be p

TIP

nly one signal source has been connected, the signals from that 
ce will be projected without needing to press one of the [Source] 
ons.
e "No Signal." message does not disappear, check the 
ections again.

 laptop computer or a computer with an LCD screen has been 
ected to the projector, the images may not be projected straight 

y. After starting projection, check that the computer has been set 
o output signals externally. 
 following table shows examples of how to toggle output settings. 
details, refer to the section of the documentation provided with 
 computer under a heading such as "External output", 
nnecting an external monitor" or similar.

e same still picture is projected for a long period of time, the 
ected image may become burned in on the computer screen. You 
ld avoid leaving the same image displayed for long periods.

C Panasonic Toshiba IBM Sony Fujitsu Macintosh

F3] [Fn]+[F3] [Fn]+[F5] [Fn]+[F7] [Fn]+[F7] [Fn]+[F10] Set mirror setting or 
display detection.

1

BNC

Active window
Shows the images that a
currently being projecte

Imag
the [

Images from the 
[BNC] port
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2

3

r the images in the active window while 
g displayed.
source that is connected to the 
ort are being projected in the active 

will be output according to the 
ut" setting in the "Audio" menu.
ge in the active window will be projected 

button while E-Zoom function is active or 
hese functions will be cancelled and the 
layed. If you cancel the preview function 
t source, the projected images will return 
ore the preview function was activated.
g the Projector On

Tilt the [ ] button to select the images to be 
projected.
Move the red box until the desired image is selected.

Press the [Enter] button.
The selected images are then projected in the active window.
If you press the [Enter] button once more, the preview function 
is cancelled and the images in the active window are projected.

To return to the images that were being projected before the 
preview function was activated, press the [ESC] or [Preview] 
button.

BNC Video S-Video

DVI

Computer

Computer (Auto)

Easy MP

BNC Video S-Video

DVI

Computer

DVI

Easy MP

TIP

• You can hear the sound fo
the preview window is bein
However, if images from a 
[Computer] port or [DVI] p
window, the audio signals 
"Computer/DVI Audio Inp

• Images other than the ima
as still images.

• If you press the [Preview] 
real display is being used, t
preview screen will be disp
without changing the inpu
to the state they were at bef
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Tur

Follow 

PRO

utton on either the remote control 
ontrol panel once more.
ff. The  indicator will flash orange and 

 
lasts for about 20 seconds.
mplete, the  indicator lights orange.

 is overheating. Make sure nothing is 
n or replace the air filter." appears on 
utton on the remote control or the 
jector's control panel  to turn the power 
rs.  p.140

Stops flashing and lights orange

ector's control panel buttons cannot be 
r is flashing orange. Wait until it lights 

nfiguration menu is set to "Network 
ating. This is normal and does not 
1

2

ning the Projector Off

the procedure below to turn the projector off.

CEDURE

Turn the power off for the signal sources that are 
connected to the projector.
Check that the power for all connected components has been 
turned off.

Press the [Power] button on either the remote control 
or the projector's control panel.

The following confirmation message will appear.

If you do not want to turn the power off, press a button other 
than any of the following:
• At the remote control: [Power], [ ], [ ], [ ], [Num], [ID]
• At the control panel : [Power]
If you do not press any button, the message will disappear 
automatically after seven seconds. (The power will not turn off 
at this time.)

Press the [Power] b
or the projector's c
The lamp will switch o
cool-downg will start.
The cool-down period 
When cool-down is co

Remote control

Power OFF?

Yes : Press        button
No : Press any other button

TIP

If the message "The projector
blocking the air vent, and clea
the screen, press the [Enter] b
[Auto/Enter] button on the pro
off and then clean the air filte

3

TIP

• The remote control and proj
operated while the  indicato
constantly.

• If "Standby Mode" in the co
ON", fans will continue oper
indicate a problem.
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ver.
r to the lens when not using the projector, 
ens from getting dusty or dirty.

4

Do no
 ind

resul

5

If you
consu
[R/C]
g the Projector Off

If not using the projector for a long period, unplug the 
power cable from the electrical outlet.

Set the [R/C] switch on the remote control to "OFF".

Attach the lens co
Attach the lens cove
in order to stop the l

CAUTION

t disconnect the power cable from the electrical outlet while the 
icator is flashing orange, otherwise operating problems may 

t.

TIP

 leave the [R/C] switch on the remote control at "ON", it will 
me battery power. When not using the remote control, set the 
 switch to "OFF".

6

Lens cover
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Adj

You can
possible

Adjus

m

j

r

t

Images (Focus Adjustment)

 adjust the image focus.
harpness settings have been made, it may 
e focus correctly.

E
.

r
r

 dirty or misted over as a result of 
e possible to adjust the focus correctly. If 
ist the lens.  p.123, p.140

r an optional wide zoom lens and the 
de the normal projecting range of 77–1113 
 be possible to obtain the correct focus.
g the correct focus, check the projection 
 is fitted, refer to the documentation for the 
ails.
The
fro
The
pro

PRO

Tu
If a
can

If y
fur

The 
 p

Tu
inc
usting the Screen Image

 correct and adjust the screen images in order to obtain the best 
 pictures.

ting the Image Size (Zoom Function)

 size of the projected images is basically determined by the distance 
 the projector to the screen.  p.16

 following procedures explain how to adjust the screen images once the 
ector itself has been set up.

CEDURE

n the zoom ring on the projector to adjust the image.
 standard lens or an optional wide zoom lens is fitted, the images 
 be enlarged in this way to 1.35 times the normal size.

ou would like to enlarge the images further, move the projector 
her away from the screen.  p.16

Focusing the Screen 

PROCEDURE

Turn the focus ring to
If keystone correction or S
not be possible to adjust th

TIP

-Zoom function can also be used to enlarge parts of the images. 
64

n to "W" to 
ease the size

Zoom ring

Turn to "T" to 
reduce the size

Focus ring

TIP

• If the surface of the lens is
condensation, it may not b
this happens, clean or de-m

• If using the standard lens o
projector is positioned outsi
cm (2.5–36.5 ft.), it may not
If you have trouble obtainin
distance. If an optional lens
optional lens for further det
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Adjus

If th
scre

If th
posi
proj
Tilti
auto
ima

t up directly in front of the screen, you can 
al angle to the screen. If keystone distortion 
an use the projector's "H-Keystone" and 
 correct this keystone distortion.  p.47, p.49

Tilti

The m
exten
than 

the side of the screen
ing the Screen Image

ting the Image Angle

e projector is set up so that it is at a horizontal or vertical angle to the 
en, adjust as follows.

e images are being projected onto a screen that is higher than the 
tion of the projector, extend the front adjustable foot to tilt the 
ector.  p.44
ng the projector may cause a keystone distortion to the image, but the 
matic keystone correction function will automatically corrects the 
ge distortion.  p.46

If the projector cannot be se
project images at a horizont
appears in the images, you c
"Quick Corner" functions to

ng the projector vertically with respect to the screen

CAUTION

aximum downward tilt angle is when the rear adjustable foot is 
ded to its limit. Do not tilt the projector downward any further 
extending the foot.

When projecting from 
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The
retra
4º d

PRO

Wh
pro
fro
Ext
and

To r
whi

Adj

If you
adjus
appea
funct
distor

Fo

ally or horizontally, turn the bases of the 
fine adjustments to the height of the 
r is tilted horizontally, the correction may 

etract
ing the Screen Image

 front adjustable foot and the rear adjustable feet can be extended and 
cted to adjust the tilt of the projector to a maximum of 12º upward and 

ownward.

CEDURE

ile pulling the foot adjust lever at the front of the 
jector, lift up the front of the projector to extend the 

nt adjustable foot.
end the front adjustable foot until the desired angle is obtained, 
 then release the foot adjust lever.

etract the front adjustable foot, gently push down on the projector 
le pulling the foot adjust lever.

usting the Feets

TIP

 use the front adjustable foot and the rear adjustable feet to 
t the tilt of the projector, it may cause keystone distortion to 
r in the projected images. If this happens, the Auto Keystone 

ion will operate to automatically project images without keystone 
tion.   p.45

ot adjust lever (Front)

TIP

If the projector is tilted vertic
rear adjustable feet to make 
projector. When the projecto
not be carried out correctly.

Extend R

Rear 
adjustable foot
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Manu

This
that
auto
mak
carr
key

 the following two keystone correction 
tion is appropriate for the keystone 

cally corrects keystone distortion when the 
y distorted.
 make fine adjustments to the results of 
 and to correct horizontal keystone 

tion lets you easily correct keystone 
fter moving the projector, simply by using 
trol panel.
rection"  p.46
horizontal correction"  p.47
p.48

ed when both horizontal and vertical 
the projection area to adjust the projection 
xactly.  p.49

If the
down
proje
20º to
Howe
follow
• If th
• If a
• Wh
ing the Screen Image

ally Correcting Keystone Distortion

 projector is equipped with an automatic keystone correction function 
 detects the vertical angle of the projector during projection and 
matically corrects vertical keystone distortion. If you would like to 
e further fine adjustments after automatic keystone correction has been 
ied out, or if the projector is tilted horizontally, you can carry out 
stone correction manually.

This projector is equipped with
functions. Use whichever func
distortion that appears.

• Auto Keystone/H/V-Keystone
Automatic keystone automati
projected images are verticall
H/V-Keystone can be used to
automatic keystone correction
distortion.
The keystone correction func
distortion that has occurred a
buttons on the projector's con
See "Automatic keystone cor

"Vertical correction and 
"Height Correction"  

• Quick Corner:
This correction function is us
keystone distortion occurs in 
area so that it fits the screen e

TIP

 projector is tilted within a range of approximately 30º up or 
, keystone correction is carried out automatically. If the 
ctor is tilted within a range of approximately 40º up or down or 
 the left or right, manual keystone correction can be carried out.
ver, the applicable angles will become smaller under the 
ing conditions.
e projector has been tilted both horizontally and vertically

n optional projection lens has been fitted
en the zoom is set to "W"
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 tilted vertically, automatic keystone 
hat images with no distortion are projected.

on is carried out approximately one second 
nd projection starts. A vertical keystone 
 the screen while automatic adjustment is in 

• The
func
If yo
that

• The
the p

• If a
as te

• Key
corr
is tu
you 

• "H-
• Wh
beco
imag

• If th
carr

rrection

tion is not carried out if "Rear Proj." or 
d1" menu is set to "ON", or if the 
orrected manually using the "Quick 

urther fine adjustments after automatic 
en carried out, or if the projector is tilted 
 out keystone correction manually. 

tic keystone correction to be carried out, 
" setting in the "H/V-Keystone" sub-
mmand in the "Setting" menu to "OFF". 
ing the Screen Image

When the projector has been
correction is carried out so t

Automatic keystone correcti
after the projector is set up a
correction gauge appears on
progress.

TIP

 "Auto Keystone", "H/V-Keystone" and "Quick Corner" 
tions cannot both be used together to correct keystone distortion. 
u use one function to correct keystone distortion, any correction 

 has been applied using the other function will be cancelled.
 larger the angle of tilt, the poorer the focus of the contours in 
rojected images will become.

 large amount of keystone correction is applied, fine details such 
xt characters and lines may go out of focus.
stone corrections that have been applied using the keystone 
ection functions are memorised even when the projector's power 
rned off. If you have changed the projection position or angle, 
will need to repeat the correction procedure.
Keystone" and "Height" cannot be used at the same time.
en keystone correction is carried out, the projected images will 
me smaller. Use the zoom function to adjust the size of the 
es if necessary.  p.42
e text part of the image is blurred after keystone correction is 
ied out, decrease the sharpness setting.  p.78, p.81

Automatic keystone co

TIP

• Automatic keystone correc
"Ceiling" in the "Advance
projection area has been c
Corner" function.

• If you would like to make f
keystone correction has be
horizontally, you can carry

 p.47
• If you do not want automa
change the "Auto Keystone
menu of the "Keystone" co

 p.85
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Vert
the 
exp
dist
For 
"H/V
If yo
adju
will

PRO

Ver

If "Q
"Sett
displa
When
select

Projector

If the right edge of the 
image is elongated

uge on the screen stops changing when 
ntal correction is being carried out, it 
tical correction and horizontal 
. Check that the projector has not been 
eds the proper limit.
ing the Screen Image

ical correction and horizontal correction can be carried out using either 
projector's control panel or the configuration menus. This procedure 
lains how to use the projector's control panel to correct keystone 
ortion.
adjustment using the configuration menus: - "Setting" - "Keystone" - 
-Keystone"  p.85
u use the horizontal correction function when height correction 
stment has already been carried out, the height correction adjustment 
 be cancelled.

CEDURE

tical correction and horizontal correction

TIP

uick Corner" is selected in the "Keystone" sub-menu of the 
ing" menu, the "Quick Corner" correction screen will be 
yed if you press the [ ], [ ], [ ] or [ ] buttons.  p.49
 carrying out vertical correction and horizontal correction, 
 "H/V-Keystone" and then make the correction.  p.85

Projector Projector

If the top of the 
image is elongated

If the bottom of the 
image is elongated

Projector

If the left edge of the 
image is elongated

TIP

If the value displayed in the ga
vertical correction and horizo
indicates that the limit for ver
correction has been exceeded
set up at an angle which exce
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Wh
out,
corr
The
This

PRO

n the remote control to the left or 
] or [ ] buttons on the 

panel to correct the height while 
ed images.

nt is complete, press the [Menu] 
te control or the projector's 
se the configuration menu.

Heig

1

[Men[Menu]:u]: Exit Exit

+

+

+

ing the Screen Image

en Automatic keystone correction and horizontal correction is carried 
 the height of the projected images will become shorter. Use the height 
ection function to adjust the height of the projection area.
 height correction function is accessible from the configuration menu.
 cannot be set when vertical correction is carried out.

CEDURE

Press the [Menu] button on either the remote control 
or the projector's control panel. Then select "Height" 
from the "H/V-Keystone" sub-item of the "Keystone" 
command in the "Setting" menu.
For details, refer to "Using the Configuration Menus"  p.96

Tilt the [ ] button o
right, or press the [
projector's control 
viewing the project

When the adjustme
button on the remo
control panel to clo

ht Correction

[    ]: Select[ ESC ]: Return [Menu]: Exit[    ]: Adjust

Video
Audio

Setting

User's Logo
Advanced1

Reset All

About
Advanced2

Effect Auto Keystone:

Height :    0 +-

Keystone

H-Keystone : 0 +-
V-Keystone : 32 +-

ON OFF

2

[    ]: Select Select[ ESC ]:[ ESC ]: Retur Return [    ]: Adjust Adjust

VideoVideo
Audioudio

SettingSetting

User's LogoUser's Logo
AdvAdvanced1anced1

Reset AllReset All

AboutAbout
AdvAdvanced2anced2

EffEffect Auto KeystoneAuto Keystone:

HeightHeight :  48 -

KeystoneKeystone

H-KeystoneH-Keystone : 0 -
V-KeystoneV-Keystone : 3232 -

ONON OFFOFF

3
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Qui
con
use 
If us

 

PRO

nter] button on the projector's 
 then select the corner to be 
screen. 
e [Enter] button on the remote control to 

Cor
Are

If "H
"Sett
will b

 p.
When
and t

1

 second to

 second to

The selected 
angle will 
appear yellow.
ing the Screen Image

ck Corner correction can be carried out using either the projector's 
trol panel or the configuration menus. This procedure explains how to 
the projector's control panel to correct keystone distortion.
ing the configuration menu: "Setting" - "Keystone" - "Quick Corner" 

p.85

CEDURE

Press the [ ], [ ], [ ] or [ ] button on the 
projector's control panel.
The Quick Corner correction screen will be displayed.

Press the [Auto/E
control panel and
corrected on the 
You can also press th
select the corner.

recting Keystone Distortion so that the Projection 
a Fits the Screen Exactly (Quick Corner)

TIP

/V-Keystone" is selected in the "Keystone" sub-menu of the 
ing" menu, the "V-Keystone" or "H-Keystone" adjustment gauge 
e displayed if you press the [ ], [ ], [ ] or [ ] buttons. 
47 
 carrying out "Quick Corner" correction, select "Quick Corner" 

hen make the correction.  p.85

[          ]:Adjust
[    ]      :Move next
[ESC]   :Return (Press 1

reset)

/

2

[          ]:Adjust
[    ]      :Move next
[ESC]   :Return (Press 1

reset)

/
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 is complete, press the [Menu] 
emote control or the projector's 
 the configuration menu.

3

• If yo
proj
corr
to th

• If th
whil
corr
· Is t
scr

· Is t
• If th
supp
corr
func

• Whe
func
· E-Z
ing the Screen Image

Press the [ ], [ ], [ ] and [ ] buttons on the 
remote control to correct the angle position.
You can also tilt the [ ] button on the remote control to correct 
the angle position.

When the adjustment
button on either the r
control panel to close

[          ]:Adjust
[    ]      :Move next
[ESC]   :Return (Press 1 second to

reset)

/
Screen

TIP

u press down the [ESC] button on the remote control or the 
ector's control panel for one second while the Quick Corner 
ection screen is displayed, the correction results will be restored 
eir default values.
e message "Cannot move anymore." appears on the screen 
e using the Quick Corner function, it means that the limit for 
ection has been reached. Check the following two points.
he projection distance appropriate for the size of the projection 
een?  p.16
he projector tilted too much?  p.45
e input signal is interrupted or an image signal that is not 
orted is input while using the Quick Corner function, the 
ection value at that point will be recorded and the Quick Corner 
tion will be cancelled.
n the Quick Corner correction screen is displayed, the following 
tions will be cancelled.
oom function  · Real display   · Freeze

4
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Adj

The qua

Proje
(Wall

j

s
u

o
d

be operated using either the remote control or 
.

hot] button on either the remote 
jector's control panel while the 
 projected.
ressed, the current status is displayed on 

 

n

 

Wh
of o
wal
pro
app
sen
adj
The
ont
use

Wall
withi
dista
for in
such
a dar
usting the Image Quality

lity of the projected images can be adjusted as follows.

cting Easy-to-see Images Without a Screen  
 Shot)

en the Wall Shot function is used, images can be projected without loss 
riginal colour even onto surfaces such as blackboards and coloured 
l surfaces which are being used instead of a screen. For example, if 
ecting onto a green blackboard, the projected images would normally 
ear greenish and be very difficult to see. The Wall Shot function uses a 
or to measure the condition of the projection surface and automatically 
sts the colour of the projected images based on these measurements.
 Wall Shot function also allows shading to be adjusted. If projecting 
 a screen that is located near a window, the Wall Shot function can be 
 to obtain clear images when they might otherwise appear faded.

PROCEDURE
The Wall Shot function can 
the projector's control panel

Press the [Wall S
control or the pro
images are being
When the button is p
the screen.

TIP

Shot can be used for adjustment if the projection distance is 
n approximately 80–1000 cm (2.6–32.8 ft.). However, this 
ce will vary depending on the condition of the projected surface, 
stance if the projection surface is an extremely reflective surface 
as a whiteboard, or if it is a highly non-reflective surface such as 
k wall.

1

Remote control



52Adjust

User’s Guide

2

3

r is turned off, images will be projected 
t to "Wall Shot OFF". However, the 
 obtained by the previous measurement 
n when the power is turned off.
cation as before, you can retrieve the 
at were used previously (the five seconds 
ill not be necessary).

ollows each time the [Wall Shot] button is 

" is selected, the previous adjustment 

n location or change the condition of the 
uld repeat the Wall Shot measurements. 
] button twice while "Wall Shot ON" is 
t Readjustment" will be displayed and 

emory Call

Wall Shot ON

eadjustment

Wall Shot OFF
ing the Image Quality

To change the status, press the [Wall Shot] button  
while the status is being displayed on the screen.
For example, if you press the [Wall Shot] button while "Wall 
Shot OFF" is displayed, the status will change to "Wall Shot 
ON" and measurement of the projection surface will start.
Colours in the order red → green → blue → black will be 
projected for approximately five seconds while measurement is 
in progress.

Once the measurement is finished and colour 
correction is complete, the images will be projected 
in the corrected condition.
To cancel the correction, press the [Wall Shot] button while 
"Wall Shot ON" is being displayed on the screen so that "Wall 
Shot OFF" is selected.

Wall Shot ON

TIP

• When the projector's powe
next time with the status se
correction values that were
operation will be stored eve
If projecting in the same lo
colour correction values th
required for readjustment w
The status will change as f
pressed.

When "Wall Shot retrieval
values are retrieved.

• If you change the projectio
projection surface, you sho
If you press the [Wall Shot
being displayed, "Wall Sho
adjustment will then start.

Wall Shot M

Wall Shot OFF

Wall Shot R

Wall Shot ON



53Adjust

User’s Guide

Adjus

Aut
com
ima
Aut
Trac

Aut dvanced2" menu is set to "OFF" (the 
mand is "ON"), automatic setup is not 
e [Auto] button on the remote control or 
 the projector's control panel while 
e RGB signals) are being projected, 
ried out.

ton on the remote control or the [Auto/
tor's control panel while the E-Zoom 
 is active, the active function will be 
stment will be carried out.
 not be adjusted correctly depending on 
tput by the computer. In such cases, use 
 and "Sync." menu commands to make 

 p.54, p.55, p.78
ried out while the preview function is 
ing the Image Quality

ting Computer Images

omatic setup detects analogue RGB signals coming from a connected 
puter, and automatically adjusts these signals so that the optimum 
ges can be obtained.
omatic setup involves adjustment of the following three items: 
kingg, Position and Syncg. 

omatic Setup

TIP

• If "Auto Setup" in the "A
default setting for this com
carried out. If you press th
the [Auto/Enter] button on
computer images (analogu
adjustment will then be car

• If you press the [Auto] but
Enter] button on the projec
function or Freeze function
cancelled and then the adju

• Sometimes the signals may
the type of signals being ou
the "Tracking", "Position"
the adjustments manually. 

• Automatic setup is not car
being used.

Remote control
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l

If ve
and
you
usin

PRO

Tra
con
how
For
See

Pre
vert

Wh
con
The

e [Shift] button on the projector's 
e [ ] button.

ses each time the button is pressed.

Adj

continuous tracking adjustment is carried 
ing the Image Quality

rtical stripes appear in the projected images, 
 this cannot be fixed using automatic setup, 
 will need to adjust the trackingg manually 
g the following procedure.

CEDURE

cking adjustment can be carried out using either the projector's 
trol panel or the configuration menus. This procedure explains 
 to use the projector's control panel to adjust the tracking.

 adjustment using the configuration menus: 
 "Video" - "Tracking"  p.78

ss the following buttons to adjust the tracking value until the 
ical stripes disappear from the projected images.

ile holding down the [Shift] button on the projector's 
trol panel, press the [ ] button.
 tracking value increases each time the button is pressed.

While holding down th
control panel, press th
The tracking value decrea

usting the Tracking

Projector

Projector

TIP

The images will flash when 
out, but this is normal.
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If fl
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cann
need
follo

PRO

Syn
con
how
For
See

Pre
flic
ima

Wh
con
The

e [Shift] button on the projector's 
e [ ] button.

each time the button is pressed.

Adj

out adjusting the tracking first, it will not 
djustment results. Incorrect tracking 
iceable with some types of image. 
of lines and shading will tend to show 
ents more clearly, so be sure to check the 

ix flickering and fuzziness by adjusting 
harpness and keystone correction 
ing the Image Quality

ickering, fuzziness or interference appear in 
ges that are input from the computer, and this 
ot be fixed using automatic setup, you will 
 to adjust the syncg manually using the 
wing procedure.

CEDURE

c adjustment can be carried out using either the projector's 
trol panel or the configuration menus. This procedure explains 
 to use the projector's control panel to adjust the sync.

 adjustment using the configuration menus: 
 "Video" - "Sync."  p.78

ss the following buttons to adjust the sync value until the 
kering, fuzziness or interference disappears from the projected 
ges.

ile holding down the [Shift] button on the projector's 
trol panel, press the [ ] button.
 sync value increases each time the button is pressed.

While holding down th
control panel, press th
The sync value decreases 

usting the Sync

Projector

Projector

TIP

• If you adjust the sync with
be possible to get the best a
adjustment may not be not
However, images with lots 
incorrect tracking adjustm
tracking adjustment first.

• It may also be possible to f
the brightness, contrastg, s
settings.
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vary

 can be carried out using either the remote 
n menus. This procedure explains how to 
elect the colour mode.

nfiguration menus 
e"  p.79, p.81

ges as follows each time the [Color 
emote control is pressed.
 → Theatre → Living Room → sRGB ...

yed on the screen each time the mode is 

 colour mode is as follows:
e being input: "Presentation"
es are being projected: "Dynamic"

Dy

Pre
The
Liv

sRG
ing the Image Quality

ting the Projection Quality 
ur Mode Selection)

 following five preset colour modes are available for use depending on 
characteristics of the images that are being projected. You can easily 
in the optimum image quality simply by selecting the colour mode that 
esponds to the projected images. The brightness of the images will 
 depending on which colour mode is selected.

PROCEDURE

Selecting the colour mode
control or the configuratio
use the remote control to s
For selecting using the co
See "Video" - "Color Mod

The colour mode chan
Mode] button on the r
Dynamic →  Presentation

The current setting is displa
changed.

The default setting for the
When computer images ar
When other types of imag

Mode Application
namic Images are modulated and made fresher to emphasise 

brightness.
sentation Brightness is emphasised. For presentations in bright rooms.
atre Movie images are optimised using natural tints.
ing Room Brightness is emphasised. Ideal for playing video games in 

bright rooms.
Bg Images conform to the sRGB colour standard. If the connected 

source has a sRGB mode, set both the projector and the 
connected signal source to sRGB.

Remote control

Presentation
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PRO
The
con
use
vol
For
See

Pre
the
Wh
pre
The

VV

• If t
whe
volu

• The
sou
usting the Volume

 adjust the volume for the sound from the projector's built-in speaker 
 the external speakers that are connected to the projector.

CEDURE
 volume can be adjusted using either the remote control, the projector's 
trol panel or the configuration menus. This procedure explains how to 
the remote control and the projector's control panel to adjust the 
me.
adjustment using the configuration menus: 
 "Audio" - "Volume"  p.83

ss the [Volume] button on either the remote control or 
 projector's control panel.
n the button is pressed to the [ ] side, the volume increases, and when it is 
sed to the [ ] side, the volume decreases. 
 volume gauge appears on the screen when the volume is being adjusted.

+-lumelume   15:

Remote control

TIP

e value displayed in the gauge on the screen stops changing 
n the volume is being adjusted, it indicates that the limit for 
me adjustment has been reached.
 volume adjustments are stored individually for each image 
ce.
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Pre

When t
passwo
on. Fur
screen c

t
i
 

n

l
r

the remote control to set the password. 
e remote control to enter the password.
n, it will light up and the remote control 
ric keypad mode so that you can enter 

n once more, it will stop lighting up and 
e cancelled.
tered, projection will then start.

 connected to the electrical outlet and turn the 
t is in standby mode, projection will start 
screen appearing. The password entry screen 
 the power is turned on for the first time after 
connected and then reconnected. If Direct 
 you are using a circuit breaker or similar to 

the password entry screen will be displayed the 
ned on after the power supply is restored.

e

The buttons inside the box will switch 
to numeric keypad mode while the 
[Num] button is lit.

Numeric buttons
When 
project
enable

Whe

Wh
cab
car

Wh
venting theft (Password Protect)

he Password Protect function is activated, people who do not know the 
rd cannot use the projector to project images when the power is turned 
thermore, the user's logo that is displayed on the background of the 
annot be changed. This is effective against theft.

urning the projector's power on for the first time after the purchase, the 
on will start without entering a password. It is recommended that you 
the Password Protect function promptly.

 Password Protect is enabled

en the power is turned on for the first time after the projector's power
e is connected to the electrical outlet, or when Direct Power On is
ied out, the following password entry screen will be displayed.

Use the numeric buttons on 
Press the [Num] button on th
If you press the [Num] butto
buttons will change to nume
numbers.
If you press the [Num] butto
numeric keypad mode will b
If the correct password is en

If you leave the power cable
projector's power on when i
without the password entry 
will only be displayed when
the power cable has been dis
Power On is set to "ON" and
centrally control the power, 
first time the projector is tur

n "Power ON Protect" is enabled (ON)

Password

Enter the password.

[0-9]:Enter

#Refer to the "User's Guide" for the operation.

Remote control
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l not be displayed at all when the power is 
e that has been set has elapsed. When the 

the password entry screen will be displayed 
n. The length of time referred to here is the 

projector's lamp from the point when the 

OFF", the password entry screen will be 
plug is disconnected and reinserted from the 
r's power on when it is in standby mode, the 
 be displayed.

ut any of the following user logo 
yed and the setting cannot be changed. To 
Logo Protect" to "OFF" first.  p.61

No-Signal Msg." command in the "Setting" 
", "Blue" or "OFF", or when changing it 
F" to "Logo"
A/V Mute" command in the "Setting" menu 
lue", or when changing it from "Black" or 

rtup Screen" menu setting ("ON" or "OFF") 

• If a
mes
for a
stan
elec
back
disp
If yo
Cod
cont
Con
Term

• If yo
pass
disp
mor
"Th
addr
of th

 is set to "ON" and "Timer" is used

ect" is enabled (ON)
ting theft (Password Protect)

The password entry screen wil
turned on until the length of tim
set length of time has elapsed, 
each time the power is turned o
total illumination time for the 
projector's menu is closed.
If "Password Timer" is set to "
displayed each time the power 
electrical outlet. If the projecto
password entry screen will not

If an attempt is made to carry o
operations, a message is displa
change the setting, set "User’s 
• Capturing a user's logo
• Changing the setting for the "

menu from "Logo" to "Black
from "Black", "Blue" or "OF

• Changing the setting for the "
from "Logo" to "Black" or "B
"Blue" to "Logo"

• When the "Advanced1" - "Sta
is changed.

TIP

n incorrect password is entered three times in succession, the 
sage "The projector’s operation will be locked." will be displayed 
pproximately five minutes, and then the projector will switch to 
dby mode. If this happens, disconnect the power plug from the 
trical outlet and then reinsert it and turn the projector's power 
 on. A window requesting you to enter the password will be 

layed, so enter the correct password.
u happen to forget the password, make a note of the "Request 
e: xxxxx" number that appears in the Password screen and 
act the nearest address provided in the "International Warranty 
ditions" section of the Safety Instructions/World-Wide Warranty 
s booklet.
u repeat the above operations ten times resulting in an incorrect 
word being entered thirty times, the following message will be 
layed and the projector will not accept password entries any 
e.
e projector’s operation will be locked. Contact the nearest 
ess provided in the "International Warranty Conditions" section 
e Safety Instructions/World Wide Warranty Terms booklet."

When "Password Timer"

When "User’s Logo Prot
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Settin

Use

PRO

ect" on.
rotect", and then press the [Enter] 

e control or the [Auto/Enter] button on 
rol panel.
en press the [Enter] button on the 
e [Auto/Enter] button on the 
anel.
ton on either the remote control or the 
anel.

is set to "ON", "Timer" can be 
e limit to use the projector 
password.
ng, proceed to step 4.
 then press the [Enter] button on the 
e [Auto/Enter] button on the 
anel.

tton on the remote control and use the 
enter a setting time within the range of 
n press the [Enter] button on the 
e [Auto/Enter] button on the 
anel. If you make a mistake entering 
ESC] button on either the remote 
ctor's control panel and re-enter the 

shed using the "Password Protect" 
n for the elapsed time will start.

1

• If P
a pa
Whe
Prot
See"

• Wh
Prot
anti
ting theft (Password Protect)

g Password Protect

 the following procedure to set Password Protect.

CEDURE

Press the [Freeze] button on the remote control for 
approximately five seconds.
If using the projector's control panel, hold down the 
[ ] button and press the [Menu] button for 
approximately five seconds.
The Password Protect menu will be displayed.

Turn "Power ON Prot
(1) Select "Power ON P

button on the remot
the projector's cont

(2) Select "ON", and th
remote control or th
projector's control p

(3) Press the [ESC] but
projector's control p

If "Password Timer" 
used to specify a tim
without entering the 
If you don't use this setti
(1) Select "Timer" and

remote control or th
projector's control p

(2) Press the [Num] bu
numeric buttons to 
1 to 9999 hours, the
remote control or th
projector's control p
the time, press the [
control or the proje
time. 
When you have fini
menu, the countdow

Remote control

Password Protect 

ON: OFF

Password Timer

Power ON Protect

Set

[    /    ] :Select  [    ] :Set

Set 9999HTimer 

0HTime-elapsed

User's Logo Protect

Passward

ON: OFF

ON: OFF

:

[Menu] :Exit
TIP

assword Protect has already been enabled, the screen requesting 
ssword will be displayed.
n the correct password has been entered, the "Password 
ect" menu will be displayed. 
When Password Protect is enabled"  p.58

en Password Protect has been set to "ON", attach the Password 
ect stickers to your preferred place on the projector to increase 
-theft effectiveness.

2

3
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is complete, press the [Menu] 

utton on the remote control to 
eypad mode.
] button indicator is turned off.

4

5

sed and the password is entered, 
 "Timer-elapsed" counter will be cleared 

rd so that you do not forget it and keep it 

rol, you will not be able to enter the 
 control in a safe place at all times.
ting theft (Password Protect)

Turn "User’s Logo Protect" on.
(1) Select "User’s Logo Protect", and then press the [Enter] 

button on the remote control or the [Auto/Enter] button on 
the projector's control panel.

(2) Select "ON", and then press the [Enter] button on the 
remote control or the [Auto/Enter] button on the 
projector's control panel.

(3) Press the [ESC] button on either the remote control or the 
projector's control panel.

Enter the password.
(1) To set a password, select "Password" and then press the 

[Enter] button on the remote control or the [Auto/Enter] 
button on the projector's control panel.

(2) The message "Change the password?" will be displayed, 
so select "Yes" and then press the [Enter] button on the 
remote control or the [Auto/Enter] button on the 
projector's control panel.
The default setting for the password is "0000", but you 
should  change this to your own desired password.
If you select "No", the screen shown at step 1 will be 
displayed again.

(3) Enables numeric keypad of the remote control and enter a 
4-digit password.
The password entered will be displayed as "****". 
Once four digits have been entered, the confirmation 
screen will be displayed.

(4) Re-enter the password.
The message "The new password is stored." will be 
displayed. 
If you enter the password incorrectly, a message will be 
displayed prompting you to re-enter the password.

Once the setting 
button.
Press the [Num] b
cancel numeric k
Check that the [Num

6

TIP

• When the set time has elap
projection will start and the
to count again.

• Make a note of the passwo
in a safe place.

• If you lose the remote cont
password. Keep the remote
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Fun

This se
present

A/V M

s
 

n
w

t
e

u
e

te" command in the "Setting" menu to set 
en the images and sound have been paused 
g three settings.  p.86

Solid blue User's logo

he EPSON logo. You can change the 
d setting your own logo.  p.148
on is being used, the "Brightness 
tting" menu to will automatically change 
ute function is cancelled, the "Brightness 

n to the original setting.
Thi
For
ope
bei
Ho
ima
you

PRO

Pre
or 
Th

Pre
pro
Yo
on 
ctions for Enhancing Projection

ction describes the various useful functions that can be used to enhance 
ations.

ute Function

 function momentarily pauses the images and sound.
example, it can be used when you do not wish to show details of 
rations such as selecting different files while computer images are 
g projected.
ever, if you use this function when projecting moving images, the 

ges and sound will still continue to be played back by the source, and 
 cannot return to the point where the A/V Mute function was activated.

CEDURE

ss the [A/V Mute] button on either the remote control 
he projector's control panel.
 images and sound will then be paused.

ss the [A/V Mute] button once more to continue normal 
jection.
 can also continue normal projection by pressing the [ESC] key 
ither the remote control or the projector's control panel.

You can use the "A/V Mu
the screen appearance wh
to any one of the followin

Remote control

Default setting

Solid black

TIP

• The default user's logo is t
user's logo by recording an

• When the A/V Mute functi
Control" setting in the "Se
to "Low". When the A/V m
Control" setting will retur
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Freez

This
with
The
proj
from

PRO

Pre
The

To c
mor
butt

e and reduce a parts of projected images such 

trolled using the remote control.

 ] button on the remote control.
cating the centre point for the area to be 
 on the screen.

 the area of the image that is to be 

n the remote control to move the cross.

• If yo
con
men

• The
used

trol

ross
ons for Enhancing Projection

e Function

 function pauses only the projected images. The sound keeps playing 
out pausing.
 signal source will still be playing back the images even while 
ection is paused, and so it will not be possible to resume projection 
 the point where it was paused.

CEDURE

ss the [Freeze] button on the remote control.
 images will then be paused.

ontinue projecting the images, press the [Freeze] button once 
e. You can also continue normal projection by pressing the [ESC] 
on on either the remote control or the projector's control panel.

E-Zoom Function

This function lets you enlarg
as graphs and tables.
The E-Zoom function is con

PROCEDURE

Press the [E-Zoom
A cursor (cross) indi
enlarged will appear

Move the cross to
enlarged.
Tilt the [ ] button o

Remote control

TIP

u press the [Freeze] button on the remote control while a 
figuration menu or help menu is displayed, the configuration 
u and help menu display is cancelled.
 Freeze function also works while the E-Zoom function is being 
.

1

Remote con

2

C
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re) Function

 separate images in a smaller screen (sub-
ages that are currently being projected (main 

layed in the main screen, and video images 
g) can be displayed in the sub-screen.
creen can be selected using the "P in P" 
nu.  p.86
led using the remote control.

ment to be used for projecting the 
ub-screen images, set the type of 
he "P in P" command in the 
d then press the [PinP] button on 
.
pear at the top-left of the screen, and the 

ppear at the bottom-left of the screen.

3

• The
of ××××

• Wh
can

• You

 used for computer images that have the 
g, nor for RGB video images.

een

n guide
ons for Enhancing Projection

When the [ ] button is pressed, the image is enlarged 
with the cross at its centre. When the [ ] button is 
pressed, the enlarged image is then reduced.
The enlargement ratio will appear at the bottom-right of the 
screen.
You can scroll around the image by tilting the [ ] button.

To cancel the E-Zoom function, press the [ESC] button.

P in P (Picture in Pictu

This function lets you display
screen) over the top of the im
screen).
Computer images can be disp
(composite videog or S-Video
The video images in the sub-s
command in the "Setting" me
The P in P function is control

PROCEDURE

Connect the equip
main screen and s
sub-screen using t
"Setting" menu, an
the remote control
The sub-screen will ap
operation guide will a

Shows enlargement ratio

TIP

 selected area can be enlarged to between 1–4 times, in 25 steps 
 0.125.
en you reduce the size to ××××1, the E-Zoom function will be 
celled.
 can use the Effect function with the enlarged image.  p.67

TIP

The P in P function cannot be
refresh rateg set to interlaced

1

Sub-scr

Operatio
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he [Enter] button, the operation 
 disappear and the display position 
ub-screen will be accepted.
sition and size for the sub-screen are 
on guide disappears. To cancel the P in P 
inP] button once more. 

2

3

een is memorised, so that the sub-screen 
tion which was set next time the P in P 

osition and size for the sub-screen, you 
 operations to switch the sound output 

nd the sub-screen.
e main screen: Press the [Color Mode] 

e sub-screen: Press the [A/V Mute] 
ons for Enhancing Projection

Tilt the [ ] button on the remote control to change the 
position of the sub-screen.

Press the [E-Zoom] button on the remote control to 
change the size of the sub-screen to one of five 
available sizes.

The values given below are the ratios for the sides of the sub-
screen when the width and height of the main screen is 1.

Size 2 is the default size for the sub-screen when the [PinP] 
button is pressed.

When you press t
guide screen will
and size for the s
When the display po
accepted, the operati
function, press the [P

Size 1
Approx.

1/3.4

Size 2
Approx.

1/3.2

Size 3
Approx.

1/3.0

Size 4
Approx.

1/2.8

Size 5
Approx.

1/2.7

4

TIP

• The position of the sub-scr
will appear in the last posi
function is used.

• Before setting the display p
can carry out the following
between the main screen a
· To output the sound for th
button.

· To output the sound for th
button.
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Effec

You
the 
This
draw
The

 to draw attention to parts of projected images 
in about during a presentation, for example.

 button on the remote control.
l appear in the middle of the projection 
 will change to the icon set for "Pointer/

e2" and "Pointer/Line3" in that order each 
ton is pressed.

 to move the pointer icon.
function, press the [ESC] button. The 
n disappear from the screen.

You c
point
thick
as "P
retrie

l

ointer icon
ons for Enhancing Projection

t Function

 can display a pointer icon on the images being projected, and then use 
remote control to draw straight and curved lines.
 function can be used to emphasise parts of an image that you want to 
 attention to.

 Effect function is controlled using the remote control.

You can use the pointer icon
that you would like to expla

PROCEDURE

Press the [Effect]
The pointer icon wil
area.The pointer icon
Line1", "Pointer/Lin
time the [Effect] but

Tilt the [ ] button
To cancel the Effect 
pointer icon will the

TIP

an use the "Effect" menu to change various settings for the 
er icon, such as type, size, movement speed, and the colour and 
ness of the line that is drawn. The selected settings can be saved 
ointer/Line1", "Pointer/Line2" or "Pointer/Line3" and then 
ved when required.  p.84

Using the Pointer Icon

1

Remote contro

2

P
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You
free
pres

PRO

oint for the line.
the pointer icon to the starting point for the 
d press the [Enter] button.
the pointer icon to the starting point for the 
d hold the [Enter] button down for 
imately 1.5 seconds to start drag mode. 
nter] button will light.

int for the line.
the pointer icon to the ending point for the 
d press the [Enter] button.
the pointer icon to the ending point for the 
he path moved by the pointer icon will 
 as a line drawn on the screen. 
he [Enter] or [ESC] button. The light for 
ter] button will turn off.

Dra

The l
until 
funct
powe
"Poin
displa

1

Curved line
ons for Enhancing Projection

 can draw straight lines to emphasise aspects of an image, and draw 
hand lines to circle parts of the image at times such as when giving 
entations.

CEDURE

Press the [Effect] button on the remote control.
The pointer icon will appear in the middle of the projection area.
The pointer icon will change to the icon set for "Pointer/Line1", 
"Pointer/Line2" and "Pointer/Line3" in that order each time the 
[Effect] button is pressed, and you can then select the type of 
line that has also been set for that pointer type.

Set the starting p
Straight line : Move 

line an
Curved line : Move 

line an
approx
The [E

Set the ending po
Straight line : Move 

line an
Curved line : Move 

line. T
appear
Press t
the [En

wing Straight and Curved Lines

TIP

ast pointer icon type used will remain as the current pointer icon 
the projector's power is turned off, so that when the Effect 
ion is used, that pointer icon will appear. When the projector's 
r is turned off, the pointer icon that has been saved using the 
ter/Line1" command will be the first pointer icon to be 
yed the next time the Effect function is used.

Remote control

2

3

Straight line
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GB video signals from a computer, you can 
 signals using the "Video" menu, and up to ten 
s can be saved.

different resolutions and frequencies that have 
" menu have been saved in this way, you can 
pply them to analogue RGB video signals that 
 just by pressing the [Preset] button on the 

 button on either the remote control 
 control panel, and then select the 
m the main menu. Then make the 
would like to be saved.  p.78

• The
the 
poin

• Stra
line
can

4 ettings

lor Mode

sition
cking
nc.
ightness
ntrast
arpness

:

:

:
:

:

Select

0000
     0
     0

    0

+-

+-
Adjust

[Presentation    ]
:

:

solution

set Execute

:

[ ]

[Menu]: Exit

set

Auto Manual

Auto Manual

Set

Adjust

Select
ons for Enhancing Projection

To draw further lines, repeat steps 2 and 3.
To cancel the Effect function, press the [ESC] button. The 
pointer icon and the lines that have been drawn will then 
disappear from the screen.

 Preset Function

When projecting analogue R
change the settings for these
different sets of these setting
When the setting values for 
been made using the "Video
then load these settings and a
are currently being projected
remote control.

PROCEDURE

Press the [Menu]
or the projector's
"Video" menu fro
settings that you 

TIP

 thickness and colour of the line cannot be changed by pressing 
[Effect] button during the time in between when the starting 
t is set and the ending point is accepted.
ight lines and curved lines cannot be erased individually. All 
s will disappear at the same time when the Effect function is 
celled.

Saving "Video" Menu S

1

Video
Audio

Co

Po
Tra
Sy
Br
Co
Sh

Re

Re

[    ]: Enter[    ]: Select

Reset All

About
Advanced2

Advanced1
User's Logo
Setting
Effect

Pre
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button on the remote control or the 
n on the projector's control panel to 
menu settings.
ve been saved, the input resolution will 

2

3

ve an input resolution displayed have 
ct a preset number that has already been 
rent settings, the existing settings in that 
ritten.

rol

tails, select "Reset" from the "Video" 
lear all of the preset settings.
e regardless of whether Wall Shot is on or 
t settings are not memorised.
ons for Enhancing Projection

Once the settings have been made, select "Preset" in 
the sub-menu and then press the [Enter] button on 
the remote control or the [Auto/Enter] button on the 
projector's control panel.

Select a number (1–10) for saving the settings.

Press the [Enter] 
[Auto/Enter] butto
save the "Video" 
When the settings ha
appear.

Video
Audio

Color Mode

Position
Tracking
Sync.
Brightness
Contrast
Sharpness

:

:

:
:

:

Select

Adjust
0000
    0
    0

    0

+-

+-

[Presentation    ]
:

:

Resolution

Reset Execute

:

[ ]

[    ]: Select[ ESC ]: Return [Menu]: Exit

Reset All

About
Advanced2

Advanced1
User's Logo
Setting
Effect

Preset

Auto Manual

Auto Manual

Set

Adjust

Select

[    ]: Set

Video
Audio

Preset

1

1280 x 1024

:

:

[Menu]: Exit

Reset All

About
Advanced2

Advanced
User's Logo
Setting
Effect Set

Set
Set
Set
Set
Set
Set

Set
Set

2
3
4
5
6

7
8
9

Set10

[    ]: Select[ ESC ]: Return [    ]: Set

x
x
x

x
x
x
x

x
x

x

TIP

The preset numbers that ha
already been set. If you sele
set and use it to save the cur
recording area will be overw

4

Remote cont

TIP

• To clear the memorised de
menu. Note that this will c

• Preset recording is possibl
off. However, the Wall Sho
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PRO

Wh
pre
the
ima
The
from
pres
You
reso
cha

Aspect Ratio

mages, the display method can be changed 
which the images are projected so that they fill 
) and real display (in which the images are 
f the original input signal).
mages, the default method used is resized 

itches between real display and 
ime the [Resize] button on either the 
projector's control panel is pressed.

App

• Pre
• If n

app

r Display Method
ons for Enhancing Projection

CEDURE

ile projecting analogue RGB images from a computer, 
ss the [Preset] button on the remote control to apply 
 saved setting values for the "Video" menu to the 
ges that are currently being projected.
 memorised preset number changes in ascending order starting 
 the lowest recording area number each time the button is 

sed.
 must press the [Preset] button while the preset number and input 
lution appear on the screen, otherwise the selection will not 

nge.

Changing the Resize/

When projecting computer i
between resized display (in 
the available projection area
projected at the resolution o
When projecting computer i
display. 

PROCEDURE

The display method sw
resized display each t
remote control or the 

lying Saved "Video" Menu Settings

Remote control
Preset number and input 
resolution appear

TIP

set numbers that have not yet been preset will be skipped.
o preset settings have been made, the message "No Entry" will 
ear when you press the [Preset] button.

Selecting the Compute

Remote control
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If th

If th

ojected images are stored individually for 

e same as the panel resolution 
 size will not change.
input signals, the image position changes 
you press the [Resize] button while 
utton on the projector's control panel.

Aligned to left (5:4)

Aligned to right (5:4)
ons for Enhancing Projection

e input resolution is lower than the panel resolution (1024 × 768)

e input resolution is higher than the panel resolution (1024 × 768)

Resized display Real display

The image is projected in the 
middle of the screen at the original 
input signal resolution.

Resized display Real display

The middle section of the image is 
projected. You can tilt the [ ] 
button on the remote control to 
scroll around the image.

TIP

• The display methods for pr
each video source.

• If the input resolution is th
(1024××××768 dots), the image

• In the case of SXGA (5:4) 
as shown below each time 
holding down the [Shift] b

Resized display (5:4)

Resized display (4:3)
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You
vide
Ima
proj

PRO

The
but
con

For
Wh
of 4
elon

n 16:9 format are displayed at an aspect ratio 
 so that they fill the full vertical area of the 
dges are truncated and are not displayed.

Pro

Whe
mod

When images in squeeze 
mode are projected at 4:3

 an aspect ratio of 16:9, the image 
s each time you press the [Resize] button 
t] button on the projector's control panel.

Top edge display

tom edge display
ons for Enhancing Projection

 can switch the aspect ratiog between 4:3 and 16:9 when component 
og,  S-Videog and composite videog signals are being projected. 
ges that have been recorded in digital video and DVD images can be 
ected in 16:9 wide-screen format.

CEDURE

 display changes each time you press the [Resize] 
ton on either the remote control or the projector's 
trol panel.

 SDTVg
en images that are output in 16:9 format are displayed at an aspect ratio 
:3, the images are squeezed horizontally so that they appear vertically 
gated.

For HDTVg 
When images that are output i
of 4:3, the images are resized
screen, and the left and right e

jecting Wide-screen Images from Video Equipment

Remote control

When images in squeeze 
mode are projected at 16:9

n images in squeeze 
eg are projected at 4:3

When images in squeeze 
mode are projected at 16:9

TIP

When projecting images with
position will change as follow
while holding down the [Shif

Centre display

Bot
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Proje

If us
reco
sim
if yo
rem

PRO

Reg

The d
remo

1

ghtness Control High Low:

jector ID

twork

ect Power ON

eration Lock

set Execute

: 1

[Menu]: Exit

M Port

C Sync Termination ON OFF:
ON OFF:

ON OFF:

Set

Set

ct [    ]: Set

to Setup

: RS-232C USB

OFF: ON

ed for the "Projector ID" setting are from 
cannot be set to "0".
ons for Enhancing Projection

ctor ID/Remote Control ID

ing more than one projector at a time, such as at a show, you can 
rd ID numbers for the projectors and for the remote controls in order to 

ultaneously operate projectors with the same ID number. Alternatively, 
u set the remote control ID to "0", all projectors can be operated by the 

ote control regardless of the projector ID numbers.

CEDURE

Press the [Menu] button on either the remote control 
or the projector's control panel, and then select 
"Projector ID" from the "Advanced2" menu.
See "Using the Configuration Menus" for details on this operation. 

 p.96

istering an ID Number for a Projector

TIP

efault values for ID numbers are "1" for projectors and "0" for 
te controls.

Remote control

BriVideo

Audio

Setting

User's Logo

Advanced1

About

Reset All

Pro

Ne

Dir

Op

Re

Effect

Advanced2

CO

BN

[    /    ]: Sele[ ESC ]: Return

Au

TIP

The numbers that can be us
"1" to "9". "Projector ID" 
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ton on the remote control.
ht.

] buttons on the remote control to 
ber for the remote control.

] button will turn off and the registration 
a number other than "0" is registered, the 
nly be able to operate projectors that have 

.

2

3

ber for a Remote Control

l

ons for Enhancing Projection

Use the [ ] button on the remote control or the [ ] or 
[ ] button on the projector's control panel to select 
the desired ID number (1–9).
Press the [Enter] button on the remote control or the [Auto/
Enter] button on the projector's control panel to accept the ID 
number setting.

Once the setting has been made, press the [Menu] 
button to close the configuration menu.
When the ID number is registered, the projector cannot be 
operated by remote control unless the remote control used has 
the same ID number or has an ID number of "0".

PROCEDURE

Press the [ID] but
The [ID] button will lig

Press the [0] to [9
specify the ID num
The light for the [ID
will be complete. If 
remote control will o
the same ID number

Brightness Control High Low:Video

Audio

Setting

User's Logo

Advanced1

About

Reset All

Projector ID

Network

Direct Power ON

Operation Lock

Reset Execute

: 6

[Menu]: Exit

Effect

Advanced2

COM Port

BNC Sync Termination ON OFF:
ON OFF:

ON OFF:

Set

Set

[    /    ]: Select[ ESC ]: Return [    ]: Set

Auto Setup

: RS-232C USB

OFF: ON

Registering an ID Num

1
Remote control

2

Remote contro
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 Function

s on the projector's control panel.
s such as during show events so that only 
vating all buttons operation, or in places 
ge of buttons that can be operated.

utton on either the remote control 
ontrol panel, and then select 
eration Lock" from the 
.

 the buttons on the projector's control 
er] button can be operated.

tion message is displayed, select 

 panel buttons will be locked in 
lected setting.

If you
remo
butto
perio
the re

cel the projector's control panel lock.
e the "Advanced2" - "Operation Lock" 
 "OFF" .
uto/Enter] button continuously for 
ill be displayed and the lock will be 
ons for Enhancing Projection

Operation Button Lock

This function locks the button
This function is useful at time
projection is carried out deacti
such as schools to limit the ran

PROCEDURE

Press the [Menu] b
or the projector's c
"Advanced2" - "Op
configuration menu

Set to "ON".
If set to "ON", none of
panel except the [Pow

When the confirma
"Yes".
The projector's control
accordance with the se

TIP

 would like to check the ID number that is currently set for a 
te control, press the [ID] button on the remote control so that the 
n lights, and then press the [ID] button once more. After a brief 
d, the [ID] button will flash, and the number of flashes will equal 
mote control's ID number.

1

2

3

TIP

There are two methods to can
• Using remote control, chang

in the configuration menu to
• Hold down the projector's [A

about 7 seconds, a message w
cancelled.
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Usi

The con
The me d into other sub-menus.
Refer to

+

+
Adjust

ation    ]

]

[Menu]: Exit

Select
ng the Configuration Menu Functions

figuration menus can be used to carry out a variety of settings and adjustments.
nus have a hierarchical structure, with a main menu that is divided into sub-menus, which are further divide
 "Using the Configuration Menus" (  p.96) for details on using the menus.

Video
Audio

Color Mode

Position
Tracking
Sync.
Brightness
Contrast
Sharpness

:

:

:
:

:

Select

0000
     0
     0

    0

-

-

[Present
:

:

Resolution

Reset Execute

:

[

[    ]: Enter[    ]: Select

Reset All
About
Advanced2

Advanced1
User's Logo
Setting
Effect

Preset

Auto Manual

Auto Manual

Set

Adjust

Main menu Sub-menu (Video)
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List 

• T ideo signal is being input.
• T ected. Functions which are not available in the 

"

"V

C

C

[ 

[ 

n Default
n analogue RGB signals 

 vertically and 

emote control or the 
ctor's control panel and 

Depends on 
connection

n analogue RGB signals 

ertical stripes appear in the 

Depends on 
connection

n analogue RGB signals 

lickering, fuzziness or 
.
so occur when the 
 and keystone correction 

f you adjust the tracking 
nization.

Depends on 
connection

Median value (0)
ght and shade in the 

 automatically to the ideal 

nually.

Auto

Median value (0)
 the Configuration M the Configuration M

of Functions

he functions in the "Vid
he functions which appe
Video" menu for a partic

ideo" Menu

omputer (Analogue

omputer (Digital RG

Video
Audio

Color Mo

Position
Tracking
Sync.
Brightnes
Contrast
Sharpnes

Resolutio

Reset

[    ]: Enter   ]: Select

Reset All

About
Advanced2

Advanced1
User's Logo
Setting
Effect

Preset

Video
Audio

Color Mo

Contrast
Sharpne

Reset

[    ]: Enter   ]: Select

Reset All
About
Advanced2

Advanced1
User's Logo
Setting
Effect

Brightnes
[Menu]: Exit

level.
•Manual: Contrast is adjusted ma

Sharpness Adjusts the image sharpness.
enu Functionsenu Functions

eo" menu apart from "Resolution" and "Video Signal" cannot be adjusted while no v
ar in the "Video" menu will change depending on the type of input source being proj
ular input source cannot be adjusted.

 RGB/RGB Video)

B)

de

s

s

:

:

:
:

:

Select

0000
     0
     0

    0

+-

+-
Adjust

[Presentation    ]
:

:

n

Execute

:

[ ]

[Menu]: Exit

Auto Manual

Auto Manual

Set

Adjust

Select

de

ss :
:

Select

    0 +-
Adjust

[Presentation    ]
Execute

Auto Manual

s     0 +-:

Sub-menu Functio
Position (Adjustment is only possible whe

are being input)
Moves the image display position
horizontally.
•Press the [Enter] button on the r
[Auto/Enter] button on the proje
make the adjustment.

Trackingg (Adjustment is only possible whe
are being input)
Adjusts computer images when v
images.

Sync.g (Adjustment is only possible whe
are being input)
Adjusts computer images when f
interference appear in the images
•Flickering and fuzziness may al
brightness, contrastg, sharpness
settings are adjusted.

•You can obtain the best results i
first and then adjust the synchro

Brightness Adjusts the image brightness.
Contrastg Adjusts the difference between li

images.
•Auto : The contrast is adjusted
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ge colour. The settings can 
 of source (computer or 

t quality settings 

ated and made fresher to 
ess.
hasized. For presentations 

 optimised using natural 

hasized. Ideal for playing 
ight rooms.
o the sRGB standard.
the colour temperature for 
ment" command in the 
u will be set to 6500K.

Presentation

analogue RGB signals are 

ignal source being used.
 set automatically in 
put signal.
 selected manually.

Auto

 analogue RGB signals are 

 be saved and then applied 
 being projected by 
e remote control.
hen a preset number (1 to 

which already have saved 
n that has been set. If 
d, existing settings that 

number can be overwritten 

-

n Default
the Configuration Menu Functionsthe Configuration Menu Functions

Color 
Mode

Corrects the vividness of the ima
be saved separately for each type
video source). 
You can select from five differen
depending on the surroundings.
•Dynamic : Images are modul

emphasise brightn
•Presentation: Brightness is emp

in bright rooms.
•Theatre : Movie images are

tints. 
•Living Room:Brightness is emp

video games in br
•sRGBg : Images conform t

If set to "sRGB", 
the "Color Adjust
"Advanced1" men

Resolution (Selection is only possible when 
being input and are selected)
Sets the input resolution for the s
•Auto : The input resolution is

accordance with the in
•Manual: The input resolution is

Preset (Recording is only possible when
being input)
Allows "Video" menu settings to
to analogue RGB images that are
pressing the [Preset] button on th
•The current settings are saved w
10) is selected. Preset numbers 
settings show the input resolutio
setting values have been change
have been saved under a preset 

Sub-menu Functio
by selecting that preset number.
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 the "Video" menu 
.
emote control or the 
ctor's control panel to 

enu settings – including 
dio" menus – to their 

-
n Default
the Configuration Menu Functionsthe Configuration Menu Functions

Reset Resets all adjustments values for
functions to their default settings
•Press the [Enter] button on the r
[Auto/Enter] button on the proje
reset.

• Select "Reset All" to reset all m
settings for the "Video" and "Au
default settings.  p.95

Sub-menu Functio
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Co

Vid

[    

[    ]

n Default
 vertically and 

emote control or the 
ctor's control panel and 

Depends on 
connection

Median value (0)
ght and shade in the Median value (0)

 source is RGB video.)
he images.

Median value (0)

 source is RGB video.) Median value (0)

Median value (0)
ge colour. The settings can 
 of source (computer or 

t quality settings 

ated and made fresher to 
ess.
hasized. For presentations 

 optimised using natural 
 white extension function 
fferences in colour 
ss and lightness of 

tuated even for images that 
ery bright, to make them 

hasized. Ideal for playing 
ight rooms.
o the sRGB standard.
the colour temperature for 
ment" command in the 
u will be set to 6500K.

Dynamic
•sRGBg : Images conform t
If set to "sRGB", 
the "Color Adjust
"Advanced1" men
the Configuration Menu Functionsthe Configuration Menu Functions

mponent Videog 

eo (Composite videog, S-Videog)

Adjust

+-

+-

+-

+-

+-
Video
Audio

Setting
User's Logo

Advanced1

    0
  0

    0

    0
    0

Color Mode

Position
Brightness
Contrast
Color
Tint
Sharpness

:

:

:
:

:

Select [Dynamic          ]

[Menu]: Exit

Reset Execute

[    ]: Enter]: Select

Reset All
About
Advanced2

Effect

Adjust

+-

+-

+-

+-

+-

Video
Audio

Setting
User's Logo

Advanced1
Color Mode

Position
Brightness
Contrast
Color

Tint
Sharpness

:

:

:

:

:     0
    0
    0

    0
    0

Select [Dynamic          ]

[Menu]: Exit

Video Signal Select

[    ]: Enter: Select

[Auto        ]About

Reset All

Advanced2

Effect

Reset Execute

Sub-menu Functio
Position Moves the image display position

horizontally.
•Press the [Enter] button on the r
[Auto/Enter] button on the proje
make the adjustment.

Brightness Adjusts the image brightness.
Contrastg Adjusts the difference between li

images.
Color (Does not appear when the input

Adjusts the colour intensity for t
Tint (Does not appear when the input

Adjusts the image tint.
Sharpness Adjusts the image sharpness.
Color 
Mode

Corrects the vividness of the ima
be saved separately for each type
video source). 
You can select from five differen
depending on the surroundings.
•Dynamic : Images are modul

emphasise brightn
•Presentation: Brightness is emp

in bright rooms.
•Theatre : Movie images are

tints. The black &
operates so that di
gradations (darkne
colours) are accen
are very dark or v
easier to view.

•Living Room:Brightness is emp
video games in br
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composite video/S-Video 
lected)

emote control or the 
ctor's control panel and 

ignal format is selected 

Auto

 the "Video" menu 
.
emote control or the 
ctor's control panel to 

nu settings – including 
io" menus – to their default 

-

n Default
the Configuration Menu Functionsthe Configuration Menu Functions

Video 
Signal

(Selection is only possible when 
signals are being input and are se
Selects the video signal format.
•Press the [Enter] button on the r
[Auto/Enter] button on the proje
choose the setting.

•When set to "Auto", the video s
automatically.

Reset Resets all adjustments values for
functions to their default settings
•Press the [Enter] button on the r
[Auto/Enter] button on the proje
reset.

•Select "Reset All" to reset all me
settings for the "Video" and "Aud
settings.  p.95

Sub-menu Functio
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"Au

A

[    

n Default
 [Computer] port or [DVI] 
 so that sound is input to 

 are being input are output 
e image signal that is 

rt only works when 
e [Computer] port are 
.
rt only works when 
e [DVI] port are being 

Computer/DVI

15
 range. Median value (0)

range. Median value (0)
 the "Audio" menu 
.
emote control or the 
ctor's control panel to 

enu settings – including 
dio" menus – to their 

-

ividually for each input signal source.
the Configuration Menu Functionsthe Configuration Menu Functions

dio" Menu

dvanced2

+-VolumeVolume   15

Video
Audio

Setting
User's Logo
Advanced1

About

Reset All

:

[Menu]: Exit[    ]: Enter]: Select

Reset Execute

+-Treble    0:
+-BassBass    0:

Effect

Computer/DVI Audio Input :

Computer/DVI Computer DVI

Sub-menu Functio
Computer/
DVI Audio 
Input

Use this command to specify the
port as the video port being used
the associated [Audio] port.
•Computer/DVI: The sound that

regardless of th
selected.

•Computer : The [Audio] po
images from th
being projected

•DVI : The [Audio] po
images from th
projected.

Volume Adjusts the volume.
Treble Adjusts the intensity of the treble
Bass Adjusts the intensity of the bass 
Reset Resets all adjustments values for

functions to their default settings
•Press the [Enter] button on the r
[Auto/Enter] button on the proje
reset.

•Select "Reset All" to reset all m
settings for the "Video" and "Au
default settings.  p.95

TIP

The "Audio" menu settings are saved ind
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"Eff

[    

n Default
played when the [Effect] 
ressed once.
r shape from the following 

 size for the pointer icon 
"200%".
 of the straight and curved 
olours.

of the straight and curved 
n when the pointer icon is 
k, Medium or Thin.

Shape: 

Zoom Rate:
100%
Color: 
Light blue

Width: Thick

played when the [Effect] 
ressed twice.
e the same as for "Pointer/

Shape: 

Zoom Rate:
100%
Color: Blue
Width: Medium

played when the [Effect] 
ressed three times.
e the same as for "Pointer/

Shape:

Zoom Rate:
100%
Color: Red
Width: Thin

er moves when the [ ] 

High

M

 the "Effect" menu 
.
emote control or the 
ctor's control panel to 

enu settings – including 
dio" menus – to their 

-

[Auto/Enter] button on the proje
reset.

•Select "Reset All" to reset all m
settings for the "Video" and "Au
default settings.  p.95
the Configuration Menu Functionsthe Configuration Menu Functions

ect" Menu

SetVideo
Audio

Setting
User's Logo

Advanced1
Color Mode

Pointer/Line1

Color
:
:

[Menu]: Exit

Pointer Speed :

[    ]: Enter]: Select

About

Reset All

Advanced2

Effect Zoom Rate :100%

Color

Width

SetPointer/Line2

SetPointer/Line3

Zoom Rate :100%

Zoom Rate :100%
L M
Execute

:
:Color

Width

:
:Color

Width

H

Reset

Sub-menu Functio
Pointer/
Line1

Sets the pointer or line that is dis
button on the remote control is p
• Shape : Select the pointe

eight types.

•Zoom Rate : Select the display
from "100%" or 

•Color : Select the colour
lines from eight c

•Width : Select the width 
lines that are draw
moved from Thic

Pointer/
Line2

Sets the pointer or line that is dis
button on the remote control is p
The setting items and contents ar
Line1".

Pointer/
Line3

Sets the pointer or line that is dis
button on the remote control is p
The setting items and contents ar
Line1".

Pointer 
Speed

Sets the speed at which the point
button is tilted.
L: Low M: Medium H: 

Reset Resets all adjustments values for
functions to their default settings
•Press the [Enter] button on the r
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"Se

V
A

S
U
A

[    

R

A
A

E

n Default
ages.

mote control or the [Auto/
ontrol panel, and then 

unction on and off for 
gle of tilt when the 
d vertically and correcting 
e distortion automatically.
nly works when "Rear 

ng" in the "Advanced1" 
 "OFF".
Proj." or "Ceiling" is set to 
u item cannot be selected.
orks in the same way as 

ions using the [ ] and 
 the projector's control 

rect vertical keystone 
ages.
orks in the same way as 

ions using the [ ] and [ ] 
projector's control panel.
rrect horizontal keystone 
ages.
 is used when automatic 
ction or manual vertical 
ction make the height of 

ages smaller.

projection area to make the 

 appearance after keystone 
using the "Sharpness" 

Auto Keystone: 
ON

V-Keystone:
Median value (0)

H-Keystone: 
Median value (0)

Height:
Median value (0)

Quick Corner:
No correction
If the images become uneven in
correction is carried out, adjust 
command in the "Video" menu.
the Configuration Menu Functionsthe Configuration Menu Functions

tting" Menu

P in P

Keystone

No-Signal Msg. OFF

S-Video

Message ON OFF

Black Blue

A/V Mute LogoBlack Blue

ideo
udio

etting
ser's Logo
dvanced1

:

:
:

:
:

[Menu]: Exit[    ]: Enter]: Select

eset All

bout
dvanced2

ffect
H/V-Keystone Quick Corner Adjust

Reset Execute

Sleep Mode ON OFF:

Computer Input

BNC Input

Video

Logo

Select [                     ]Auto

[Auto              ]Select 

Sub-menu Functio
Keystone Corrects keystone distortion in im

Press the [Enter] button on the re
Enter] button on the projector's c
make the correction.
H/V-Keystone  p.47
•Auto Keystone : This turns the f

detecting the an
projector is tilte
vertical keyston
 This function o
Proj." or "Ceili
menu are set to
If either "Rear 
"ON", this men

•V-Keystone : This function w
making correct
[ ] buttons on
panel.
It is used to cor
distortion in im

•H-Keystone : This function w
making correct
buttons on the 
 It is used to co
distortion in im

•Height : This correction
keystone corre
keystone corre
the projected im

Quick Corner  p.49
•Corrects the four corners of the 
images fit the screen exactly.
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ve been set to "Auto", the projector detects an 

n Default
this selects whether the 
nto the sub-screen are 

Video

ground colour at times 
eing input.
nd colour becomes black 

eed to record your own 

ction of Password Protect 
" setting cannot be 
Blue", nor can it be 
r "Blue" to "Logo". Set 
 and then save the new 

Blue

 name or colour mode 
ON) or not displayed 

 signal or colour mode.

ON

/V Mute] button is 

eed to record your own 

ction of Password Protect 
" setting cannot be 
or can it be changed from 
t "User's Logo Protect" to 
er's logo.  p.61

Black

urce that is connected to Auto*

 the device that is Auto*
the Configuration Menu Functionsthe Configuration Menu Functions

* If the "Computer Input" and "BNC Input" ha

Sub-menu Functio
P in P When using the P in P function, 

image signals that are projected i
"Video" or "S-Video".

No-Signal 
Msg.

Sets the message status and back
such as when no video signal is b
When set to "OFF", the backgrou
and no message is displayed.
•To change the user's logo, you n
logo.  p.148

•If the "User's Logo Protect" fun
has been set to "ON", the "Logo
changed to "OFF", "Black" or "
changed from "OFF", "Black" o
"User's Logo Protect" to "OFF"
user's logo.  p.61

Message Selects whether the image signal
name is displayed on the screen (
(OFF) when switching the video

A/V Mute Sets the screen status when the [A
pressed.  p.63
•To change the user's logo, you n
logo.  p.148

•If the "User's Logo Protect" fun
has been set to "ON", the "Logo
changed to "Black" or "Blue", n
"Black" or "Blue" to "Logo". Se
"OFF" and then save the new us

Computer 
Input

Selects the input signal for the so
the [Computer] port.

BNC Input Selects the video signal to match
connected to the [BNC] port.
image source automatically depending on an input signal.
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n Default
when no video signal is 

ops automatically and after 
d, the projector changes to 
 operations are carried out 
hile the "No Signal." 
e  indicator lights 

 [Power] button on either 
tor's control panel is 

OFF

 the "Setting" menu 
er Input" and "BNC Input" 

 setting if the "User's Logo 
otect has been set to "ON" 
ute" is set to "Logo". 

emote control or the 
ctor's control panel to 

enu settings – including 
dio" menus – to their 

-

the Configuration Menu Functionsthe Configuration Menu Functions

Sub-menu Functio
Sleep 
Mode

Sets the energy saving operation 
being input.
•When set to "ON", projection st
the cool-downg period is finishe
sleep mode (standby mode) if no
for approximately 30 minutes w
message is being displayed. (Th
orange.)

•Projection starts again when the
the remote control or the projec
pressed.

Reset Resets all adjustments values for
functions except for the "Comput
settings to their default settings.
This cannot be reset to the initial
Protect" function of Password Pr
and "No-Signal Msg." or "A/V M

 p.61
•Press the [Enter] button on the r
[Auto/Enter] button on the proje
reset.

•Select "Reset All" to reset all m
settings for the "Video" and "Au
default settings.  p.95
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"Us

[    

n Default

emote control or the 
ctor's control panel, and 
 appear on the screen.
d if the "User's Logo 
rotect has been set to 
" to "OFF" and then save 

EPSON logo
the Configuration Menu Functionsthe Configuration Menu Functions

er's Logo" Menu

Execute

Video
Audio
Effect

User's Logo
Advanced1

About
Reset All

[    ]: Execute [Menu]: Exit]: Select

Setting

Advanced2

Sub-menu Functio
Execute Records a user's logo.  p.148

•Press the [Enter] button on the r
[Auto/Enter] button on the proje
then follow the instructions that

•A user's logo cannot be recorde
Protect" function of Password P
"ON". Set "User's Logo Protect
the new user's logo.  p.61
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"Ad

[    

n Default
 displayed or not.
ed to record your own 

rn the power off, and when 
hed, turn the power back 
e applied after the power 

n enabled ("ON") and 
Logo Protect" function of 
o "ON". Set "User's Logo 
 the new user's logo. 

ON

mposite video, S-Video or 
nals are being input)
o progressiveg (p) signals.
nals are projected without 

arried out for each field 
eal for images with a lot of 

t functiong is turned off. 
normal use. The source is 
ed to be a video source or 
ideo source, the 3-2 pull-
perates and the images are 
 images with no loss in 
iginal.

Film/Auto
the Configuration Menu Functionsthe Configuration Menu Functions

vanced1" Menu

Standby Mode :

Startup Screen ON OFF:Video

Audio

Setting

User's Logo

Advanced1

About

Reset All

Progressive

Color Adjustment

Color Temp. RGB

Rear Proj.

Language Select [English]

Reset Execute

Adjust

ON OFF

:

:
Ceiling ON OFF:

[Menu]: Exit[    ]: Enter]: Select

Effect

Advanced2 Network ON Network OFF

: OFF Video Film/Auto

Sub-menu Functio
Startup 
Screen

Sets whether the startup screen is
To change the user's logo, you ne
logo.  p.148
•When this setting is changed, tu
the cool-downg period has finis
on again. The new setting will b
turns back on.

•This cannot be changed betwee
disabled ("OFF") if the "User's 
Password Protect has been set t
Protect" to "OFF" and then save

 p.61
Progressive (Setting is only possible when co

component video (525i, 625i) sig
Converts interlacedg (i) signals t
When set to "OFF", interlaced sig
conversion.
•OFF : IP conversion is c

window. This is id
movement.

•Video : The film judgmen
•Film/Auto : This setting is for 

automatically judg
not, and if it is a v
down functiong o
reproduced as film
colour from the or
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and intensity of each RGB 
 input source.
ight colours within a range 
s to bluish tinges.
erature is lower, colours 
d colour tones appear 

erature is higher, colours 
colour tones appear 

utton on the remote 
to/Enter] button on the 
 panel and make the 

utton on the remote 
to/Enter] button on the 
 panel, select "R" (red), 
" (blue) and make the 

ent while viewing the stats 
e screen.
RGB" has been selected as 
Video" menu.

Color Temp.: 
Depends on 
connection

 behind a translucent 

 images are horizontally 

stone correction is not 

OFF

 on a ceiling.
 images are rotated 180° 
versed.

OFF

n Default
the Configuration Menu Functionsthe Configuration Menu Functions

Color 
Adjustment

Adjusts the colour temperatureg 
(red, green, blue) colour for each
•Color Temp.: Lets you adjust br

from reddish tinge
If the colour temp
appear reddish an
softer.
If the colour temp
appear bluish and 
sharper.
Press the [Enter] b
control or the [Au
projector's control
adjustment.

•RGB : Press the [Enter] b
control or the [Au
projector's control
"G" (green) or "B
adjustment.
Make the adjustm
of the image on th

This item cannot be selected if "s
the "Color Mode" setting in the "

Rear Proj. Use when projecting images from
screen.
When set to "ON", the projected
reversed.
When set to "ON", automatic key
carried out.

Ceiling Use when installing the projector
When set to "ON", the projected
and horizontally and vertically re

Sub-menu Functio
When set to "ON", automatic keystone correction is not 
carried out.
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ork monitoring and 
 monitor out function 
mode.
he projector's power off 
 finished.
 Power indicator will flash 
 after disconnecting the 
to the electrical outlet.

Network OFF

splays.
emote control or the 
ctor's control panel and 

English
(Varies 
depending on 
country of  
purchase)

 the "Advanced1" menu 
oj.", "Ceiling" and 
ult settings.
 setting if the "User's Logo 
otect has been set to "ON" 
FF".  p.61
emote control or the 
ctor's control panel to 

enu settings – including 
dio" menus – to their 

-

n Default
the Configuration Menu Functionsthe Configuration Menu Functions

Standby 
Mode

Set to "Network ON" to use netw
control functions and the standby
while the projector is in standby 
To enable the new settings, turn t
and wait until the cool-downg is
*When set to "Network ON", the

orange and then remain orange
power plug and reinserting it in

Language Sets the language for message di
•Press the [Enter] button on the r
[Auto/Enter] button on the proje
choose the setting.

Reset Resets all adjustments values for
functions except for the "Rear Pr
"Language" settings to their defa
This cannot be reset to the initial
Protect" function of Password Pr
and "Startup Screen" is set to "O
•Press the [Enter] button on the r
[Auto/Enter] button on the proje
reset.

•Select "Reset All" to reset all m
settings for the "Video" and "Au
default settings.  p.95

Sub-menu Functio
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"Ad

[    

n Default
ess to one of two settings.
 projected are too bright 
n a dark room or onto a 

htness of the images is 
icity consumed and noise 
duced and the lamp's 

High

tor.  p.74 1

ubnet Maskg and 
jector is connected to a 
nction or mail notification 
ts you set the IP address 
tion of problems when 
toring.  p.101

-

C" or "USB" depending on 
munication with a 

he projector's power off 
 finished. 

RS-232C

justment function for 
 when the input source is 
mages.

ON

 [BNC] port. This is used 

tion
 output by the computer) 

FF". If an analogue (75 
cher is required, change 

OFF
Ω) termination such as for a swit
the setting to "ON".
the Configuration Menu Functionsthe Configuration Menu Functions

vanced2" Menu

Brightness Control High Low:Video

Audio

Setting

User's Logo

Advanced1

About

Reset All

Projector ID

Network

Reset Execute

: 1

[Menu]: Exit[    ]: Enter]: Select

Effect

Advanced2

COM Port

BNC Sync Termination

:

ON OFF:
Direct Power ON ON OFF:
Operation Lock ON OFF:

Set

Set

RS-232C USB

Auto Setup ON OFF:

Sub-menu Functio
Brightness 
Control

This lets you set the lamp brightn
Select "Low" if the images being
such as when projecting images i
small screen.
When "Low" is selected, the brig
reduced, but the amount of electr
produced during projection are re
operating life is extended.

Projector 
ID

Sets the ID number for the projec

Network (EMP-7900 only)
Sets the DHCPg, IP Addressg, S
Gatewayg Address when the pro
network and the EMP Monitor fu
function are being used. It also le
for a computer to use for notifica
using SNMPg for network moni

COM Port This can be set to either "RS-232
the port that is being used for com
computer.
To enable the new settings, turn t
and wait until the cool-downg is

Auto Setup Selects whether the automatic ad
automatically optimising images
switched to computer analogue i

BNC Sync 
Termination

Sets the termination mode for the
for image terminal processing.
•ON : Analogue (75 Ω) termina
•OFF: TTL (Normal signal level

input
This should normally be set to "O
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 is connected, projection 
e [Power] button.
 to "ON", turn the power 
ton, then wait for the cool-
 disconnect the power 
connected to the wall 
 is set to "ON", the 

r outage occurs and then 

OFF

 of all buttons on the 
or the [Power] button will 

o "ON", the operation lock 
lding down the [Enter] 
 panel for approximately 7 

w setting will take effect 
enu.

OFF

 the "Advanced2" menu 
r ID" and "Network" 

emote control or the 
ctor's control panel to 

enu settings – including 
dio" menus – to their 

-

n Default
the Configuration Menu Functionsthe Configuration Menu Functions

Direct 
Power ON

When the projector's power cable
starts without needing to press th
*When "Direct Power ON" is set

off by pressing the [Power] but
downg period to finish and then
cable. If the power cable is left 
outlet when "Direct Power ON"
projector will turn on if a powe
the power is restored.

Operation 
Lock

When set to "ON", the operation
projector's control panel except f
be disabled.
•When "Operation Lock" is set t
function can be cancelled by ho
button on the projector's control
seconds.

•If you change the setting, the ne
after exiting the configuration m

Reset Resets all adjustments values for
functions except for the "Projecto
settings to their default settings.
•Press the [Enter] button on the r
[Auto/Enter] button on the proje
reset.

•Select "Reset All" to reset all m
settings for the "Video" and "Au
default settings.  p.95

Sub-menu Functio
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• Th
cu

• Th
aft

Com
Com

Vid

"Ab

[    

[    

n Default
rating time for both "High 

s".
is reached, the display 

0H

e. When this command is 
erating time is reset to the 

-

is currently being 

.
ource is Composite Video, 

 source is Computer, RGB 
MP.)

-

cal scanning frequencies.
 source is composite video 

-

 source is composite video 
-

 source is composite video 
-

 source is composite video 
-

 source is composite video 
-

]: Select [    ]: Enter [Menu]: Exit
the Configuration Menu Functionsthe Configuration Menu Functions

e "About" menu shows the setting details for the 
rrent input signal.
e "Lamp" item appears as "0H" for 0–10 hours, and 
er that it appears in units of 1 hour.

puter (Analogue RGB, Digital-RGB)/
ponent Videog/RGB Video

eo (Composite Videog, S-Videog)

out" Menu

Video

Audio

Setting

User's Logo

Advanced1

About

Reset All

Frequency

Source

V ---.---Hz

Reset Lamp Timer

H ---.---kHz

Lamp (High Brightness) 0H

SYNC Mode

SYNC Polarity

------

V ------
H ------

Resolution

Refresh Rate ---.-- Hz

----x    ----

Computer

Input Signal

:

:

:

          (Low Brightness) 0H:

:

:
:

:

:

: Auto

Execute

]: Select [    ]: Enter [Menu]: Exit

Effect

Advanced2 :

Video

Audio

Setting

User's Logo

Advanced1

About

Reset All

Source

Reset Lamp Timer

Video

Video Signal

:

: Auto(-----)

ExecuteEffect

Advanced2

Lamp (High Brightness) 0H:

          (Low Brightness) 0H:

Sub-menu Functio
Lamp Displays the cumulative lamp ope

Brightness" and "Low Brightnes
•When the lamp warning period 
characters appear in red.

Reset 
Lamp 
Timer

Initialises the lamp operating tim
selected, the cumulative lamp op
initial default value.

Source Displays the input source which 
projected.

Input 
Signal

Displays the input signal settings
(Does not appear when the input s
S-Video or EasyMP.)

Video 
Signal

Shows the video signal format.
(Does not appear when the input
video, Component Video or Easy

Frequency Displays the horizontal and verti
(Does not appear when the input
or S-video.)

SYNCg 
Polarity

Displays the sync polarity.
(Does not appear when the input
or S-video.)

SYNC 
Mode

Displays the sync attributes.
(Does not appear when the input
or S-video.)

Resolution Displays the input resolution.
(Does not appear when the input
or S-video.)

Refresh 
Rateg

Displays the refresh rate.
(Does not appear when the input
or S-video.)
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"Re

[    

n Default
on menus to their default 

emote control or the 
ctor's control panel to 

ub-menu such as the 
et only the settings for the 

"Computer Input", "BNC 
ge", "Projector ID", 
.
l setting if the "User's 
ord Protect has been set to 

 "A/V Mute" is set to 
et to "OFF".  p.61

-

the Configuration Menu Functionsthe Configuration Menu Functions

set All" Menu

Execute

Video

Audio

Setting

User's Logo

Advanced1

About

Reset All

[    ]: Execute [Menu]: Exit]: Select

Effect

Advanced2

Sub-menu Functio
Execute Resets all items in all configurati

settings.
•Press the [Enter] button on the r
[Auto/Enter] button on the proje
reset.

•Select "Reset" in an individual s
"Video" or "Audio" menu to res
items in each sub-menu.

•This function will not reset the 
Input", "User's Logo", "Langua
"Network" and "Lamp" settings
This cannot be reset to the initia
Logo Protect" function of Passw
"ON" and "No-Signal Msg." or
"Logo", or "Startup Screen" is s



96Using 

User’s Guide

Using

The
the 

PRO

n.
rol, press the [Enter] button to confirm a 

control panel, press the [Auto/Enter] 
ction.
layed in the sub-menu and settings can 

tem.
trol, tilt the [ ] button up or down to 
.
control panel, press the [ ] or [ ] 
enu item.

1

2

lish]

Adjust

Network OFF

Film/Auto

h]

Adjust

Network OFF

Film/Auto
the Configuration Menu Functions

 the Configuration Menus

 configuration menus can be operated using either the remote control or 
projector's control panel.

CEDURE

Press the [Menu] button on either the remote control 
or the projector's control panel.
The main configuration menu appears.

Select a main menu item.
If using the remote control, tilt the [ ] button up or down to 
select a menu item.
If using the projector's control panel, press the [ ] or [ ] 
button to select a menu item.
The sub-menu items vary depending on the item selected in the 
main menu.

Confirm the selectio
If using the remote cont
selection.
If using the projector's 
button to confirm a sele
The cursor will be disp
then be made.

Select a sub-menu i
If using the remote con
select a sub-menu item
If using the projector's 
button to select a sub-m

Remote control

Video

Audio

Setting

User's Logo

Advanced1Advanced1

About

Reset All

Effect

Advanced2

3

Standby Mode :

Color Adjustment

Color Temp. RGB

Rear Proj.

Language Select [Eng

Reset Execute

ON OFF

:

:
Ceiling ON OFF:

Network ON

Startup Screen ON OFF:
Progressive : OFF Video

4

Standby Mode :

Color Adjustment

Color Temp. RGB

Rear Proj.

Language Select [Englis

Reset Execute

ON OFF

:

:

Ceiling ON OFF:

Network ON

Startup Screen ON OFF:
Progressive : OFF Video
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u items in the same way.
o change the settings for other menu items. 
us menu, press the [ESC] button on either 
r the projector's control panel.

tton on either the remote control or the 
nel.

The i
vary d

5

se another sub-menu to be displayed 
e  after them. If you select such menu 
] button on the remote control or the 
 projector's control panel, you can then 
next sub-menu which appears.
s" for details on the functions of each 

figuration menus can be set to either the 
f the images. If you press the [Menu] 

control or the projector's control panel 
splaying a configuration menu, the 
displayed in a different position from 
hange configuration menu settings while 
ppropriate point in the projection and 

on menu.
the Configuration Menu Functions

Select a setting value.
Tilt the [ ] button on the remote control or press the [ ] or [ ] 
button on the projector's control panel to change setting values.
For items which are currently set, a  appears in green next to 
the setting. If you tilt the [ ] button on the remote control or 
press the [ ] or [ ] button on the projector's control panel to 
select an item to be set, the  will appear in orange. After 
making the selection, press the [Enter] button on the remote 
control or the [Auto/Enter] button on the projector's control 
panel to accept the setting. When the setting is accepted, the  
changes to green.

Select other men
Repeat steps 2 to 5 t
To return to a previo
the remote control o

Close the menu.
Press the [Menu] bu
projector's control pa

TIP

tems appearing in the "Video" menu and the "About" menu will 
epending on the type of input source being projected.

Standby Mode :

Color Adjustment

Color Temp. RGB

Rear Proj.

Language Select [English]

Reset Execute

Adjust

ON OFF

:

:
Ceiling ON OFF:

Network ON Network OFF

Startup Screen ON OFF:
Progressive : OFF Video Film/Auto

TIP

• Sub-menu items which cau
when they are selected hav
items and press the [Enter
[Auto/Enter] button on the
change the settings in the 

• Refer to "List of Function
menu item.  p.78

6

7

TIP

The display position for con
top-left or the bottom-right o
button on either the remote 
twice in succession when di
configuration menu will be 
before. If you would like to c
checking images, select an a
then display the configurati
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Mon  EMP-7900)

You can

t
 

M
n
a

o
 

tor the status of multiple projectors that are 
ans of a list on the computer screen, and to 
ce by carrying out operations such as 

jectors on or off. It allows multiple 
 monitored and controlled by a single 

etwork settings for projectors from 
remote control. However, you can use the 
irect address entry when using EMP 
work settings can be carried out easily. In 
ger can be used to make settings for the 
that notifications of problems with projector 
ail to preset e-mail addresses when such 

ons in the order listed in order to set up 
ectors via a network.
e CD-ROM to install the software to be 

 p.99
he network using the a network cable. 

uration menus to make the required 
1
itor and control the projector.
g EMP Monitor  p.108
mail notification function  p.103

n

n

n
f
,

turning

Avail

The
In a
cen
via

You
a co
The
SN
ma
is f

The
foll
the

Mo
Pro

Mo
Sof

The 
The 
7950
Oper
itoring and Controlling Projectors via a Network (for the

 monitor the status of the projector and control operations such as 
 the power on and off from a computer via a network.

able Network Functions for the EMP-7900

 EMP-7900 is compatible with SNMPg.
ddition, you can use the software that is included with the projector for 
ralised control of projectors and to receive notifications of problems 
e-mail.

 can use SNMP to monitor and control the status of the projector from 
mputer.
 management functions that are available when using SNMP require 

P manager program to be installed on the computer. Because of this, 
agement using SNMP should always be carried out by somebody who 
miliar with computer networks such as a network administrator.

 Projector Software CD-ROM supplied with the projector contains the 
wing two software programs. These programs can be used to carry out 

following network monitoring and control tasks.

• EMP Monitor
This software is used to moni
connected to a network by me
control the projectors all at on
turning the power for the pro
projectors on a network to be
operator. 

• EMP NetworkManager
This program lets you make n
configuration menus using a 
keyboard of a computer for d
NetworkManager, so that net
addition, EMP NetworkMana
mail notification function, so 
operation can be sent via e-m
problems occur.

Carry out the following operati
monitoring and control of proj
1.Use the Projector Softwar

used into the computer. 
2.Connect the projector to t

 p.101
3.Use the projector's config

network settings.  p.10
4.Use the computer to mon

Monitoring and control usin
Monitoring by means of the 

itoring Function Using SNMP and the SNMP Manager 
gram

itoring and Control Functions Using the Accessory 
tware

TIP

etwork functions differ for the EMP-7950 and the EMP-7900. 
ollowing descriptions apply to the EMP-7900. If using the EMP-
 refer to the EasyMP Network Setup Guide and the EasyMP 
ation Guide.
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Comp

* M

* M

lling the Projector Software

NetworkManager software programs can be 
accessory Projector Software CD-ROM as 

0/XP, installation can only be carried out by a 
inistrator.

 for the computer and close all 
re currently running.

or Software" CD-ROM into the 
M drive.

t automatically.

rogram window will appear, so 
 and then click "Next".

ion window will appear.

Com

Op

CP

RA
Fre

Dis

Com

Op

CP

RA
Fre

Dis

running automatically, select "Run" 
 type "CD-ROM drive:\SETUP.exe" in 

" button.
ring and Controlling Projectors via a Network (for the EMP-7900)

atible Computers

acintosh computers are not supported.

acintosh computers are not supported.

Installing and Uninsta

The EMP Monitor and EMP 
installed separately from the 
required.
If using Windows 2000/NT4.
user who is logged in as adm

PROCEDURE

Turn the power on
applications that a

Insert the "Project
computer's CD-RO
The installer will star

A virus checking p
check the contents

A software confirmat

puters that can run EMP Monitor

erating System* Windows 98 SE/Me/NT4.0/2000 Professional/
XP Home Edition/XP Professional

U Pentium MMX 166 MHz or higher
(Pentium II 233 MHz or higher recommended)

M 64 MB or more (128 MB or more recommended)
e hard disk space 6 MB or more

play XGAg (1024 × 768) resolution or higher, 
16-bit colour or greater

puters that can run EMP NetworkManager

erating System*
Windows 98 SE/Me/NT4.0 (Service pack 6a, IE5.0 or 
later)/2000 Professional/XP/XP Home Edition/
XP TabletPC Edition

U Pentium MMX 166 MHz or higher
(Pentium II 233 MHz or higher recommended)

M 7 MB or more (10 MB or more recommended)
e hard disk space 250 KB or more

play XGAg (1024 × 768) resolution or higher, 
16-bit colour or greater

Installing the software

1

2

3

TIP

If the installer does not start 
from the "Start" menu, then
the window and click the "OK
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ware, select "Control Panel" from "My 
d/Remove Programs", select the programs to 
"Add/Remove" (or "Change/Remove" if you 

4 e

orkManager cannot be simultaneously 
eeded software programs one at a time.
ring and Controlling Projectors via a Network (for the EMP-7900)

Check the setup details and then click the "Install" 
button.

Installation will start. Follow the instructions that appear on the 
screen to complete the installation.

To uninstall the projector soft
Computer", double-click "Ad
be uninstalled, and then click 
are using Windows XP).

Selects the software 
to install.

Changes the 
display language.

Starts installation.

Stops installation.

Uninstalling the softwar

TIP

EMP Monitor and EMP Netw
uninstalled. Uninstall the unn
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Netw

The
avai
5 sh
mal

Settings

ted to the network, various settings such as 
e using the configuration menus before the 

trol to carry out these operations.

utton on the remote control and 
rk" from the "Advanced2" menu.

onfiguration Menus" (  p.96) for details 

To

sing the configuration menus
ring and Controlling Projectors via a Network (for the EMP-7900)

ork Cable Connections

 projector can be connected to a network using a commercially-
lable 100baseTX or 10baseT network cable. You must use a Category 
ielded twisted-pair cable to connect the network to prevent 
function.

Projector Connection 

When the projector is connec
the IP addressg must be mad
projector can be used. 

Use the accessory remote con

PROCEDURE

Press the [Menu] b
then select "Netwo
Refer to "Using the C
on using the menus.

 network port

Network cable 
(commercially-available)

To Network port

Network connections u

1
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 have been made, press the [Menu] 
e configuration menu.

2  the IP address to use for notification of SNMP 
 Two IP addresses can be set as notification 
sses: "Trap IP Addressg 1" and " Trap IP Address 
a notification cannot be sent to the IP address that 
for "Trap IP Address 1", then it is sent to the IP 
ss that has been set for "Trap IP Address 2".

s the MAC address for the projector.

rojector name is a unique name that is used to 
guish the projector from other projectors on the 
rk. Use EMP NetworkManager to change the 
tor name.  p.104

 connected to the network, EMP 
ed to change the projector's network 
ring and Controlling Projectors via a Network (for the EMP-7900)

Press the [Num] button on the remote control to enter 
numbers.
You may need to enter numbers as part of the settings for an 
item. If you press the [Num] button, it will light up and the 
remote control buttons shown right can be used as a numeric 
keypad.
Press the [Num] button again to cancel the numeric keypad 
mode.

The following table shows the setting details for each item.

Once the settings
button to close th

DHCPg Sets whether DHCP is used or not.
ON: DHCP is used.
OFF: DHCP is not used.

IP Addressg Settings can be entered when "DHCP" is set to "OFF".
Enter the IP address that has been assigned to the 
projector.

Subnet Maskg Settings can be entered when "DHCP" is set to "OFF".
Enter the subnet mask that has been assigned to the 
projector.

Gatewayg 
Address

Settings can be entered when "DHCP" is set to "OFF".
Enter the IP address for the gateway that has been 
assigned to the projector.

Remote control

The buttons inside the box will switch 
to numeric keypad mode while the 
[Num] button is lit.

Numeric buttons

SNMPg Enter
traps.
addre
2". If 
is set 
addre

MAC 
Addressg Show

Projector name The p
distin
netwo
projec

3

TIP

Once the projector has been
NetworkManager can be us
settings.  p.104
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Probl
Func

If E
noti
a pr
con
a pr

Che
• EM

mo
• Th

nning, click [Start], point to 
ll Programs]), point to [EPSON 
n click [EMP NetworkManager].

ger will start up.

con for the projector to set mail 

quired projector is not displayed, refer to 
lly".  p.106

en set, the password entry dialog box will 

• Up 
be r
dest

• If a
sudd
send

• If "
"Ne
proj

gs

PROJECTOR03
169.254.10.178

Room201
169.254.207.64

Room401
169.254.207.69
ring and Controlling Projectors via a Network (for the EMP-7900)

em Reporting Using the Mail Notification 
tion

MP NetworkManager has been used to make the settings for the mail 
fication function, notification messages can be sent to a computer with 
eset e-mail address when a problem or warning occurs with a projector  
nected to the network. This will notify the e-mail recipient that there is 
oblem with the projector.

ck the following points before starting up EMP NetworkManager.
P NetworkManager must be installed in the computer to be used for 
nitoring and control.  p.99
e computer and the projector must be connected to the network. 
 p.101

PROCEDURE

With Windows ru
[Programs] (or [A
Projector] and the
EMP NetworkMana

Double-click the i
notification for.
If the name for the re
"Connecting Manua

If a password has be
be displayed.

TIP

to a maximum of three notification destinations (addresses) can 
ecorded, and notification messages can be sent to all three 
inations at once. 
 critical problem develops with a projector which causes it to 
enly stop working, it may not be possible for the projector to 
 a message notifying an operator of the problem.

Standby Mode" in the projector's "Advanced1" menu is set to 
twork ON", monitoring can be carried out even when the 
ector is in standby mode (when the power is off).  p.91

Mail Notification Settin

1

2

Projector
address...

EMP482800...
192.168.0.8

PROJECTOR01
169.254.10.176

PROJECTOR02
169.254.10.177

Room202
169.254.207.65

Room301
169.254.207.66

Room302
169.254.207.67

Room303
169.254.207.68
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s the setting details for each item.3

4

5

" to use the mail notification function.

 IP address of the SMTP server. 
ter numbers from 0 to 255 in each field of the 
 However, the following IP address cannot be 

224.0.0.0 to 255.255.255.255 
 a number between 0-255)

change a port number of the SMTP server, 
s port number. The default value is "25".
ter a valid number from 1 to 65535.
 destination address of the notification mail. 
 destinations can be set. You can enter up to 
yte alphanumeric characters.
s you have set as "Destination address 1" is 
s the source address. 
select the events that cause a mail notification 
hen a problem or warning occurs with the 

lect one or more of the following.
rror         • Fan related error.         • Sensor error
er failure      • Lamp out       • Lamp cover is 

emperature error
ed cooling in progress
lacement notification      •No-signal
ring and Controlling Projectors via a Network (for the EMP-7900)

Connection of the projector will start, and the following 
Setup for Network Projector window will be displayed.

If "DHCP" is set to "OFF", the settings for the "Network" 
function in the "Advanced2" menu will be displayed. Make any 
changes that are necessary.

The projector name can consist of up to 15 single-byte 
alphanumeric characters. Hyphens(-) also can be used. Note 
that a numeric-only name can not be set.

Once the network settings for the projector have been 
completed, click [Mail Notification Setting] and make 
the settings for mail notification such as the 
notification destinations.

The following Setup of mailing functions window will 
be displayed.

The following table show

Mail 
Notification 
function

Set to "ON

IP addressg of 
SMTP server

Specify an
You can en
IP address.
used.
127.x.x.x, 
(where x is

When you 
specify thi
You can en

Destination 
address 
1/2/3

Specify the
Up to three
53 single-b
The addres
also used a

Setting a 
Notification 
Event

Use this to 
to be sent w
projector.
You can se
• Internal e
• Lamp tim
open
• Internal t
• High-spe
• Lamp rep
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then be applied, and the display will 
ow that appeared in step 2. Click 
 NetworkManager.

6

7

8

9

 a password for security. To do so, right-
select "Change Password". Now, you can 
er (Admin) password.
ring and Controlling Projectors via a Network (for the EMP-7900)

Once the mail notification settings have been 
completed, click [OK].

The display will return to the Setup for Network 
Projector window, so click [Set].

When the setting finished window appears, click 
[OK].

The test message transmission checking window will 
be displayed.
You can send a test message to the addresses that have been set.
To send a test message, click [Yes]. If you do not want to send a 
test message, click [No].

The subject of the test e-mail message will be "TEST MAIL". It 
will contain the following information.
Line 1 : Projector name
Line 2 : IP address that has been set for the projector
Line 3 : TEST MAIL (subject)

The settings will 
return to the wind
[ ] to close EMP

10

TIP

We recommend you to set up
click the projector icon and 
change the administrator us
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If an
the 
mes
proj

The
Line
Line

Line

The
show

* A
(+
(–

that you would like to set up mail notification 
indow, use the following procedure to 
tor.

kManager.

jector address selection] in the 
lay area.

If a 

Inte
Fan
Sen
Lam
Lam
Lam
Inte
Hig
pro
Lam
not
No

PROJECTOR03
169.254.10.178

Room201
169.254.207.64

Room401
169.254.207.69
ring and Controlling Projectors via a Network (for the EMP-7900)

 e-mail message with "EPSON Projector" in the subject line is sent to 
IP addressg that have been set as mail notification destinations, the 
sage is a notification message saying that there is a problem with the 
ector.

 following information will be contained in the body of the message.
 1 : The name of the projector where the problem has occurred
 2 : The IP address that has been set for the projector where the 

problem has occurred
 3 : Details of the problem

 details of the problem are listed on separate lines. The following table 
s the details that are given in the message for each item.

 (+) or (–) will be appended to the start of the message.
): When a projector problem has occurred
) : When a projector problem has been solved

If the name of the projector 
for does not appear in the w
manually connect the projec

PROCEDURE

Start EMP Networ

Double-click [Pro
projector list disp

Problem Notification is Sent By Mail

Message*/Cause Remedy
rnal error "Reading the Indicators"  p.116
 related error
sor error
p cover is open
p timer failure
p out 

rnal temperature error
h-speed cooling in 
gress

p replacement 
ification
-signal No image signals are being input to the projector. 

Check the connection status or check that the 
power for the signal source is turned on.

Connecting Manually

1

Projector
address...

EMP482800...
192.168.0.8

PROJECTOR01
169.254.10.176

PROJECTOR02
169.254.10.177

Room202
169.254.207.65

Room301
169.254.207.66

Room302
169.254.207.67

Room303
169.254.207.68

2
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ady been recorded by EMP Monitor can also 
Manager.

kManager.

at have been recorded will be 
rojector list display area.

ndow will be displayed.
n file for EMP Monitor and then click 
 projectors that have been registered by 
e displayed in the projector list display 

3 ettings

PROJECTOR03
169.254.10.178

Room201
169.254.207.64

Room401
169.254.207.69

Indicates a projector that 
has been found using 
automatic search

Indicates a projector that has 
been registered using EMP 
Monitor, or that has been 
manually registered using 
EMP NetworkManager.

Indicates a projector that has 
been registered by specifying
the IP addressg manually.
ring and Controlling Projectors via a Network (for the EMP-7900)

The following IP Address Setup window will be 
displayed.

You should make the following settings when manually 
connecting a projector.

A projector list that has alre
be shared by EMP Network

PROCEDURE

Start EMP Networ

The projectors th
displayed in the p

Click [Import].
The file selection wi
Select the registratio
[Open]. A list of the
EMP Monitor will b
area.

IP addressg Enter the IP address for the projector to be connected.

[Add] button Adds the projector with the specified IP address to the 
projector list display area. 

[Connect] button Connects the projector with the specified IP address 
to the network. 

[Cancel] button Cancels entry of the IP address.

Sharing EMP Monitor s

1

2

Projector
address...

EMP482800...
192.168.0.8

PROJECTOR01
169.254.10.176

PROJECTOR02
169.254.10.177

Room202
169.254.207.65

Room301
169.254.207.66

Room302
169.254.207.67

Room303
169.254.207.68

3
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Cen

EM
are 
the 
usin

i

e
M

h
 
u

nning, click [Start], point to 
ll Programs]), point to [EPSON 
n click [EMP Monitor].
art up.

 being started up for the first time 
led, or if you would like to register 
ors, click the [Register projector] 
ors are already registered and you 
d any new projectors, skip to step 8.

e
n

up 
star

Ch
• E

an
• T
• If

a 

• A m
onc

• If "
"N
mo
stan
tralised Control using EMP Monitor 

P Monitor can be used to check the statuses of multiple projectors that 
connected to the network and to carry out operations such as turning 
power for the projectors on and off and changing the signal sources, all 
g a single computer. If there are several projectors that have been set 
n different classrooms or meeting rooms, for instance, they can all be 
ted at once and monitored by a single operator.

ck the following points before starting up EMP Monitor.
P Monitor must be installed in the computer to be used for monitoring 

d control.  p.99
e computer and the projectors must be connected to the network.
using Windows 2000/NT4.0/XP, installation can only be carried out by 
ser who is logged in as administrator.

PROCEDURE

With Windows ru
[Programs] (or [A
Projector] and the
EMP Monitor will st

If EMP Monitor is
after it was instal
additional project
icon. If all project
do not want to ad

TIP

aximum of 64 projectors can be monitored and operated all at 
e in this way.
Standby Mode" in the projector's "Advanced1" menu is set to 
twork ON", EMP Monitor can be used to carry out network 
itoring and control functions even when the projector is in 
dby mode (when the projector's power is turned off).

1

2
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or to be monitored or controlled and 

projectors that you would like to 
 to be added, repeat step 4.

3

If you
regist
the pr
regist
[Con
name

ame
lised Control using EMP Monitor

Click [Auto detect].
The names of all projectors that are currently connected to the 
network will be displayed in a list.

Select the project
then click [Add].

If there are other 
monitor that need

TIP

 know the IP addressg of the projector that you would like to 
er, the Manual registration function is a handy way to register 
ojector. Click [Manual registration] to display the Manually 
er projector window. Enter the IP address and then click 
firm]. If the Projector name appears, click [Add]. The Projector 
 will then be added to the list in the Register projector window.

4

Selected projector n

5
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e registered projectors will each be 

 been registered, the status of the projector 
omatically each time EMP Monitor is 
.

shows the display details.

6

7

If the
Manu
Proje
cann
detec

r statuses are indicated by means of the following 

N with no problems

FF with no problems

N with a problem

FF with a problem

 error (not connected to network, power cable is 
ected, etc.)

ame of the projector.
lised Control using EMP Monitor

Once all new projectors to be monitored have been 
added, click [Close].
The display will return to the Register projector window, and 
the names of the added projectors will appear in the projector 
list.

Once all target projectors have been registered, click 
[Close].
If there are any projectors in the list that you do not need to 
monitor, select the Projector name and then click [Delete].

The statuses of th
displayed.
Once a projector has
will be displayed aut
started from then on

The following table 

: Projectors registered using the Manual registration function

: Projectors registered using the Auto detect function

TIP

 IP addressesg for projectors that have been registered using the 
al registration function have changed, you can select the 

ctor name and then click [Edit] to change the IP address. [Edit] 
ot be used for projectors that have been registered using the Auto 
t function.

Status : The projecto
icons.

Power O

Power O

Power O

Power O

Network
not conn

Name : Shows the n

8
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registered projectors can be turned 
same time, and the input signal for 
 also be selected at the same time. 
ors for which the operation is to be 
en click the desired operation 

select all projectors, click [Select All]. 
n also use the same operations as selecting 
elect ranges of projectors; for example, 
or in the range, and then while pressing 
 on the keyboard, click the last projector in 
l projectors within the specified range. If 
trl] key, projectors can be selected and 

 the projector name is clicked.
lised Control using EMP Monitor

The projector information that is generated when a problem is 
detected is stored until EMP Monitor is closed. The EMP Monitor 
displays will not be updated automatically even if the projector status 
returns to normal. Click the "Refresh" button in the main window to 
update the status.

The power for all 
on and off at the 
all projectors can
Select the project
carried out and th
button.
If you would like to 
Furthermore, you ca
files in Windows to s
click the first project
down the [Shift] key
the range to select al
you hold down the [C
unselected each time

Video Source : Shows the currently selected input port.

Computer, Computer1 or InputA

Computer2 or InputB

S-Video

Video

D4 (Digital)

DVIg or HDMI (Digital)

Error data : If an error occurs with the projector, the status is indicated 
by means of the following icons.
Lamp replacement 
notification

Replace the lamp with a new one. 
 p.142

High-speed 
cooling in progress

"Reading the Indicators"  p.116

Lamp cover open 
error
High internal 
temperature

Internal problem

Fan related error

Sensor error

9
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10
lised Control using EMP Monitor

The following table shows the function of each button.

To close EMP Monitor, select [Exit] from the [File] 
menu, or click [ ] in the top-right corner of the 
window.

[View details] button Shows the detailed information for the selected 
projectors.

 Power ON Turns the power on for the selected projectors.

 Power OFF Turns the power off for the selected projectors.

 PC1, InputA Switches to the input source connected to the 
[Computer] port, [Computer1] port or [InputA] 
port.

 PC2, InputB Switches to the input source connected to the 
[Computer2] port or [InputB] port.

 BNC Switches to the input source connected to the [BNC] 
port.

 S-Video Switches to the input source connected to the 
[S-Video] port.

 Video Switches to the input source connected to the 
[Video] port.

 D4 Switches to the input source connected to the [D4] 
port.

 DVI,HDMI Switches to the input source connected to the [DVI] 
port or [HDMI] port.

 EasyMP Switches to EasyMP or EasyMP.net.
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Usi

If a pro
display
questio

tion.
ton on the remote control or the [Auto/
projector's control panel to confirm a 

 then confirm or modify settings 

[    ]: Exit

trol

u, press the [ESC] button on either the 
tor's control panel.
PRO

1

2

ng the Help

blem occurs with the projector, the Help function uses on-screen 
s to assist you in solving the problem. It uses a series of menus in a 
n and answer format.

CEDURE

Press the [Help] button on either the remote control 
or the projector's control panel.
The help menu will be displayed.

Select a menu item.
If using the remote control, tilt the [ ] button up or down to 
select a menu item.
If using the projector's control panel, press the [ ] or [ ] 
button to select a menu item.

Confirm the selec
Press the [Enter] but
Enter] button on the 
selection.

Remote control

Remote control

Select the relevant item,
and connections.

Problems with image
Problems with sound
Language change

Help Menu

[    ]: Enter[    ]: Select

3

Remote con

TIP

To return to a previous men
remote control or the projec
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4

If the
to "P
the Help

Repeat steps 2 and 3 to proceed through the menu to 
more detailed items.
The help menu is cleared when the [Help] button is pressed.

No image appears on the screen.

The image is not displayed fully on the screen.
(cut off/ too big/ too small/ partial)
The image colors don't look right.
The image is too dark.
The image is distorted.

The image is unsteady.

Help Menu

[    ]: Enter[ESC]: Return  [    ]: Select [    ]: Exit

TIP

 Help function does not provide a solution to the problem, refer 
roblem Solving".   p.116
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Pro

If you a  Indicators" below.
If the in   p.119

Read

s of the projector.

 : lit     : flashing    : off

tatus
 from the electrical outlet, and contact your 
tional Warranty Conditions" section of the 
klet.

 from the electrical outlet, and contact your 
tional Warranty Conditions" section of the 
klet.

e

The

The

R

R

blem Solving

re having a problem with the projector, first check the projector's indicators while referring to "Reading the
dicators do not show clearly what the problem might be, refer to "When the Indicators Provide No Help". 

ing the Indicators

 projector is provided with the following three indicators. These indicators notify you of the operating statu

 following tables show what the indicators mean and how to remedy the problems that they indicate.

Status Cause Remedy or S
Internal error Stop using the projector, disconnect the power cable

dealer or the nearest address provided in the "Interna
Safety Instructions/World-Wide Warranty Terms boo

Fan related error/Sensor error Stop using the projector, disconnect the power cable
dealer or the nearest address provided in the "Interna
Safety Instructions/World-Wide Warranty Terms boo

Lamp indicator
Operation indicator

Temperature indicator

ed Red Red

d Red
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 the Lamp  p.142
he power on. If the lamp still does not turn 

ctor and disconnect the power cable from 
arest address provided in the "International 
s/World-Wide Warranty Terms booklet.

aced.)
nstalled. If the lamp or lamp cover is not 

ill stop. Wait for about 5 minutes without 
ctor enters Standby state, check the 

the [Power] button to turn the power back 

, and that the projector is not positioned 

 p.140
ove points have been checked, or if the 
ack on, stop using the projector, disconnect 
 your dealer or the nearest address provided 
e Safety Instructions/World-Wide Warranty 

re rises too high again, projection will stop 

r and that they are not up against a surface 

replacement period, the possibility that the 
a new one as soon as possible.
ojector status at the time.

 : lit     : flashing    : off

atus

R

R

R

m Solving

Lamp cover is open error/
Lamp timer failure/
Lamp out

Take out the lamp and check if it is broken. Replacing
If the lamp is not broken, put it back in and then turn t
on, replace it with a new lamp.
If this does not solve the problem, stop using the proje
the electrical outlet. Then contact your dealer or the ne
Warranty Conditions" section of the Safety Instruction
If the lamp is broken.
Contact your local dealer for further advice.
(Projection cannot be carried out until the lamp is repl
Check that the lamp and the lamp cover are securely i
securely installed, the lamp will not switch on.

Internal temperature error  
(overheating)

The lamp will turn off automatically and projection w
operating the projector. After confirming that the proje
following two points. When done the checking, press 
on.
•Check that the air filter and air exhaust vent are clear
against a wall.  p.16

•If the air filters are blocked, clean or replace them. 
If the projector continues to overheat even after the ab
indicators show a problem when the power is turned b
the power cable from the electrical outlet, and contact
in the "International Warranty Conditions" section of th
Terms booklet.

High-speed cooling in progress (This is not an abnormality, However, if the temperatu
automatically.)
•Check that the air filters and air exhaust vent are clea
such as a wall.  p.16

•If the air filter is blocked, clean it.  p.140

Lamp replacement notification Replace the lamp with a new one.  p.142
If you continue to use the lamp after it has passed the 
lamp may break will increase. Replace the lamp with 
* The  indicator status will vary depending on the pr

Status Cause Remedy or St

ed Red

ed Red

ed Orange

Orange
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If al lied normally.

l or the projector's control panel to start 

e power plug from the electrical outlet when 

nds. After warm-up is complete, the flashing 

is varies depending on factors such as the 

 remote control or the projector's control 
r cool-down ends and the indicator changes to 

 : lit     : flashing    : off

tatus

Or

G

G

Or

• I "When the Indicators Provide No Help".
• I r the nearest address provided in the 
" booklet.
m Solving

l indicators are switched off, check that the power cable is connected correctly and that power is being supp

Standby condition (Not abnormal)
Press the [Power] button on either the remote contro
projection.
When turning off the projector's power, disconnect th
the projector is in this condition.

Warm-up in progress (Not abnormal)
Please wait. Warm-up time is approximately 30 seco
green indicator changes to steady green.

Projection in progress (Not abnormal)

Cool-down in progress (Not abnormal)
Please wait.
•The cool-downg period lasts about 20 seconds. (Th
ambient air temperature.)

•You cannot operate the [Power] button on either the
panel during cool-down. Press the button again afte
steady orange.

Status Cause Remedy or S

ange

reen

reen

ange

TIP

f the projector is not operating properly even though the indicators are all showing normal, refer to 
f an indicator is showing a status which does not appear in the previous tables, contact you dealer o
International Warranty Conditions" section of the Safety Instructions/World-Wide Warranty Terms 
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When

Firs  to the page containing details of the problem.

rd or the 
6

es not work 

when power 
m Solving

 the Indicators Provide No Help

t refer to the following problems to determine what type of problem it is that you are having, and then refer

No images appear  p.121
Projection does not start, the projection area is completely black, the 
projection area is completely blue, etc.

Projection stops automatically  p.121

The message "Not Supported." is displayed  p.122

The message "No Signal." is displayed  p.122

Images are fuzzy or out of focus  p.123

Interference or distortion appear in images  p.123
Problems such as interference, distortion or black & white checked 
patterns appear.

Image is truncated (large) or small  p.124
Only part of the image is displayed.

Image colours are not right  p.125
The whole image appears purplish or greenish, images are black & 
white, colours appear dull, etc.
(Computer monitors and LCD screens have different colour 
reproduction performance, so that the colours projected by the 
projector and the colours appearing on the monitor may not 
necessarily match, but this is not a sign of a problem.)

Images appear dark  p.126

Problems relating to images

No sound can be hea
sound is faint  p.12

The remote control do
 p.127

The fans do not stop 
is turned off  p.127

Other problems
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F

m Solving

Mail notification messages are not 
being sent when a problem occurs 
with the projector  p.128
The projector cannot be monitored 
and controlled using the EMP 
Monitor function  p.129
An error message is displayed (error message when EMP 
Monitor is running)   p.138

You cannot connect from another computer when images are 
being projected during a network connection  p.130 

EMP NS Connection starts, but a projector is not found 
 p.130

Connection cannot be established in access point mode or 
wired LAN connection mode  p.132

Connection cannot be made in ad hoc mode  p.132

Network Screen images are not displayed, or the display is 
slow  p.132

The PowerPoint slideshow does not work when using the 
Network Screen  p.133

Keynote slideshows cannot be played back with Network 
Screen  p.133

Network Screen cannot be used  p.133

When running Microsoft Office applications using Network 
Screen, the screen does not change as required  p.134

Files do not work correctly with EMP SlideMaker2  p.134

An error message is displayed  p.134–p.138

Problems Relating to Networks and EasyMP

or EMP-7950 only
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 P

Pro

Wa or the projector's control panel to turn the 

itch of the remote control is at "ON". 

Is rol or the projector's control panel to cancel 

Ha to "OFF", set it to "Black" or "Blue" for 
fer to the item indicated.

Ha
ma

Is pletely black.

Ar d to the projector, use the "Video Signal" 

Is  to "ON", the lamp turns off automatically if 
ile no video signal is being input. The  
button on either the remote control or the 
o not want sleep mode to be used, change the 
m Solving

o images appear

rojection stops automatically

blems relating to images

Check Remedy

s the [Power] button pressed? Press the [Power] button on either the remote control 
power on.
The remote control cannot be used unless the [R/C] sw

 p.36

the A/V Mute function active? Press the [A/V Mute] button on either the remote cont
the A/V Mute function.  p.63

s "No-Signal Msg." been set to "OFF"? If the "No-Signal Msg." menu command has been set 
messages to be displayed. If a message is displayed, re
"Setting" - "No-Signal Msg."  p.86

ve the configuration menu settings been 
de correctly?

Reset all of the settings.  p.95

the projected image completely black? Some input images, such as screen savers, may be com

e the image signal format settings correct? If a composite videog or S-Videog source is connecte
menu command to select the signal format. 
"Video" - "Video Signal"  p.82

Check Remedy

"Sleep Mode" set to "ON"? When the "Sleep Mode" menu command has been set
no operations are carried out for about 30 minutes wh
indicator lights orange at this time. Press the [Power] 
projector's control panel to turn the power on. If you d
"Sleep Mode" setting to "OFF".
"Setting" - "Sleep Mode"  p.87

Only when projecting computer images

Only when projecting images 
from a video source
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Ar d to the projector, use the "Video Signal" 

Do
res

nals being input.

Ar  securely connected.  p.21–p.28

Ha
se

 or the projector's control panel to change the 

Is 
tur

Ar
pro

uter's LCD monitor or to the accessory 
destination as well as the computer's own 
signals are output externally, they no longer 

xternal output" or "Connecting an external 

urned on, the function [Fn] key that switches 
t work. Turn the power for the projector and 
0

m Solving

he message "Not Supported." is displayed

he message "No Signal." is displayed

Check Remedy

e the image signal format settings correct? If a composite videog or S-Videog source is connecte
menu command to select the signal format. 
"Video" - "Video Signal"  p.82

es the mode match the frequency and 
olution of the image signals?

Use the "Frequency" menu command to check the sig
"About" - "Frequency"  p.94
Check the frequency and resolution of the computer.
  Computer documentation

Check Remedy

e the cables connected correctly? Check that all of the cables required for projection are

s the correct video input port been 
lected?

Press the [Source] button on either the remote control
image source.  p.37

the power for the computer or video source 
ned on?

Turn the power on for the devices.  p.36

e the image signals being output to the 
jector?

If the image signals are only being output to the comp
monitor, you need to change the output to an external 
monitor. For some computer models, when the image 
appear on the LCD monitor or accessory monitor. 

 Computer documentation, under a title such as "E
monitor"
If the connection is made while the power is already t
the computer's video signal to external output may no
the computer off and then back on again.  p.36, p.4

Only when projecting computer images

Only when projecting images from 
a laptop computer or computer 
with a built-in LCD screen
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Ha .  p.42

Is 

Is 13 cm when using a standard lens or an 
t is within this range.  p.16
 for the optional lens for further details.

Is  keystone correction.  p.45

Ha ent to a warm environment or if sudden 
 form on the surface of the lens, and this may 

 in the room approximately one hour before it 
he power off and wait for the condensation to 

Ar d to the projector, use the "Video Signal" 

Ar  securely connected.  p.21–p.28

Is y affect the signals. Use the accessory cables 

Ha  compatible with this projector. 

Ha
be

uto/Enter] button on the projector's control 
s have not been adjusted correctly after using 
sing the "Sync" and "Tracking"  menus.
m Solving

ages are fuzzy or out of focus

terference or distortion appear in images

Check Remedy

s the focus been adjusted correctly? Turn the focus ring on the projector to adjust the focus

the lens cover still attached? Remove the lens cover.  p.35

the projector at the correct distance? The recommended projection distance range is 77–11
optional wide zoom lens. Set the projector up so that i
If an optional lens is fitted, refer to the documentation

the keystone adjustment value too large? Decrease the projection angle to reduce the amount of

s condensation formed on the lens? If the projector is suddenly taken from a cold environm
ambient temperature changes occur, condensation may
cause the images to appear fuzzy. Set the projector up
is to be used. If condensation forms on the lens, turn t
disappear.

Check Remedy

e the image signal format settings correct? If a composite videog or S-Videog source is connecte
menu command to select the signal format. 
"Video" - "Video Signal"  p.82

e the cables connected correctly? Check that all of the cables required for projection are

an extension cable being used? If an extension cable is used, electrical interference ma
and check if this helps.

s the correct resolution been selected? Set the computer so that the signals that are output are
"List of Supported Monitor Displays"  p.159

 Computer documentation

ve the "Sync.g" and "Trackingg" settings 
en adjusted correctly?

Press the [Auto] button on the remote control or the [A
panel too carry out automatic adjustment. If the image
automatic adjustment, you can make the adjustments u

 p.54, p.55

Only when projecting computer images

Only when projecting computer images
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 Im

Is 
Is 

or the projector's control panel.  p.71

Is 
E-Z

l the E-Zoom function.  p.64

Ha
co

ess the [Auto] button on the remote control or 
l to automatically adjust the setting.
ing the automatic setup function, adjust the 
.
are being input, adjust the setting manually 

Ha rties of the computer's Control Panel, the 
the computer screen. To display the whole of 
splay setting. 

Ha
co

puter.
m Solving

age is truncated (large) or small

Check Remedy

the image in real display?
the aspect ratio setting correct?

Press the [Resize] button on either the remote control 

the image still being enlarged by the 
oom function?

Press the [ESC] button on the remote control to cance

s the "Position" setting been adjusted 
rrectly?

If analogue RGB computer signals are being input, pr
the [Auto/Enter] button on the projector's control pane
If the images have not been correctly adjusted after us
setting manually using the "Position" menu command
If signals other than analogue RGB computer signals 
using the "Position" menu command.
"Video" - "Position"  p.78, p.81

s the computer been set for dual display? If dual display has been activated in the Display Prope
projector will only project about half of the image on 
the image on the computer screen, turn off the dual di

 Computer video driver documentation

s the "Resolution" command been set 
rrectly?

Set the "Resolution" menu command to match the com
"Video" - "Resolution"  p.79

 Computer documentation

Only when projecting computer images

Only when projecting computer images
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Do
fro

uration menu has been set to "Component 
 the [Computer] port or [BNC] ports of the 

uration menu has been set to "RGB" when a 
t or [BNC] ports of the projector, the image 

ce.

d to the projector, use the "Video Signal" 

Ha
co

ghtness.

Ar  securely connected.  p.21–p.28

Ha
co

ast.

Ha  the colour.

Ha
Sh

l Shot] button on either the remote control or 
all Shot OFF". To re-adjust the Wall Shot 

Ha
ad

 the colour and tint.
m Solving

age colours are not right

Check Remedy

 the input signal settings match the signals 
m the connected device?

If the "Comoputer Input" or "BNC Input" in the config
video" when a computer or RGB video is connected to
projector, the image will appear purplish.
If the "Comoputer Input" or "BNC Input" in the config
component videog is connected to the [Computer] por
will appear greenish.
Select the correct signal format for the connected sour
"Setting" - "Computer Input", "BNC Input"  p.86
If a composite videog or S-Videog source is connecte
menu command to select the video signal format.
"Video" - "Video Signal"  p.82

s the image brightness been adjusted 
rrectly?

Use the "Brightness" menu command to adjust the bri
"Video" - "Brightness"  p.78, p.81

e the cables connected correctly? Check that all of the cables required for projection are

s the image contrastg been adjusted 
rrectly?

Use the "Contrast" menu command to adjust the contr
"Video" - "Contrast"  p.78, p.81

s the colour been adjusted correctly? Use the "Color Adjustment" menu command to adjust
"Advanced1" - "Color Adjustment"  p.90

s the Wall Shot function been set to "Wall 
ot ON"?

When projecting onto a normal screen, press the [Wal
the projector's control panel to change the setting to "W
setting, use "Wall Shot Readjustment".  p.52

ve the colour intensity and tint been 
justed correctly?

Use the "Color" and "Tint" menu commands to adjust
"Video" - "Color", "Tint"  p.81

Only when projecting images 
from a video source
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Ha
be

commands to adjust the brightness and 

Ha
co

ast.

Is ges will become darker and the colour quality 
uld be replaced with a new one.  p.142

Oth

Is o] port.  p.29

Ha
mi

Is 
pro

ort, sound is no longer output from the 

ble from the [Audio Out] port.

Is rol or the projector's control panel to cancel 

Is 
co

e "Audio" menu to match the images being 
m Solving

ages appear dark

o sound can be heard or the sound is faint

Check Remedy

ve the image brightness and luminance 
en adjusted correctly?

Use the "Brightness" and "Brightness Control" menu 
luminance.
"Video" - "Brightness"  p.78, p.81
"Advanced2" - "Brightness Control"  p.92

s the image contrastg been adjusted 
rrectly?

Use the "Contrast" menu command to adjust the contr
"Video" - "Contrast"  p.78, p.81

the lamp due for replacement? When the lamp is nearly due for replacement, the ima
will become poorer. When this happens, the lamp sho

er problems

Check Remedy

the audio source connected correctly? Check that the cable is connected to the correct [Audi

s the volume been adjusted to the 
nimum setting?

Adjust the volume so that sound can be heard.
"Audio" - "Volume"  p.57

an audio cable still connected to the 
jector's [Audio Out] port?

If a cable connector is inserted into the [Audio Out] p
projector's built-in speaker.
If not using external speakers, disconnect the audio ca

the A/V Mute function active? Press the [A/V Mute] button on either the remote cont
the A/V Mute function.  p.63

the "Computer/DVI Audio Input" setting 
rrect?

Change the "Computer/DVI Audio Input" setting in th
projected, or set it to "Computer/DVI".  p.83
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Is 

Is 
fac
rec

ht-receiving area.
ately ±30º horizontally and approximately 

Is 
pro

ately 10 m.  p.14
u would like to ensure that remote control 

trol cable kit.  p.151

Is 
flu
co

ill not shine onto the remote control light-

Ar
be

correctly.  p.12

Do
the

ther than "0", the ID number must match the 
ill not work.  p.74

Is 
the
or 

mote] port, the remote control light-receiving 
ng area of the remote control will not work. If 
emote control cable from the [Remote] port of 

Is t
to 

nue to operate after the cool-down period has 
m Solving

he remote control does not work

he fans do not stop when power is turned off 

Check Remedy

the [R/C] switch at the "ON" position? Set the [R/C] switch to the "ON" position.  p.36

the remote control light-emitting area 
ing towards the remote control light-
eiving area when it is operated?

Face the remote control towards the remote control lig
The operating angle for the remote control is approxim
±15º vertically.  p.14

the remote control too far from the 
jector?

The operating range for the remote control is approxim
If operating the remote control from a distance or if yo
operations work properly, use the optional remote con

direct sunlight or strong light from 
orescent lamps shining onto the remote 
ntrol light-receiving area?

Set the projector up in a location where strong light w
receiving area.

e the batteries dead, or have the batteries 
en inserted correctly?

Insert new batteries, while making sure that they face 

es the remote control's ID number match 
 projector's ID number?

If the remote control's ID number is set to a number o
projector's ID number, otherwise the remote control w

the remote control cable still connected to 
 [Remote] port of either the remote control 
the projector?

If the remote control cable is still connected to the [Re
areas of the projector or the remote control light-emitti
not using the remote control cable kit, disconnect the r
either the remote control or the projector.

Check Remedy

he "Standby Mode" configuration menu set 
"Network ON"?

If the menu is set to "Network ON", the fans will conti
finished. 
"Advanced1" - "Standby Mode"  p.91 
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 M
Pro

Is  into the card slot of the projector. 

Is f it is not connected or is connected 

Ar
co t Mode or Wired LAN Mode" in the EasyMP 

Ha
ON

tor is in standby mode, change the "Standby 
1" - "Standby Mode" p.91

Ha
pro

, it cannot send e-mail messages. If the 
d, contact your dealer or the nearest address 
ection of the Safety Instructions/World-Wide 

Is ojector is set up has been interrupted, or if the 
r is connected to has been tripped.
m Solving

ail notification messages are not being sent when a problem occurs with the projector
blems Relating to Networks and EasyMP

Check Remedy

the wireless or wired LAN card inserted? Check that the wireless LAN card is correctly inserted
 "Inserting and Removing Cards" p.17

the network cable connected  correctly? Check that the network cable is connected correctly. I
incorrectly, reconnect it.

e the settings for connecting to a network 
rrect?

Check the network settings for the projector.
If using the EMP-7950  "Connecting in Access Poin

Network Setup Guide
If using the EMP-7900  p.101

s "Standby Mode" been set to "Network 
"?

If using the mail notification function while the projec
Mode" menu setting to "Network ON".  "Advanced

s a critical problem developed causing the 
jector to momentarily stop working?

When the projector has momentarily stopped working
projector cannot be reset even after it has been checke
provided in the "International Warranty Conditions" s
Warranty Terms booklet.

power being supplied to the projector? Check if the power supply to the location where the pr
circuit breaker for the electrical outlet that the projecto

For the EMP-7950

When using the EMP-7950 
connected to a wired LAN, or 
when using the EMP-7900
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Is  into the card slot of the projector. 

Is f it is not connected or is connected 

Ar
co t Mode or Wired LAN Mode" in the EasyMP 

Ha
ins stall the EasyMP Software" and "Installing 

syMP Network Setup Guide

Ha
an
pro

Ha
ON

r is in standby mode, change the "Standby 
1" - "Standby Mode" p.91

Is ojector is set up has been interrupted, or if the 
r is connected to has been tripped.
m Solving

he projector cannot be monitored and controlled using the EMP Monitor function

Check Remedy

the wireless or wired LAN card inserted? Check that the wireless LAN card is correctly inserted
 "Inserting and Removing Cards" p.17

the network cable connected  correctly? Check that the network cable is connected correctly. I
incorrectly, reconnect it.

e the settings for connecting to a network 
rrect ?

Check the network settings for the projector.
If using the EMP-7950  "Connecting in Access Poin

Network Setup Guide
If using the EMP-7900  p.101

s EMP Monitor function been correctly 
talled to the computer?

Uninstall EMP Monitor and then re-install it.
If using the EMP-7950  "If You would like to Unin

EasyMP Software" in the Ea
If using the EMP-7900  p.99, p.100

ve all projectors that are to be monitored 
d controlled been registered in the 
jector list?

Register the projector in the projector list.  p.108

s "Standby Mode" been set to "Network 
"?

If using the EMP Monitor function while the projecto
Mode" menu setting to "Network ON".  "Advanced

power being supplied to the projector? Check if the power supply to the location where the pr
circuit breaker for the electrical outlet that the projecto

For the EMP-7950

When using the EMP-7950 
connected to a wired LAN, or 
when using the EMP-7900
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 E

Ha
the
co

hile Network Screen is running and the 
e connection to the first computer will be 
ext computer.
r the keyword is known, it is possible to 
jector by establishing a new connection from 

 the projector keyword is unknown, terminate 
 To terminate the connection from the 
l, select the "Exit" button from the displayed 
control. Connect from the desired computer 

e EasyMP Network Setup Guide

Is  into the card slot of the projector. 

Is f it is not connected or is connected 

Is 
tha

d and re-insert it. 

Is 
co

onfiguration setting screen is displayed. 
P standby window.

Is 
LA

vice Manager. For example, "Control panel" - 
m Solving

ou cannot connect from another computer when images are being projected during a network con

MP NS Connection starts, but a projector is not found (EMP-7950 only)

Check Remedy

s the person making the presentation left 
 meeting room without closing the 

nnection?

If you try to connect to a projector from a computer w
projector is already connected to another computer, th
terminated and the projector will then connect to the n
If no projector keyword has been set in the projector o
terminate the current connection and connect to the pro
the computer. 
If a projector keyword has been set in the projector and
the connection from the projector and then reconnect.
projector, press the [ESC] button on the remote contro
menu and then press the [Enter] button on the remote 
after terminating the connection. 

 "Disconnecting from a Network Connection" in th

Check Remedy

the wireless or wired LAN card inserted? Check that the wireless LAN card is correctly inserted
 "Inserting and Removing Cards" p.17

the network cable connected  correctly? Check that the network cable is connected correctly. I
incorrectly, reconnect it.

the access lamp of the wireless LAN card 
t is inserted into the projector lit green?

If the access lamp is off, remove the wireless LAN car
 "Inserting and Removing Cards" p.17

the projector displaying the EasyMP 
nfiguration menu screen?

Network connections are disabled while the EasyMP c
Close the configuration settings to return to the EasyM

the computer ready for LAN card or in-built 
N functionality to be used?

Check whether the LAN device is functioning in the De
"System" - "Device Manager".

For the EMP-7950

When using the EMP-7950 
connected to a wired LAN, or 
when using the EMP-7900
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Is 
se

d hoc mode.
 Network Setup Guide

ard, you may be able to use a communication 
ode.
minology such as "Computer communication 
 ad hoc", "802.11 Mode Connection" or "Peer 

Is 
"O

he EasyMP configuration setting screen.
 Mode" in the EasyMP Network Setup Guide

Ha
co

vironments, the correct network adapter to be 
ise it will not be possible to connect. Start 

rom the "Extension" - "Switch LAN" 
h) menu.

If m
the
fea
wir

Is 
wir

intensity.

Is 
80

 used. You cannot use equipment conforming 

Is 
co

 must be set to "OFF", otherwise connection 
 "Connecting Using Easy Connect Mode 
m Solving

the wireless LAN setting for the computer 
t to ad hoc modeg?

Change the wireless LAN settings at the computer to a
 "Computer Wireless LAN Settings" in the EasyMP

Depending on the manufacturer of the wireless LAN c
setting utility (such as Client Manager) to set ad hoc m
"Ad hoc mode" may be expressed using some other ter
using wireless LAN (WiFi)", "Wi-Fi ad hoc", "802.11
to Peer".

the DHCPg function of the wired LAN set to 
N"?

Set the DHCP setting of the wired LAN to "OFF" in t
 "Connecting in Access Point Mode or Wired LAN

s the network adapter been selected 
rrectly in EMP NS Connection?

If the computer that you are using has several LAN en
used by EMP NS Connection must be selected, otherw
EMP NS Connection and select the network adapter f
(Windows) or "Extension" - "Network Set" (Macintos

aking a wireless LAN connection, are 
re any settings within the power saving 
tures of your computer which disable the 
eless LAN?

Please enable the wireless LAN.

the computer's radio wave setting for the 
eless LAN set to low-intensity?

Change the radio wave setting to the highest possible 

the LAN card you are using 802.11g or 
2.11b compliant?

Only 802.11g or 802.11b compliant equipment can be
to any other standards (such as 802.11 or 802.11a).

WEPg encryption set to "ON" at the 
mputer?

If using easy connection mode (ad hoc modeg), WEP
will not be possible. Set WEP encryption to "OFF". 
(Wireless LAN)" in the EasyMP Network Setup Guide

Check Remedy

When connected to a wireless 
LAN in easy connection mode

When connected to a wireless 
LAN in easy connection mode
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 C

 N

Is e ESSID for the computer or access point and 
ng in Access Point Mode or Wired LAN 

Ha enu, set the WEP key for the computer or 
nnecting in Access Point Mode or Wired 

Ar
ac
po

 point.

Ha
ga
the

. 
 Mode" in the EasyMP Network Setup Guide

Ha
ac

 and connect using IP connect mode.
P Operation Guide

Is 
BU

LO access point set to the same ESSIDg, 
 access point or select an ESSID different to 

Ar
Pla

rea may not be displayed, or the screen saver 

Ar
po

wired LAN connection mode, display speed 

Ar
co

ore connections are being used.
m Solving

onnection cannot be established in access point mode or wired LAN connection mode (EMP-795

onnection cannot be made in ad hoc modeg (EMP-7950 only)

etwork Screen images are not displayed, or the display is slow (EMP-7950 only)

Check Remedy

the ESSIDg setting correct? Enable the automatic ESSID search function, or set th
the projector so that they are the same.   "Connecti
Mode" in the EasyMP Network Setup Guide

s an identical WEPg key been set? If "WEP" is selected in the "Security" configuration m
access point and the projector to the same key.  "Co
LAN Mode" in the EasyMP Network Setup Guide

e the connection refusal functions of the 
cess point, such as the MAC addressg and 
rt restrictions, set correctly?

Set the projector connection permissions on the access

ve the IP addressg, subnet maskg and 
tewayg address for the access point and 
 projector been set correctly?

If not using DHCPg, make all of the settings manually
 "Connecting in Access Point Mode or Wired LAN

ve the same subnet mask been set for the 
cess point and the projector?

Select "Use IP connect mode" in EMP NS Connection
 "If No Connected Projectors Appear" in the EasyM

Check Remedy

there an access point manufactured by 
FFALO operating nearby?

Ad hoc connection is not possible if there is a BUFFA
operating nearby. Turn off the power to the BUFFALO
that access point.

Check Remedy

e you trying to watch a movie in the Media 
yer, or preview a screen saver?

Depending on the computer, the Media Player video a
preview may not be displayed correctly.

e you connecting in wireless LAN access 
int mode or wired LAN connection mode?

When using Network Screen in access point mode or 
falls compared to easy connect mode.

e you using WEPg encryption, or 
nnecting to multiple projectors?

Display speed falls when WEP encryption or two or m
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 N

Ar
ac
mo

when connecting to a wired LAN, it will take 
not locate a DHCP server to connect to.

Wa
res
wh

ore starting movie playback. If you start the 
ck, or change the resolution and colour 
ie will freeze. In such cases, do something to 

 and restoring it.

Ar
Po

ith Network Screen. If you connect when 
 project any slideshows.

Ar
co

ith Mac OS X 10.2.x due to limitations of the 
 Mac OS X 10.3.x or later.

Ar wall other than NS Protect is set up. 
m Solving

he PowerPoint slideshow does not work when using the Network Screen (EMP-7950 only)

eynote slideshows cannot be played back with Network Screen (EMP-7950 only)

etwork Screen cannot be used (EMP-7950 only)

e you using DHCPg when in wireless LAN 
cess point mode or wired LAN connection 
de?

If DHCP is enabled when using access point mode or 
some time for EasyMP to get to standby mode if it can

s EMP NS Connection started or was the 
olution or number of colours changed 
ile a movie was playing?

When playing a movie, start EMP NS Connection bef
EMP NS Connection while a movie is being played ba
settings of the display after starting the movie, the mov
activate the window such as moving it, or minimizing

Check Remedy

e you trying to start Network Screen when 
werPoint is running?

Close the PowerPoint application before connecting w
PowerPoint is already running, you will not be able to

Check Remedy

e you using a Mac OS X 10.2.x-based 
mputer? 

Keynote slideshows  may not be displayed correctly w
operating system. Play back Keynote slideshows with

Check Remedy

e you using a personal firewall? Network Screen may be unusable when a personal fire

Check Remedy

For Macintosh

For Windows

For Macintosh

For Windows
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 F

 A

Ha  not change. Stop moving the mouse cursor 

Ar
cre

r saved in PowerPoint 95/97 format cannot be 
erPoint 2000/2002/2003 format before using 

 a Computer" in the EasyMP Operation Guide

Wh
int
dis
co

t Microsoft Office JPEG converter 
oft Office.

Fa eck the computer and projector network 

Network Setup Guide

Ne
au

e some time for the IP addressg to be set. If 
0 seconds after the message is displayed, an 
sing EMP NS Connection and then restarting 

Pro
No
pro

jector preparation and then click the "Search 

P.
r, and cancel the port settings if the ports have 
m Solving

hen running Microsoft Office applications using Network Screen, the screen does not change as

iles do not work correctly with EMP SlideMaker2 (EMP-7950 only)

n error message is displayed
Error messages from EMP NS Connection (EMP-7950 only)

Check Remedy

ve you been moving the mouse constantly? As long as the mouse cursor is moved, the screen does
when having trouble changing the screen.

Check Remedy

e you trying to use a PowerPoint (.ppt) file  
ated in the PowerPoint 95/97 format?

Files that have been created using PowerPoint 95/97 o
edited using EMP SlideMaker2. Resave the file in Pow
it.  "Procedures for Making a Presentation without

en PowerPoint files (.ppt) cannot be pasted 
o a scenario, or thumbnails cannot be 
played, has the Microsoft Office JPEG 

nverter been installed?

Install the JPEG converter. For more information abou
installation, refer to the documentation for the Micros

Check Remedy

iled to connect to a projector. Try to reconnect. If connection is still not possible, ch
settings.
For details on EasyMP network settings:  EasyMP 

twork settings are being made 
tomatically.

If the computer has been set to use DHCPg, it may tak
the IP address has not been determined within about 7
error message will be displayed. If this happens, try clo
it.

jector detection error.
 connectable projector exists, or the 
jector's power is not turned on.

Carry out the following.
• Turn the power on for the projector, complete the pro

Again" button.
• Check the projector's configuration setting for EasyM
• Check the security software settings for the compute

been limited.
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Inc
dis

n the EasyMP standby window, and enter that 

Se click the "Connect" button.

Th
co

onnected to another computer. 
n between the projector and the other 

tor. The connection to the other computer will 

Fa
are" and "Installing EasyMP Software" in the 

Co
to 

er and the projector, and the connection was 

tempted. If the connection attempt is not 
r and the EasyMP network settings on the 

Setup Guide
in closed and the message window will close.

On
wit

ct to a projector with a projector keyword. 
r keyword. Terminate the connection, 

layed keyword input screen.
etwork" in the EasyMP Network Setup Guide

Fa
Ch

omputer ?
t. 
. 
asyMP network settings on the projector.
etup Guide

So
Re

-735. Change the screen resolution of the 
m Solving

orrect keyword. Enter the keyword
played on the projector.

Check the keyword for the projector that is displayed i
projector's keyword.

lect a projector from the list. Select the name of each projector for connection, and 
 EasyMP Network Setup Guide

e selected projector is in use. Continue to 
nnect?

You are attempting to connect to a projector already c
Click "Yes" to connect to the projector. The connectio
computer will be terminated. 
Click "No" to end the connection attempt to the projec
not be affected.

iled to initialize EMP NS Connection. Uninstall and then reinstall EMP NS Connection. 
 "If You would like to Uninstall the EasyMP Softw

EasyMP Network Setup Guide

mmunication error occurred. Do you want 
retry connection?

A communication error occurred between the comput
closed.
If you click the [Yes] button, a reconnection will be at
successful, check the network settings on the compute
projector.
For details on network settings:  EasyMP Network 
If you click the [No] button, the connection will rema

e of the projectors cannot be connected 
h the keyword entered.

The wrong keyword was entered when trying to conne
Check EasyMP standby screen for the correct projecto
reconnect and enter the projector keyword on the disp

 "Connecting the Computer and Projector via the N

iled to obtain network adaptor information. 
eck network settings and restart.

Check the following:
•Is a network adapter installed in the computer ?
•Is the driver for the network adapter installed in the c
After checking, restart the computer and try to connec
If connection is still not possible, check the following
Check the network settings on the computer and the E
For details on network setting:  EasyMP Network S

me projectors do not support SXGAg. 
duce resolution and retry.

One of the projectors you are connecting to is an EMP
computer to SXGA (1280 × 1024) or lower.

Check Remedy
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If an

Th mpt was made to connect simultaneously to 
tors can be used.
inate the connection and try again. If 

ngs on the computer and the EasyMP network 

Setup Guide

En in the EasyMP standby screen, and enter that 

Ca
ad

 Point Mode (Wireless LAN)" setting is being 
ector to be connected. In the wireless LAN 
set to "Easy Connect Mode".
N" - "Basic" or the "Wireless LAN" - "Basic" 
connecting in IP connection mode.  "If No 
on Guide.
ettings on the computer and the EasyMP 

cess Point Mode or Wired LAN Mode" in the 

Im
tha
co

ojector is set to a resolution higher than XGA 

isplay speed of the projection screen will be 

id slow display speeds on the projection 
(1024 × 768) or lower.

Im
tha
bit

to the projector is set to 24 bits or higher.
isplay will be in 16 bit colour.
m Solving

 error message not described above is displayed, refer to the EMP NS Connection help.

ere is a projector not responding. One or more projectors failed to connect when an atte
multiple projectors. The successfully connected projec
To connect to the projectors that failed to connect, term
connection is still not possible, check the network setti
settings on the projector.
For details on network settings:  EasyMP Network 

ter the keyword displayed on the projector. Check the keyword for the projector that is displayed 
projector's keyword.

nnot find a projector of the specified IP 
dressg.

Check that "Wired LAN connection mode" or "Access
used in the EasyMP configuration settings for the proj
setting screen, change to "Access Point Mode" if it is 
Next, check the "IP Address" setting in the "Wired LA
configuration menu, and specify that IP address when 
Connected Projectors Appear" in the EasyMP Operati
If connection is still not possible, check the network s
network settings on the projector.
For details on network setting:  "Connecting in Ac
EasyMP Network Setup Guide

age transfer slows if PC resolution is higher 
n XGAg (1024 × 768 pxl.) Do you want to 

ntinue?

The display of the computer being connected to the pr
(1024 × 768).
Clicking "Yes" connects the projector. However, the d
slow.
Clicking "No" aborts the projector connection. To avo
screen, change the computer display settings to XGA 

age transfer slows if screen color is more 
n 24 bits. NS Connection converts it to 16 

s. Do you want to continue?

The display colours of the computer being connected 
Clicking "Yes" connects the projector. However, the d

Check Remedy

For Windows

For Windows
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**.S
(**

dy exists in the "Autorun Scenario List". 
uide

No cient free space and the scenario cannot be 
tination drive to make sufficient disk space to 

** c
(**
file

his could be for the following reasons.
P SlideMaker2, the file was moved to another 

P SlideMaker2, the folder name was changed.

en", or search for the file using the Windows 
s.

Dis
(**
file

t free space, and the scenario file could not be 
rive containing the scenario folder to make 
ved.

Ca aged or corrupted and cannot be used. Use a 

Ch sts. Change the scenario name or the scenario 
m Solving

Error messages from EMP SlideMaker2 (EMP-7950 only)

Check Remedy

IT already registered.
 is the scenario file name.)

It is not possible to add a scenario file name if it alrea
 "Sending a Scenario" in the EasyMP Operation G

t enough disk space. The drive to which a scenario is being sent has insuffi
sent. Delete files that are no longer required on the des
save the scenario on the drive.

ontains an invalid path.
 is the path name containing the scenario 
.)

The path of the file to be opened could not be found. T
•After the last time the scenario file was saved by EM
folder.

•After the last time the scenario file was saved by EM
•The desired scenario file has been deleted.
Open the desired scenario file by selecting "File"-"Op
"Search for Files or Folders" function or other method

k full while accessing **.
 is the path name including the scenario 
)

The drive containing the scenario folder has insufficien
saved. Delete files that are no longer required on the d
sufficient disk space to allow the scenario file to be sa

nnot open the proposed file. The PowerPoint file to be added to the scenario is dam
different PowerPoint file.

ange name or directory A file or scenario folder of the same name already exi
folder name and try saving again.
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Th password. If you forget the password, check 
 LAN" - "Basic" or the "Wireless LAN" - 

Ca
ad Point Mode (Wireless LAN)" setting is being 

jector to be connected. If "Easy Connect 
onfiguration menu, change the setting to 

AN" - "Basic" or the "Wireless LAN" - 
ess when connecting in IP connection mode. 

settings on the computer and the EasyMP 

ccess Point Mode or Wired LAN Mode" in 

 menu for the projector to be connected, and 
en connecting in IP connection mode.

r and projector network settings.
m Solving

Error messages from EMP Monitor

Check Remedy

e password is incorrect. An incorrect password was entered. Enter the correct 
the "Password for WEB control" setting in the "Wired
"Basic" configuration menu.

nnot connect to the projector of the IP 
dressg entered.

• If using the EMP-7950
Check that "Wired LAN Connect Mode" or "Access 
used in the EasyMP configuration settings for the pro
Mode" is selected in the "Wireless LAN" - "Basic" c
"Access Point Mode".
Next, check the "IP Address" setting in the "Wired L
"Basic" configuration menu, and specify that IP addr

 p.109
If connection is still not possible, check the network 
network settings on the projector.
For details on network settings:  "Connecting in A
the EasyMP Network Setup Guide

• If using the EMP-7900
Select "Advanced2" - "Network" in the configuration
then check the IP address. Specify this IP address wh

 p.109
If connection is still not possible, check the compute
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Mai

This se
replacin

Clean

j

a
h

t
i

a

r the air outlet, it can cause the internal 
ise, and this can lead to problems with 

 optical engine's service life.
n these parts at least once every three 
 than this if using the projector in 
.

 and base of projector

a

a

o

o

o
c

d Air Intake Vent

Turn the projector upside-down and 
use a vacuum cleaner to clean the air
intake vent.
You
pro

Cle
If t
con
clo
aga

Use
cle

Cle

Cle

Be su
Term

Do n
clean
the c

Do n
as it 
ntenance

ction describes maintenance tasks such as cleaning the projector and 
g consumable parts.

ing

 should clean the projector if it becomes dirty or if the quality of 
ected images starts to deteriorate.

n the projector case by wiping it gently with a soft cloth.
e projector is particularly dirty, moisten the cloth with water 
taining a small amount of neutral detergent, and then firmly wring the 
h dry before using it to wipe the projector case. Then wipe the case 
n with a soft, dry cloth.

 a commercially-available air blower, or use lens cleaning paper to 
n the lens.

If dust collects on the air filter o
temperature of the projector to r
operation and shortening of the
It is recommended that you clea
months. Clean them more often
particularly dusty environments

• Air intake vents in rear, side

ning the Projector Case

ning the Lens

CAUTION

re to read the separate Safety Instructions/World-Wide Warranty 
s before cleaning.

CAUTION

t use volatile substances such as wax, alcohol or thinner to 
 the projector case. These can cause the case to warp and make 
ating finish peel off.

CAUTION

t rub the lens with harsh materials or subject the lens to shocks, 
an easily become damaged.

Cleaning the Air Filters an
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• Ai
Pu
cle

les

o replace the lamp and the air filters.

 when:

place." appears on the screen when 

ng orange

t darker or start to deteriorate in quality.

• If th
they
new
Con

• Spa
also

riod

A message will be displayed.

Flashes orange
nance

r filters at side and base of projector
ll the air filters out from the projector and then use a vacuum cleaner to 
an them.

Replacing Consumab

This section describes how t

It is time to replace the lamp

• The message "Lamp Re
projection starts

.

• The  indicator is flashi

• The projected images ge

TIP

e air filters are broken or if the warning message reappears after 
 have been cleaned, they should be replaced. Replace them with 
 air filters. See "Appendices: Optional Accessories and 
sumables"  p.151
re lamps are provided with spare air filters. The air filters should 
 be replaced when the lamp is replaced.

Lamp Replacement Pe
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r's power off, wait for the cool-down 
d then disconnect the power cable.
d lasts for about 20 seconds.

• The
peri
of th
·Wh
·Wh
"Br
If yo
lamp
mes
poss

• Dep
been
lamp
lamp

• Con

mp because it has stopped working, it is 
oken.
rojector which has been installed on the 
assume that the lamp is broken and 
 during removal. Furthermore, you 
the projector, not underneath it.
led down sufficiently before removing the 
er one hour after the cool-downgperiod 
o be cool enough.
nance

PROCEDURE

Turn the projecto
period to end, an
The cool-down perio

TIP

 lamp replacement message is set to appear after the following 
ods of time in order to maintain the initial brightness and quality 
e projected images.
en used continuously at high luminance: Approx. 1900 hours
en used continuously at low luminance: Approx. 2900 hours
ightness Control"  p.92
u continue to use the lamp after this period, the possibility of the 
 breaking becomes greater.  When the lamp replacement 

sage appears, replace the lamp with a new one as soon as 
ible, even if it is still working.
ending on the characteristics of the lamp and on the way it has 
 used, the lamp may become darker or stop working before the 
 warning message appears. You should always have a spare 
 ready in case it is needed.
tact your dealer for a spare lamp.

Replacing the Lamp

CAUTION

• If you are replacing the la
possible that the lamp is br
If replacing the lamp of a p
ceiling, you should always 
handle it with extreme care
should stand to the side of 

• Wait until the lamp has coo
lamp cover. It takes a furth
has finished for the lamp t

1
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mp fixing screws.
that is supplied with the spare lamp or 
d screwdriver to loosen the two lamp 
e securing the lamp to the projector.

2

nance

Wait until the lamp has cooled down, and then 
remove the lamp cover from the base of the projector.
It takes a further one hour after the cool-down period has 
finished for the lamp to be cool enough.
Insert the screwdriver that is supplied with the spare lamp or 
some other flat-tipped screwdriver into the hollow between the 
projector and the lamp cover, and turn it. The lock will be 
released. Slide the screwdriver in until the  mark on the lamp 
cover and the  mark on the projector are aligned. Then lift up 
the lamp cover to remove it.

Loosen the two la
Use the screwdriver 
some other flat-tippe
fixing screws that ar

1

2

3
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p.
t it faces the correct way to fit into the 
sert the lamp until it clicks into place and 

 fixing screws.

over.
til it clicks into place.

4

nance

Take out the old lamp.
Fold out the handle as shown in the illustration below and pull 
the lamp out of the projector.
If the lamp is broken, replace it with a new lamp, or contact 
your local dealer for further advice. If replacing the lamp 
yourself, be careful to avoid pieces of broken glass.

Install the new lam
Hold the lamp so tha
projector, and then in
tighten the two lamp

Install the lamp c
Slide the cover in un

11

2

5

6
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counter which keeps track of the lamp 
 the cumulative operating time reaches a 
placement warning message to be displayed. 
 to be reset using the configuration menu after 

with a new one.

er cable, turn on the projector's 
ress the [Menu] button on the 

enu will be displayed.

• Inst
turn
not t

• Spa
also

• The
acco

erating Time

ting time except after the lamp has been 
ing time is reset at any other time, the 
ll not be indicated correctly.

l

nance

The projector has a built-in 
operating time, so that when
certain point, it causes the re
Therefore, the counter needs
the lamp has been replaced 

PROCEDURE

Connect the pow
power, and then p
remote control.
The configuration m

TIP

all the lamp securely. If the lamp cover is removed, the lamp 
s of automatically as a safety precaution. Moreover, the lamp will 
urn on if the lamp or the lamp cover is not installed correctly.
re lamps are provided with spare air filters. The air filters should 
 be replaced when the lamp is replaced.  p.146
 lamp contains mercury. Dispose of used lamps properly in 
rdance with your local regulations.

Resetting the Lamp Op

TIP

Do not reset the lamp opera
replaced. If the lamp operat
lamp replacement period wi

1

Remote contro
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r if the warning message reappears after they 
uld be replaced.
 even if the projector is installed on a ceiling.

r's power off, wait for the cool-
nd, and then disconnect the power 

d lasts for about 20 seconds.

2

3

rs
nance

Select "Reset Lamp Timer" from the "About" menu 
and then press the [Enter] button on the remote 
control or the [Auto/Enter] button on the projector's 
control panel.

Select "Yes" and then press the [Enter] button on the 
remote control or the [Auto/Enter] button on the 
projector's control panel.
The lamp operating time will then be reset.

If the air filters are broken o
have been cleaned, they sho
The air filter can be replaced

PROCEDURE

Turn the projecto
downgperiod to e
cable.
The cool-down perio

Frequency

Source

V ---.--Hz

Reset Lamp Timer

H ---.--kHz

(Low Brightness) 0H

SYNC Mode

SYNC Polarity

------

H ------

Resolution

Refresh Rate 0.0 Hz

0x   0

Computer

Input Signal Auto

Execute

:
Lamp (High Brightness) 0H:

:

:
:

:

:

V ------:

:

:
:

:

Reset Lamp Timer

Execute?

YES NO

Reset Lamp Timer

Execute?

YES NO

Replacing the Air Filte

1
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 air filters, and push them in until 
ce.2

operly in accordance with your local 

ate, ABS plastic
nance

Pull out the air filters.
Insert a flat-tipped screwdriver into the hollow as 
shown in the illustration below, and then pull it 
straight upwards.
The projector has two air filters.
Fold out the handle before removing the air filter at the side.

Insert the two new
they click into pla3

TIP

Dispose of used air filters pr
regulations.
Air filter frame: Polycarbon
Air filter: Polyurethane foam
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Sav

You can

e sub-menu, and then press the 
 the remote control or the [Auto/
the projector's control panel.

• Wh

s
t

 E-Zoom function have been used, they 
User's Logo" menu is selected.

ge as user's logo?

 Logo

NO

 button on the remote control or the [Auto/
tor's control panel, the images will be 

age signal resolution, so that when you 
 have a resolution that is different from 

 projector's panel, and when you are 
 display size will change.
PRO

eras
• You
Pas
Pro

1

2

ing a User's Logo

 record the image that is currently being projected as a user's logo.

CEDURE

Project the image that you would like to use as a 
user's logo, and then press the [Menu] button on 
either the remote control or the projector's control 
panel.

Select the "User's Logo" menu, and then press the 
[Enter] button on the remote control or the [Auto/
Enter] button on the projector's control panel.

Select "Yes" in th
[Enter] button on
Enter] button on 

TIP

en a user's logo is recorded, the previous user's logo will be 
ed.
 cannot save a new user's logo if "User's Logo Protect" in the 
word Protect settings has been set to "ON". Set "User's Logo 
ect" to "OFF" and then save the new user's logo.  p.61

[    ]: Select

Execute

Video
Audio
Effect

User's Logo
Advanced1

About
Reset All

[    ]: Execute [Menu]: Exit[    ]: Select

Setting

Advanced2

TIP

If keystone correction or the
will be cancelled when the "

3

Accept the present ima

User's

YES

TIP

When you press the [Enter]
Enter] button on the projec
projected at their original im
are projecting images which
the number of pixels on the
projecting video images, the
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e confirmation screen, and then 
button on the remote control or the 
n on the projector's control panel.

ate in the Zoom rate setting screen, 
e [Enter] button on the remote 
to/Enter] button on the projector's 

4

User'

NO

 Logo

0% 300%

 Logo
 a User's Logo

The image to be recorded and a selection marquee 
box will be displayed, so move the marquee box to 
select the part of the image to use.
Tilt the [ ] button on the remote control or press the [ ], 
[ ], [ ] and [ ] buttons on the projector's control panel to 
select the part of the image to use as the user's logo, and then 
press the [Enter] button on the remote control or the [Auto/
Enter] button on the projector's control panel.

Select "Yes" at th
press the [Enter] 
[Auto/Enter] butto

Select the zoom r
and then press th
control or the [Au
control panel.

[ESC]: Return [    ]: Set[       ]: Move [Menu]: Exit

TIP

s logos can be saved at up to 480 ×××× 360 dots in size.

5

Select this image?

YES

User's

6

Set the zoom rate.

Zoom rate:

100% 20

User's
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7

• Sav
Do n
the 
obse

• Onc
retu
 a User's Logo

Select "Yes" at the confirmation screen, and then 
press the [Enter] button on the remote control or the 
[Auto/Enter] button on the projector's control panel.
The image will then be saved. Once the image has been saved, 
the message "Completed." will be displayed.

Save image as user's logo?

If you save it, the previous user's logo will

be overwritten.

YES NO

User's Logo

TIP

ing the user's logo may take a few moments (about 15 seconds). 
ot use the projector or any other sources which are connected to 

projector while the user's logo is being saved. If this is not 
rved, it may result in errors in projector operation.
e a user's logo has been saved, the logo setting cannot be 
rned to the factory default.
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Opt

The fol  of December 2004. Details of accessories 
are sub

ion is required in order to suspend the 
ease contact your supplier if you would like 
.

Opt

f
r
e
"
"
0

"

8
s

m

e

m
i
i
m
m
e
m

e
t

LL05
pprox. 2.33–3.15)
LPLM03
pprox. 1.75–2.36)
 (For EMP-7950NL/7900NL)

pprox. 1.3–1.8)
jection distance/Width of projection area
 guide for setting up. The value will vary 
 and the zoom setting.

LPFC03
LPFP04
LPFP05
LPFP06

tor on a high ceiling or a ceiling with 

tor on a ceiling.
 ELPDC04
s and slides.

o spare air filters)
 lamps.
s (total 6)) ELPAF01
 air filters.
So
Ha
Us
60
80
10
A p
50
A c
VG
(1.
Thi
VG
(3 
VG
(20
Us
Dig
(3 
Th
dig
Co
(3 
Us
Re
(10
(10
Us
dis
ional Accessories and Consumables

lowing optional accessories are available for purchase if required. This list of optional accessories is current as
ject to change without notice.

* A special method of installat
projector from the ceiling. Pl
to use this installation method

ional Accessories

t carry case ELPKS28
d travel case ELPKS29
 this case if you need to carry the projector by hand.
 screen ELPSC07
 screen ELPSC08
" screen ELPSC10
ortable roll-type screens. (Aspect ratio 4:3)
 portable screen ELPSC06
ompact screen which can be carried easily. (Aspect ratio 4:3)
A-HD15 PC cable ELPKC02
 m - for mini D-Sub 15-pin/mini D-Sub 15-pin)
 is the same computer cable as the projector's accessory computer cable.
A-HD15 PC cable ELPKC09

 - for mini D-Sub 15-pin/mini D-Sub 15-pin)
A-HD15 PC cable ELPKC10
 m - for mini D-Sub 15-pin/mini D-Sub 15-pin)
 these extension cables if the accessory computer cable is too short.
ital video cable DVI-D/DVI-D ELPKC20
 - for DVI-D male/male)

s is a DVIg cable for connecting the projector to a computer with a 
tal RGB output interface.
ponent video cable ELPKC19
 - for mini D-Sub 15-pin/RCA male × 3)

 to connect a component videog source.
ote control cable set ELPKC28

 m - for 3.5 mm dia. mini plug (male-male))
 m - for 3.5 mm dia. mini jack (male-female))
 in order to operate the projector accurately by remote control from a 
ance.

Long throw zoom lens* ELP
(Projection distance ratio: A
Medium throw zoom lens* E
(Projection distance ratio: A
Wide Zoom Lens* ELPLW03
(Projection distance ratio: A
Projection distance ratio = Pro
The values should be used as a
depending on setup conditions

Ceiling plate* E
Pipe 370 (370 mm/silver)* E
Pipe 570 (570 mm/silver)* E
Pipe 770 (770 mm/silver)* E
Use when installing the projec
veneer panels.

Ceiling mount* ELPMB13
Use when installing the projec
Image presentation camera
Use to project books, OHP film

Consumables

Spare lamp ELPLP22
(Set with spare lamp and tw
Use as a replacement for spent
Filter kit (3 sets of 2 air filter
Use as a replacement for spent
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Glo

The fol h are not explained in the text of the guide. 
Further

3-2 e 24-frame format used for movies into 60-
 recorded in 24-frame format to be played 

 loss of image quality from the original movie.

lients without using an access point.
ct ratio of 16:9 and appear elongated. The 

ation server, management of user information 
n servers use high-level authentication 

 wireless LANs developed by Cisco Systems, 
 are available for CCX, and this projector uses 

ess communication using the same frequency. 
ing a wireless channel for each wireless LAN 

s high, the colours tend to take on a bluish 
ge.

ed, in order to provide better image quality. In 
ent signals: Y (luminance signal), and Pb and 

 together. The type of signals commonly used 

ontained in the colour bar are overlapped to 

 or decreased in order to make text and 
articular property of an image is called 

ome hot through use. It is carried out 
ctor's control panel has been pressed to turn  
ess, otherwise the cool-down process will not 
jector's lamp and internal components will 
 or cause problems with the operation of the 
5B
Ad
As

Au

CC

Ch

Co

Co

Co

Co

Co
ssary

lowing table contains explanations of some of the terms used in this guide which may be unfamiliar or whic
 information can be obtained by referring to other commercially-available publications.

 pull-down function This function directly converts image sources that have been recorded in the sam
frame progressive signals. This allows data such as DVD software that has been
back on large screens with more natural and accurate reproduction, without any

NC A port used to input analogue video signals.
 hoc mode A method of wireless LAN connection that communicates with wireless LAN c
pect ratio The ratio between an image's length and its height. HDTV images have an aspe

aspect ratio for standard images is 4:3.
thentication server This is a server that centrally manages user authentication. By using an authentic

and user authentication tasks can be centralised. In addition, many authenticatio
methods and so they also tend to be highly secure.

X Abbreviation for Cisco Compatible Extensions. This is a security technology for
Inc. It uses RADIUS serverg for authentication. Several authentication methods
LEAPg authentication.

annel Communication speeds will drop if there are too many devices performing wirel
In this case, it is possible to avoid interference from other wireless LANs by sett
network. 

lour temperature The temperature of an object which is emitting light. If the colour temperature i
tinge. If the colour temperature is lower, the colours tend to take on a reddish tin

mponent video Video signals which have the video brightness signals and colour signals separat
high-definition TV (HDTV), it refers to images which consist of three independ
Pr (colour difference signals).

mposite video Video signals which have the video brightness signals and colour signals mixed
by household video equipment (NTSC, PAL and SECAM formats). 
The carrier signal Y (luminance signal) and chroma (colour) signal which are c
form a single signal.

ntrast The relative brightness of the light and dark areas of an image can be increased
graphics stand out more clearly, or to make them appear softer. Adjusting this p
"contrast adjustment".

ol-down This is the process by which the projector's lamp is cooled down after it has bec
automatically when the [Power] button on either the remote control or the proje
the projector off. Do not disconnect the power cord while cool-down is in progr
work properly. If the cool-down period is not allowed to finish normally, the pro
remain at high temperatures, and this may shorten the operating life of the lamp
projector.
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DF smission of video signals.
DH  automatically assigning an IP addressg for 

Do l format which uses two speakers. Dolby 
two rear speakers and a sub-woofer.

DP fomation concerning the printing of 
ies, etc.) to recordable media, such as a 

DV
(DV

l transmission of video signals.
uipment other than computers. It allows 

 digital signal encoding function.
ES  number for connecting with a counterpart on 

esponding ESSID numbers.
Film rce or not.
Ga  divided up using subnet masks.
HD ems which satisfy the following conditions.

nterlacedgscanning)

Int ntal lines which are displayed in sequence 
even-numbered lines and odd-numbered lines 

IP 
LE ords for authentication without using 

MA  number that is assigned to each network 
ed as the basis for communication between 

ND cification for network drivers that was 
 functions of network cards such as wireless 
 the operating system and application 
ry

P Abbreviation for Digital Flat Panel. Refers to a standard method for digital tran
CP Abbreviation for Dynamic Host Configuration protocol, which is a protocol for

devices that are connected to a network.
lby Digital A sound format developed by Dolby Laboratories. Normal stereo is a 2-channe

Digital is a 6-channel (5.1-channel) system which adds to this a centre speaker 
OF Abbreviation of Digital Print Order Format, which is a format used to record in

photographs taken with a digital camera (which images to print, how many cop
memory card.

I
I-D)

Abbreviation for Digital Visual Interface. Refers to a standard method for digita
DVI is a standard which has also been applied to digital household electronic eq
images to be transmitted at higher resolutions than for DFP, and also includes a

SID ESS is an abbreviation of Extended Service Set. The ESSID is an identification
a wireless LAN. Wireless communication is possible between devices with corr

 judgment function A function for judging whether an image source is a 24 Hz progressive film sou
teway A server (router) that is used for communication over a network (subnet) that is
TV An abbreviation for High-Definition Television. It refers to high-definition syst

•Vertical resolution of 750p or 1125i or greater (p = progressivegscanning, i = i
•Screen aspect ratiogof 16:9
•Dolby Digitalgaudio reception and playback (or output)

erlaced A method of image scanning whereby the image data is divided into fine horizo
starting from left to right and then from the top to the bottom of the screen. The 
are displayed alternately.

address A series of numbers that identifies a device that is connected to a network.
AP One of the authentication methods used by CCXg. It uses usernames and passw

electronic signatures.
C address Abbreviation for Media Access Control address. A MAC address is a unique ID

adapter. All network adapters are assigned this unique address, and these are us
each network adapter.

IS Abbreviation for Network Driver Interface Specification. This is a standard spe
developed by several companies including Microsoft to enable utilisation of the
LAN cards. It specifies the protocols for communication between the driver and
program, and for communication between the driver and the network card.
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RA s a protocol that is used for authenticating 
IUS server is an authentication serverg that 
 such as authenticating access to wireless 

ion can be centrally managed without needing 
access points on a wireless LAN.

Pro nned sequentially from top to bottom to create 

Re r for an extremely short time. Because of this, 
mitting element. The number of refresh 
.

Re n or less than the projector's panel resolution 

SD n systems which do not satisfy the conditions 

Se ilable theft-prevention cable can be passed 
tible with the Microsaver Security System 

SN his protocol is used for communication 
puters and terminals so that these devices can 

Sq l direction so that they are stored on the 

restored to their original 16:9 format.
sR s which are reproduced by video equipment 

Su sses in a network (subnet) that is divided up 

SV s which is used by IBM PC/AT-compatible 

S-V rated in order to provide better image quality.
al), and C (colour signal).

SX ots which is used by IBM PC/AT-compatible 

Sy equency does not match this frequency, the 
es of these signals (the relative position of the 
t synchronized, problems such as flickering, 
ry

DIUS server RADIUS is an abbreviation for Remote Authentication Dialin User Service. It i
transmissions for a variety of network servers including wireless LANs. A RAD
stores information such as usernames and passwords and concentrates functions
LAN access points. By using a RADIUS server, access points and user informat
to store user information separately at each access point when there are several 

gressive A method of image scanning whereby the image data from a single image is sca
a single image.

fresh rate The light-emitting element of a display maintains the same luminosity and colou
the image must be scanned many times per second in order to refresh the light-e
operations per second is called the "refresh rate", and is expressed in hertz (Hz)

size display This function is used to project computer images that have a resolution more tha
to be projected so that they fill the whole of the projection area.

TV An abbreviation for Standard Definition Television. It refers to standard televisio
for High-Definition Television.

curity lock A device consisting of a projector case with a hole in it that a commercially-ava
through in order to secure the device to a table or pillar. This projector is compa
manufactured by Kensington.

MP Abbreviation for Simple Network Management Protocol. In TCP/IP networks, t
between routers and other devices that are connected to the network such as com
be monitored and controlled over the network.

ueeze mode In this mode, wide-screen images in 16:9 mode are compressed in the horizonta
recording medium as 4:3 images.
When these images are played back by the projector in squeeze mode, they are 

GB An international standard for colour intervals that was formulated so that colour
can be handled easily by computer operating systems (OS) and the Internet.

bnet mask A series of numbers that define the number of bits to be used for network addre
according to IP addresses.

GA A type of video signal with a resolution of 800 (horizontal) × 600 (vertical) dot
computers.

ideo A video signal which has the luminance component and colour component sepa
It refers to images which consist of two independent signals: Y (luminance sign

GA A type of video signal with a resolution of 1280 (horizontal) × 1024 (vertical) d
computers.

nc (Synchronisation) The signals output from computers have a specific frequency. If the projector fr
resulting images will not be of a good quality. The process of matching the phas
crests and troughs in the signal) is called "synchronisation". If the signals are no
blurriness and horizontal interference can occur.
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TK used for WPAg. The encryption key is 
code.

Tra equency does not match this frequency, the 
ency of these signals (the number of crests in 

cal stripes will appear in the projected images.
Tra  has occurred.
US rsonal computers to peripheral devices which 

UX ots which is used by IBM PC/AT-compatible 

VG s which is used by IBM PC/AT-compatible 

WE hich encrypts data during transmission. 
hines are registered with the same encryption 

WP proves security which is a weak point of 

XG ts which is used by IBM PC/AT-compatible 
ry

IP Abbreviation for Temporal Key Integrity Protocol. This is an encoding method 
renewed after a certain period of time to make it harder to break the encryption 

cking The signals output from computers have a specific frequency. If the projector fr
resulting images will not be of a good quality. The process of matching the frequ
the signal) is called "tracking". If tracking is not carried out correctly, wide verti

p IP address An IP addressg for the destination computer when SNMP reports that a problem
B An abbreviation for Universal Serial Bus. USB is an interface for connecting pe

only support relatively low data transmission speeds.
GA A type of video signal with a resolution of 1600 (horizontal) × 1200 (vertical) d

computers.
A A type of video signal with a resolution of 640 (horizontal) × 480 (vertical) dot

computers.
P This is an abbreviation of Wired Equivalent Privacy. This is a security method w

Data communication cannot be performed unless the sending and receiving mac
key by the WEP. 

A Abbreviation for Wi-Fi Protected Access. This is an encryption standard that im
WEPg. TKIPg is used as the encryption method.

A A type of video signal with a resolution of 1024 (horizontal) × 768 (vertical) do
computers.
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t of ESC/VP21 Commands

and List

en a power on command is sent to the projector, the power will turn on 
 the projector will change to warm-up mode. When the power has 
ed on, a colon ":" (3Ah) will be returned.
en the projector executes a command, it returns a ":" and waits for the 
t command to be sent.
mmand processing terminates with an error, the projector outputs an 
r message and then returns the ":" code.

hen issuing any of the above commands, tack a Carriage Return (CR) 
de (0Dh) on to the end.

Communication Proto

Item Command

er ON/OFF
ON PWR ON

OFF PWR OFF

al selection

Computer SOURCE 10

DVIg SOURCE 30

Video SOURCE 41

S-Video SOURCE 42

BNC SOURCE B0

 Mute ON/OFF
ON MUTE ON

OFF MUTE OFF

 Mute Selection

Black MSEL 00

Blue MSEL 01

User's Logo MSEL 02

•••• Standard baud rate : 9600

•••• Data length : 8 bit

•••• Parity : Non

•••• Stop bit : 1 bit

•••• Flow control : Non

•••• Connector shape : D-Su

•••• Projector input port : Con
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Cable

MP-7950 only) cannot be used as a USB hub.

Ser

•••• Co

•••• Pro
co

<A

(type B)

<At computer>
 ESC/VP21 Commands

 Layouts

* The [USB Type A] port (E

ial connection

nnector shape : D-Sub 9-pin (male)

jector input 
nnector

: Control (RS-232C)

<At computer>

t projector> (PC serial cable) <At computer> Signal Function

GND 5 5 GND GND Signal wire earth

RD 2 3 TD TD Transmit data

TD 3 2 RD RD Receive data

DTR 4 6 DSR DSR Data set ready

DSR 6 4 DTR DTR Data terminal ready

<At projector>

USB connection

•••• Connector shape : USB

<At projector>

(type B)
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USB 

In o
con

PRO

1

2

3

4

5

ected before cool-down has finished, the 
t be changed.
 ESC/VP21 Commands

Connection Setup

rder to control the projector using ESC/VP21 commands via a USB 
nection, the following preparations must be carried out.

CEDURE

Download the USB driver (USB-COM Driver) from the 
EPSON website to your computer.
The URL is as follows.
 http://www.epson.co.uk/support/download/index.htm

Install the downloaded USB driver on your computer.
Read the instructions displayed on the download screen.

Change the "COM Port" setting in the "Advanced2" 
menu to "USB".

Turn the projector off.

After the cool-downg period has finished, turn the 
projector's power back on.
Once the projector's power has turned back on, communication 
via a USB connection will then be possible.

CAUTION

If the power cable is disconn
communication port will no

http://www.epson.co.uk/support/download/index.htm
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D

Display mode (dots)
4:3 aspect ratiog 

display
16:9 aspect ratio 

display
5p) 1024×768 1024×576

– 1024×576

– 1024×576

eo

Display mode (dots)
4:3 aspect ratiog 

display
16:9 aspect ratio 

display
1024×768 1024×576

1024×768 1024×576
*1 

*2 

It m
Ho

(

HD

H

t of Supported Monitor Displays

onnection is not possible if the equipment does not have a VGA 
utput port.
he resolution for real display is the virtual (window) display 

esolution.

ay be possible to project signals which are not listed in the above table. 
ever, not all functions may be supportable with such signals.

puter/RGB Video

Signal Refresh rateg 
(Hz) Resolution (dots)

Resolutions for 
resized displayg 

(dots)
VGAEGA 640×350 1024×560

VGAg
60/72/75/85/100/

120, iMac*1 640×480 1024×768

SVGAg
56/60/72/75/85/
100/120, iMac*1 800×600 1024×768

XGAg
60/70/75/85/100/

120, iMac*1 1024×768 1024×768

SXGAg 70/75/85/100 1152×864*2 1024×768

SXGA 60/75/85
1280×960*2 1024×768

1280×1024*2 960×768

SXGA+ 60/75/85 1400×1050*2 1024×768

UXGAg 60/65/70/75/80/85 1600×1200*2 1024×768

MAC13" 640×480 1024×768

MAC16" 832×624 1024×768

MAC19" 1024×768 1024×768

MAC21" 1152×870*2 1016×768

SDTVg 
525i, 525p, 
25i, 625p)

1024×768
(4:3 aspect ratiog)

1024×576
(16:9 aspect ratio)

TVg (750p) 1024×576

TV (1125i) 1024×576

Component Video

Signal

SDTVg(525i, 525p, 625i, 62

HDTVg(750p) 16:9

HDTV(1125i) 16:9

Composite Video/S-Vid

Signal

TV(NTSC)

TV (PAL,SECAM)
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Spe

Pro ultimedia Projector EMP-7900/7900NL
del lineup varies depending on the country.

Dim ot including feet)

n

s 768 (H) dots) × 3

c

o 35)

m No.: ELPLP22

e

w 0/60Hz

sation)

sation)

EMP-7900: Approx. 5.6 kg
EMP-7900NL:Approx. 5.0 kg

n

ale) Blue

1  USB connector (type B)

, R)

, R)

, R)
Pa

Dis

Re

Fo

Zo

La

Ma

Sp

Po

Op

Sto

We

Co

D

C

A

U

B

A

S

A

V

A

cifications

duct name Multimedia Projector EMP-7950/7950NL
*Model lineup varies depending on the country.

M
*Mo

ensions 419 (W) × 117 (H) × 325 (D) mm (n

el size 1.0 inches

play method Polysilicon TFT

olution XGAg 786,432 pixels (1024 (W) × 

us adjustment Manual

m adjustment*1 Manual (approx. 1:1.

p (light source) UHE lamp, Rated 250 W, Model 

x. audio output 5 W monaural

aker 1

er supply 100–240VAC 3.6–1.6A 5

erating temperature +5ºC– +40ºC (No conden

rage temperature -10ºC– +60ºC (No conden

ight EMP-7950: Approx. 5.8 kg
EMP-7950NL:Approx. 5.2 kg 

nectors

VI 1  DVI-D

omputer 1  Mini D-Sub 15-pin (fem

udio input 1  Stereo mini jack

SB*2 2  USB connector (type A,B)

NC 1  5BNC (female)

udio input 1  RCA pin jack × 2 (L

-Video 1  Mini DIN 4-pin

udio input 1  RCA pin jack × 2 (L

ideo 1  RCA pin jack

udio input 1  RCA pin jack × 2 (L
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*1  supplied with optional lenses for details on 

*2

Safety

USA
UL609

Canada
CSA C

Europea
The 
IEC6

C

R

M ) Black

A

N 1  RJ-45

Car –

Sup
Car

–

ications

These values are for when a standard lens or an optional wide zoom lens is fitted. Refer to the documentation
those lenses.
The USB connector is not guaranteed to operate correctly with all USB-compatible devices.

50 Third Edition

22.2 No.60950
n Community
Low Voltage Directive (73/23/EEC)
0950 3rd Edition

EMC

USA
FCC Part15B Class B (DoC)

Canada
ICES-003 Class B

European Community
The EMC Directive (89/336/EEC)

EN55022, 1998 Class B
EN55024, 1998

IEC61000-3-2
IEC61000-3-3

Australia/New Zealand
AS/NZS CISPR 22:2002 Class B

ontrol (RS-232C) 1  D-Sub 9-pin (male)

emote 1  Stereo mini jack

onitor Out 1  Mini D-sub 15-pin (female

udio Out 1  Stereo mini jack

etwork –

d Slot PCMCIA TypeII slot × 1
ported Memory Cards by Projector's 
d Slot

•CompactFlash cards (using a PC card adapter)
•ATA Flash cards
•Memory Sticks (using a PC card adapter)
•Smart Media (using a PC card adapter)
•SD/MMC cards (using a PC card adapter)

Pixelworks DNXTM ICs are used in this Projector.
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App

Units: mm

4-M4 × 10

180

65

10

322

80
138
earance

Centre of lens

63.5*

10

129

*Distance from center of lens to suspension bracket fixing point

422

117
325

1

51
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We :EPSON AMERICA, INC.
Located at :3840 Kilroy Airport Way

 MS: 3-13
 Long Beach, CA 90806

Tel :562-290-5254

Declare under sole responsibility that the product identified herein, 
complies with 47CFR Part 2 and 15 of the FCC rules as a Class B digital 
device. Each product marketed, is identical to the representative unit 
tested and found to be compliant with the standards. Records maintained 
continue to reflect the equipment being produced can be expected to  be 
within the variation accepted, due to quantity production and testing on a 
statistical basis as required by 47CFR 2.909. Operation is subject to the 
following two conditions : (1) this device may not cause harmful 
interference, and (2) this device must accept any interference received, 
including interference that may cause undesired operation.

Trade Name :EPSON

Type of Product :Projector

Model :EMP-7950/EMP-7950NL
 EMP-7900/EMP-7900NL

FCC Compliance Statement
For United States Users

This equipment has been tested and found to comply with the limits for a 
Class B digital device, pursuant to Part 15 of the FCC Rules. These limits 
are designed to provide reasonable protection against harmful 
interference in a residential installation. This equipment generates, uses, 
and can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference to radio 
or television reception. However, there is no guarantee that interference 
will not occur in a particular installation. If this equipment does cause 
interference to radio and television reception, which can be determined by 
turning the equipment off and on, the user is encouraged to try to correct 
the interference by one or more of the following measures.
• Reorient or relocate the receiving antenna.
• Increase the separation between the equipment and receiver.
• Connect the equipment into an outlet on a circuit different from that to which 

the receiver is connected.
• Consult the dealer or an experienced radio/TV technician for help.

WARNING
The connection of a non-shielded equipment interface cable to this 
equipment will invalidate the FCC Certification or Declaration of this device 
and may cause interference levels which exceed the limits established by 
the FCC for this equipment. It is the responsibility of the user to obtain and 
use a shielded equipment interface cable with this device. If this 
equipment has more than one interface connector, do not leave cables 
connected to unused interfaces. Changes or modifications not expressly 
approved by the manufacturer could void the user’s authority to operate 
the equipment.

DECLARATION of CONFORMITY
According to 47CFR, Part 2 and 15 

Class B Personal Computers and Peripherals; and/or 
CPU Boards and Power Supplies used with Class B 

Personal Computers
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